
MADE IN TURKEY

m
Cable Trays - Accessor�es

F�sh Plate
Taban Birleştirme Elemanı - Соединитель основания лотка 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
W�dth

W
mm ad/pc

kgCODE

FBE 100 15 HDG 0,12100

pcs

Hot-D�p Galvan�zed

2.0mm

CODE

ad/pc
kgCODE

pcs

1

FBE

FBE 125 15 HDG 125 1
FBE 150 15 HDG 150 1
FBE 200 15 HDG 200 1
FBE 225 15 HDG 225 1
FBE 250 15 HDG 250 1
FBE 300 15 HDG 300 1
FBE 400 15 HDG 400 1
FBE 450 15 HDG 450 1
FBE 500 15 HDG 500 1
FBE 600 15 HDG 600 1
FBE 700 15 HDG 600 1
FBE 750 15 HDG 750 1
FBE 800 15 HDG 800 1
FBE 900 15 HDG 900 1
FBE 1000 15 HDG 1000 1

0,15

0,18

0,24
0,26
0,29
0,35

0,47
0,53

0,59
0,71
0,82

0,88
0,94
1,06

1,18

FBE 100 20 HDG 0,16100 1
FBE 125 20 HDG 125 1
FBE 150 20 HDG 150 1
FBE 200 20 HDG 200 1
FBE 225 20 HDG 225 1
FBE 250 20 HDG 250 1
FBE 300 20 HDG 300 1
FBE 400 20 HDG 400 1
FBE 450 20 HDG 450 1
FBE 500 20 HDG 500 1
FBE 600 20 HDG 600 1
FBE 700 20 HDG 600 1
FBE 750 20 HDG 750 1
FBE 800 20 HDG 800 1
FBE 900 20 HDG 900 1
FBE 1000 20 HDG 1000 1

0,20

0,24

0,31
0,35
0,39
0,47

0,63
0,71

0,79
0,94
1,10

1,18
1,26
1,41

1,57

FBE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

FBE

FBE Mount�ng

FBE

W-32

W�dth

W
mm

80

8,5x16

25

20
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m
Cable Trays - Accessor�es

90° Angle Connector
90° Köşe Birleştirme Elemanı - Уголок опорный

BKE 40 15 HDG 40 0.07

CODE H
mm ad/pc

kg

1.5mmBKE ... BKE ... 

CODE

2.0mm

CODE H
mm ad/pc

kgCODE

BKE ... BKE ... 

BKE 40 20 HDG 0.10

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

Hot-D�p Galvan�zed

Step Down Connector
Kanal Yükseklik Azaltma Elemanı - Редукционный переходник высот

7
5

75

H

T

40

8x19

BAE 15 75 15 HDG 150-75 0.34

CODE H1 - H2
mm ad/pc

kg

1.5mmBAE ... H50BAE ... H50 

CODE

2.0mm

CODE

ad/pc
kgCODE

BAE ... H50BAE ... H50

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

Hot-D�p Galvan�zed

BAE 15 10 15 HDG 150-100 0.35
BAE 15 12 15 HDG 150-125 0.35

200

H
1

H
2

50
5

0

50

BKE 50 15 HDG 50 0.09 BKE 50 20 HDG 0.12
BKE 60 15 HDG 60 0.11 BKE 60 20 HDG 0.14
BKE 75 15 HDG 75 0.13 BKE 75 20 HDG 0.18
BKE 10 15 HDG 100 0.18 BKE 10 20 HDG 0.24
BKE 15 15 HDG 150 0.27 BKE 15 20 HDG 0.35

40
50
60
75

100
150

BAE 75 50 15 HDG 75-50 0.17
BAE 10 50 15 HDG 100-50 0.23
BAE 10 75 15 HDG 100-75 0.23
BAE 12 50 15 HDG 125-50 0.28
BAE 12 75 15 HDG 125-75 0.29
BAE 12 10 15 HDG 125-100 0.29

BAE 15 75 20 HDG 150-75 0.46
BAE 15 10 20 HDG 150-100 0.46
BAE 15 12 20 HDG 150-125 0.47

BAE 75 50 20 HDG 75-50 0.23
BAE 10 50 20 HDG 100-50 0.30
BAE 10 75 20 HDG 100-75 0.31
BAE 12 50 20 HDG 125-50 0.38
BAE 12 75 20 HDG 125-75 0.38
BAE 12 10 20 HDG 125-100 0.39

H1 - H2
mm

BKE Mount�ng

BAE Mount�ng

1
1
1
1
1
1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BAE

BKE
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m
Cable Trays - Accessor�es

4
5

45

R300-R600

135°

9x18

9x18

9x18

9x18

R300 - R600

135°

4
5

45

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPDS45R2 30 15 HDG

SEPDS45R2 15 15 HDG
SEPDS45R2 13 15 HDG
SEPDS45R2 10 15 HDG
SEPDS45R2 80 15 HDG
SEPDS45R2 70 15 HDG
SEPDS45R2 60 15 HDG
SEPDS45R2 50 15 HDG
SEPDS45R2 40 15 HDG

300

300
300
300
300
300
300
300
300

0.40

1.20
1.06
0.86
0.73
0.67
0.60
0.53
0.47

30

150
130
100
80
70
60
50
40

mm pcs

Vert�cal Outs�de Seperator 45° Rad�us:300
Yatay Dış Bükey Speratör 45° Radyus:300 - Перегородка вертикального внешнего угла 45° радиус:300

 Vert�cal Ins�de Seperator 45⁰ (Curve)
Yatay İç Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внутреннего угла

H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPDS45R2 30 20 HDG

SEPDS45R2 15 20 HDG
SEPDS45R2 13 20 HDG
SEPDS45R2 10 20 HDG
SEPDS45R2 80 20 HDG
SEPDS45R2 70 20 HDG
SEPDS45R2 60 20 HDG
SEPDS45R2 50 20 HDG
SEPDS45R2 40 20 HDG

300

300
300
300
300
300
300
300
300

0.53

1.59
1.42
1.15
0.98
0.89
0.80
0.71
0.62

30

150
130
100
80
70
60
50
40

mm pcs

SEPDS45R4 30 15 HDG

SEPDS45R4 13 15 HDG
SEPDS45R4 10 15 HDG
SEPDS45R4 80 15 HDG
SEPDS45R4 70 15 HDG
SEPDS45R4 60 15 HDG
SEPDS45R4 50 15 HDG
SEPDS45R4 40 15 HDG

600

600
600
600
600
600
600
600

0.62

1.66
1.34
1.14
1.03
0.93
0.83
0.72

30

130
100
80
70
60
50
40

SEPDS45R4 15 15 HDG 600 1.86150

SEPDS45R4 30 20 HDG

SEPDS45R4 13 20 HDG
SEPDS45R4 10 20 HDG
SEPDS45R4 80 20 HDG
SEPDS45R4 70 20 HDG
SEPDS45R4 60 20 HDG
SEPDS45R4 50 20 HDG
SEPDS45R4 40 20 HDG

600

600
600
600
600
600
600
600

0.83

2.21
1.79
1.52
1.38
1.24
1.10
0.97

30

130
100
80
70
60
50
40

SEPDS45R4 15 20 HDG 600 2.48150

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPIS45R2 30 15 HDG

SEPIS45R2 15 15 HDG
SEPIS45R2 13 15 HDG
SEPIS45R2 10 15 HDG
SEPIS45R2 80 15 HDG
SEPIS45R2 70 15 HDG
SEPIS45R2 60 15 HDG
SEPIS45R2 50 15 HDG
SEPIS45R2 40 15 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPIS45R2 30 20 HDG

SEPIS45R2 15 20 HDG
SEPIS45R2 13 20 HDG
SEPIS45R2 10 20 HDG
SEPIS45R2 80 20 HDG
SEPIS45R2 70 20 HDG
SEPIS45R2 60 20 HDG
SEPIS45R2 50 20 HDG
SEPIS45R2 40 20 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs

SEPIS45R4 30 15 HDG

SEPIS45R4 13 15 HDG
SEPIS45R4 10 15 HDG
SEPIS45R4 80 15 HDG
SEPIS45R4 70 15 HDG
SEPIS45R4 60 15 HDG
SEPIS45R4 50 15 HDG
SEPIS45R4 40 15 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPIS45R4 15 15 HDG 600150

SEPIS45R4 30 20 HDG

SEPIS45R4 13 20 HDG
SEPIS45R4 10 20 HDG
SEPIS45R4 80 20 HDG
SEPIS45R4 70 20 HDG
SEPIS45R4 60 20 HDG
SEPIS45R4 50 20 HDG
SEPIS45R4 40 20 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPIS45R4 15 20 HDG 600150

SEPDS45 Mount�ng

SEPIS45 Mount�ng

SEPIS45 Mount�ng

0.40

1.20
1.06
0.86
0.73
0.67
0.60
0.53
0.47

0.53

1.59
1.42
1.50
0.98
0.89
0.80
0.71
0.62

0.62

1.66
1.34
1.14
1.03
0.93
0.83
0.72

1.86

0.83

2.21
1.79
1.52
1.38
1.24
1.10
0.97

2,48

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

SEPDS45R2  

SEPIS45R2 SEPIS45R2 

SEPDS45R2  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SPDS45R2

SEPIS45R2



Drop Out Plate of Cable Tray
Kablo İniş Elemanı - Спуск лотка

165

W
-5

8x19

2
5

CODE kgCODE

0.35

0.16
0.20
0.24
0.31

0.39
0.47
0.63
0.71
0.79
0.94

pcs

Width

W
mm

225

100
125
150
200

250
300
400
450
500
600

DO 500 20 HDG
DO 450 20 HDG

DO 600 20 HDG

DO 225 20 HDG

DO 100 20 HDG
DO 125 20 HDG

DO 150 20 HDG
DO 200 20 HDG

DO 250 20 HDG
DO 300 20 HDG
DO 400 20 HDG

Hot-D�p Galvan�zed

CODE kgCODE

DO 225 15 HDG 0.26

DO 100 15 HDG 0.12
DO 125 15 HDG 0.15
DO 150 15 HDG 0.18
DO 200 15 HDG 0.24

DO 250 15 HDG 0.29
DO 300 15 HDG 0.35
DO 400 15 HDG 0.47
DO 450 15 HDG 0.53
DO 500 15 HDG 0.59
DO 600 15 HDG 0.71

DO ... DO ... 

pcs
CODECODE

DO ... DO ... 

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

W
mm

225

100
125
150
200

250
300
400
450
500
600

ad/pce. ad/pce.

MADE IN TURKEY

m
Cable Trays - Accessor�es

PVC

FIT SNG 100 0,004

CODE
Length

L
mt. ad/pc

kg

FIT ... FIT ... 

CODE

FIT DBL 100 0,008

CODE
Length

L
mt. ad/pc

kgCODE

Edge Protect�on Str�p
Kenar Koruma Fitili - Лента для защиты кромок

pcspcs

FIT ... FIT ... 

FIT SN6 FIT DBL

FIT SNG FIT DBL

LL

DO Mount�ng

1

1
1
1
1

1
1
1
1
1
1

1

1
1
1
1

1
1
1
1
1
1

11

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

DO
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m
Cable Trays - Accessor�es

 Vert�cal Outs�de Seperator 90⁰ (Curve)
Yatay Dış Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внешнего угла

 Vert�cal Ins�de Seperator 90⁰ (Curve)
Yatay İç Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внутреннего угла

4
5

45

R300 - R600

9x18

9x18

9x18

9x18

9x18

9x18

R300 - R600

45

4
5

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPDSR2 30 15 HDG

SEPDSR2 15 15 HDG
SEPDSR2 13 15 HDG
SEPDSR2 10 15 HDG
SEPDSR2 80 15 HDG
SEPDSR2 70 15 HDG
SEPDSR2 60 15 HDG
SEPDSR2 50 15 HDG
SEPDSR2 40 15 HDG

300

300
300
300
300
300
300
300
300

0.51

1.53
1.36
1.10
0.93
0.85
0.77
0.68
0.60

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPDSR2 30 20 HDG

SEPDSR2 15 20 HDG
SEPDSR2 13 20 HDG
SEPDSR2 10 20 HDG
SEPDSR2 80 20 HDG
SEPDSR2 70 20 HDG
SEPDSR2 60 20 HDG
SEPDSR2 50 20 HDG
SEPDSR2 40 20 HDG

300

300
300
300
300
300
300
300
300

0.68

2.04
1.81
1.47
1.25
1.13
1.02
0.91
0.79

30

150
130
100
80
70
60
50
40

mm pcs

SEPDSR4 30 15 HDG

SEPDSR4 13 15 HDG
SEPDSR4 10 15 HDG
SEPDSR4 80 15 HDG
SEPDSR4 70 15 HDG
SEPDSR4 60 15 HDG
SEPDSR4 50 15 HDG
SEPDSR4 40 15 HDG

600

600
600
600
600
600
600
600

0.84

2,25
1.83
1.54
1.40
1.26
1.12
0.98

30

130
100
80
70
60
50
40

SEPDSR4 15 15 HDG 600 2,53150

SEPDSR4 30 20 HDG

SEPDSR4 13 20 HDG
SEPDSR4 10 20 HDG
SEPDSR4 80 20 HDG
SEPDSR4 70 20 HDG
SEPDSR4 60 20 HDG
SEPDSR4 50 20 HDG
SEPDSR4 40 20 HDG

600

600
600
600
600
600
600
600

1.12

3.00
2.43
2.06
1.87
1.69
1.50
1.31

30

130
100
80
70
60
50
40

SEPDSR4 15 20 HDG 600 3.37150

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPISR2 30 15 HDG

SEPISR2 15 15 HDG
SEPISR2 13 15 HDG
SEPISR2 10 15 HDG
SEPISR2 80 15 HDG
SEPISR2 70 15 HDG
SEPISR2 60 15 HDG
SEPISR2 50 15 HDG
SEPISR2 40 15 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPISR2 30 20 HDG

SEPISR2 15 20 HDG
SEPISR2 13 20 HDG
SEPISR2 10 20 HDG
SEPISR2 80 20 HDG
SEPISR2 70 20 HDG
SEPISR2 60 20 HDG
SEPISR2 50 20 HDG
SEPISR2 40 20 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs

SEPISR4 30 15 HDG

SEPISR4 13 15 HDG
SEPISR4 10 15 HDG
SEPISR4 80 15 HDG
SEPISR4 70 15 HDG
SEPISR4 60 15 HDG
SEPISR4 50 15 HDG
SEPISR4 40 15 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPISR4 15 15 HDG 600150

SEPISR4 30 20 HDG

SEPISR4 13 20 HDG
SEPISR4 10 20 HDG
SEPISR4 80 20 HDG
SEPISR4 70 20 HDG
SEPISR4 60 20 HDG
SEPISR4 50 20 HDG
SEPISR4 40 20 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPISR4 15 20 HDG 600150

DO Mount�ng

SEPDS Mount�ng

SEPIS Mount�ng

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

0.51

1.53
1.36
1.10
0.93
0.85
0.77
0.68
0.60

0.44

1.65
1.46
1.24
1.02
0.91
0.78
0.68
0.55

0.84

2.25
1.83
1.54
1.40
1.26
1.12
0.98

2.53

0.62

2.01
1.74
1.40
1.25
1.10
0.95
0.80

2.38

SEPDSR2   SEPDSR2   

SEPISR2   SEPISR2   

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SEPDSR2

SEPISR2



Cable Trays - Accessor�es

  Earthing Strap Grounding - Tin Plated 
   Topraklama Şeridi - TPS - Kalaylı - Шлейф заземления (медь)
 

CODECODE

TPS
CROSS SEC.

mm2
LENGTH

mm
CABLE LUG

Hole S�ze
CURRENT LOAD

Ampere (AC)
WEIGHT 

Kg
IN PACK

PC

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

TPS 04 105 M6

TPS 06 125 M6

TPS 06 150 M6

TPS 06 150 M8

TPS 06 200 M6

TPS 06 200 M8

TPS 06 250 M6

TPS 06 250 M8

TPS 10 125 M6

TPS 10 150 M6

TPS 10 150 M8

TPS 10 200 M6

TPS 10 200 M8

TPS 10 250 M6

TPS 10 250 M8

TPS 16 135 M8

TPS 16 200 M8

TPS 16 250 M8

TPS 16 300 M8

TPS 25 200 M8

TPS 25 250 M8

TPS 25 250 M10

TPS 25 280 M8

TPS 25 280 M10

TPS 25 300 M8

TPS 25 300 M10

TPS 25 400 M12

TPS 35 200 M8

TPS 35 250 M8

TPS 35 250 M10

TPS 35 300 M8

TPS 35 300 M10

TPS 35 400 M12

4

6

6

6

6

6

6

6

10

10

10

10

10

10

10

16

16

16

16

25

25

25

25

25

25

25

25

35

35

35

35

35

35

105

125

150

150

200

200

250

250

125

150

150

200

200

250

250

135

200

250

300

200

250

250

280

280

300

300

400

200

250

250

300

300

400

M6

M6

M6

M8

M6

M8

M6

M8

M6

M6

M8

M6

M8

M6

M8

M8

M8

M8

M8

M8

M8

M10

M8

M10

M8

M10

M12

M8

M8

M10

M8

M10

M12

15

40

40

40

40

40

40

40

75

75

75

75

75

75

75

120

120

120

120

150

150

150

150

150

150

150

150

195

195

195

195

195

195

0,0092

0,0143

0,0158

0,0164

0,0188

0,0194

0,0218

0,0224

0,0207

0,0232

0,0234

0,0282

0,0284

0,0332

0,0334

0,0320

0,0424

0,0504

0,0584

0,0700

0,0825

0,0817

0,0900

0,0892

0,0950

0,0942

0,1220

0,0970

0,1145

0,1135

0,1320

0,1310

0,1680

500

250

250

250

200

200

150

150

250

200

200

150

150

100

100

100

100

100

100

50

50

50

50

50

50

50

50

50

50

50

50

50

Hole S�ze: 

M8-M10-M12

Length:
200

Length:
250-400

Hole S�ze: 
M6-M8

Length:
105-150

Hole S�ze: 
M6-M8

Usage methods for Cable Ladders

Usage methods for Cable Trays

Mount�ng Example

TPS

50

S�ze: 
M6-M8

Length:
200

S�ze: M6-M8

Length:
250-300

S�ze: 
M8

Length:
105-150

M12M10
M8

M6



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Socket and Box F�x�ng on The Cable Tray
Priz Dağıtım Kutusu - Монтажная пластина коробки

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

PKTD 01 HDG 0.52

CODE

1pc
kg

pcs

10

PKT 01 HDG 0.25
1pc
kgCODE

pcs

10

PKT 02 HDG 0.25

CODE

1pc
kg

pcs

10

PKTD 02 HDG 0.52

CODE

1pc
kg

pcs

10

PKT 03 HDG 0.25

CODE

1pc
kg

pcs

10

PKTD 03 HDG 0.52

CODE

1pc
kg

pcs

10

Cable rout�ng / Standard : IEC 61537
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