Cable Trays - System of Side Height H50
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Perforated Cable Trays - Return Flanges
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Important! 1.0 12 15 20
Joining cable tray sections together only through 25 I - -
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets E 20
CFS M6 or CFS M8 APK ... H50 z g
Width | Length = = s 05
CODE a f T
APK ... H50 2| L |k e o “E
, 3 =
Width | Length ~= APK 505 12 HDG 50 | 3000 [1.26 | 2 3 Qo> =
CODE a L @ APK 507 12 HDG 75 | 3000 |1.44| 2 > \ 15 §
mm | mm_| Tm APK 510 12 HDG 00 | 3000 [1.63| 2 £ 05 \ 10 5
APK 505 10 HDG | 50 | 3000 [1.05[ 2 APK 512 12 HDG 25 | 3000 [1.82| 2 ] =
APK 507 10 HDG | 75 | 3000 [1.20 [ 2 APK 515 12 HDG 50 | 3000 [2.01| 2 20, =
APK 510 10 HDG | 100 | 3000 [1.36 [ 2 APK 520 12 HDG 200 | 3000 [2.38| 2 3 >
APK 512 10 HDG | 125 | 3000 [1.52 | 2 APK 522 12 HDG__| 225 | 3000 [2.58 | 2 o " Spacine of > 30
APK 515 10 HDG | 150 | 3000 [1.67 | 2 APK 525 12 HDG 250 | 3000 [2.76 | 2 . Spacing of Supports in [m]
APK 520 10 HDG | 200 | 3000 [1.99 2 APK 530 12 HDG 300 | 3000 [3.14 2 A a ——a  a  a
1.5mm 2.0mm
APK 505 15 HDG 50 3000 [1.55 2 APK 505 20 HDG 50 3000 |2.04 2 This diagram comply with IEC 61537 with connection to 1/5
APK 507 15 HDG 75 | 3000 [1.78 | 2 APK 507 20 HDG 75 | 3000 [2.35| 2 of the span and the end span =0,8x the span
APK 510 15 HDG 100 | 3000 [2.02| 2 APK 510 20 HDG 100 | 3000 [2.66 | 2 Q- dmissible load (kg
APK 512 156 HDG | 125 | 3000 [2.26 | 2 APK 512 20 HDG | 125 | 3000 [2.98 | 2 = max. admissible load (kg/m)
APK 515 15 HDG 150 | 3000 |2.49 2 APK 515 20 HDG 150 | 3000 |3.30 2 L = support distance (m)
APK 520 15 HDG | 200 | 3000 |2.96 [ 2 APK 520 20 HDG | 200 | 3000 |[3.92[ 2 f = Deflection (mm) / Max. deflection = L/100
APK 522 15 HDG | 225 | 3000 |[3.20 [ 2 APK 522 20 HDG | 225 | 3000 [4.24| 2 L
APK 525 15 HDG | 250 | 3000 |3.43 | 2 APK 525 20 HDG | 250 | 3000 |4.55| 2 Safetly co-efficient = 1.5
APK 530 16 HDG | 300 | 3000 |3.90 | 2 APK 530 20 HDG | 300 | 3000 |[5.18 | 2
APK 540 156 HDG | 400 | 3000 [4.85[ 2 APK 540 20 HDG | 400 | 3000 |[6.43[ 2 —
APK 545 15 HDG | 450 | 3000 [5.32| 2 APK 545 20 HDG | 450 | 3000 |7.06 | 2 - Cross-Sectio
APK 550 15 HDG | 500 | 3000 [5.78 | 2 APK 550 20 HDG | 500 | 3000 |7.69 | 2 1500
APK 560 15 HDG | 600 | 3000 |6.73 [ 2 APK 560 20 HDG | 600 | 3000 |[8.94 [ 2 50 ]
APK 570 15 HDG___| 700 | 3000 |7.67 | 2 APK 570 20 HDG___| 700 | 3000 [10.20] 2 200 |
APK 575 156 HDG | 750 | 3000 |8.14 | 2 APK 575 20 HDG | 750 | 3000 [10.83] 2 300 |
APK 580 15 HDG | 800 | 3000 |[8.62[ 2 APK 580 20 HDG | 800 | 3000 [11.46] 2 %
APK 590 156 HDG | 900 | 3000 |955| 2 APK 590 20 HDG __| 900 | 3000 [12.71] 2 500
APK 500 15 HDG [ 1000 [ 3000 [10.5[ 2 APK 500 20 HDG [ 1000 [ 3000 [13.97[ 2 —
Straight Connector (Coupler) T T
Birlegtirme Elemani - [Tpsimoyi coeguuutens 0 ©
. | )|
KBE 250 KBE 350
- L -
r i
T
o
" v fi : : :
’
KBE 250 KBE 350
15 K@" LFJ
) ) To install one lenght ;use 2 pieces of KBE connector
Hot-Dip Galvanized 8 sets of CFS bolts and nuts. ( M6 or M8 ) )
M6x15 Round head squire neck bolt & M6 Flanged nut
Mé6x15
M6
YA EE —
KBE 250 12 HDG I KBE 350 12 HDG
1.5mm 1.5mm . CFs
APPLICATIONS
Cable routing
2.0mm 2.0mm
KBE 250 20 HDG ) KBE 350 20 HDG ) MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Electro - Galvanized Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
SS- stainless steel AISI 304L and AISI 316L (SS)
Length Length EP- powder coating in a full range of colours (RAL)
CODE L CODE L
mm | mm | Trikn. (ga)
CFS M6 EG M6 15 |0.08 | 500 CFS M8 EG M8 15 |0.014] 500




Cable Trays - System of Side Height H50
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Non Perforated Cable Trays - Return Flanges
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Important! 1.0 12 15 20
Joining cable tray sections together only through 25 f - g
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets £ 20 _
CFS M8 or CFS M8 ADK ... H50 E ;
Width | Length =< T s 20 2
CODE a L f 5
ADK ... H50 2| LA R o = E
Width | Length == ADK 505 12 HDG 50 | 3000 [1.57] 2 g Qo £
CODE a L f@ ADK 507 12 HDG 75 | 3000 [1.80] 2 > N 15 S
mm | mm | m ADK 51012 HDG | 100 | 3000 | 2.04] 2 £ os \ 0 &
ADK 505 10 HDG 50 | 3000 [1.31] 2 ADK 512 12 HDG 125 | 3000 |2.28] 2 s s =
ADK 507 10 HDG 75 | 3000 [150] 2 ADK 515 12 HDG 150 | 3000 | 2.51] 2 5., s &
ADK 510 10 HDG 100 | 3000 [1.70[ 2 ADK 520 12 HDG 200 | 3000 [298] 2 3 —
ADK 512 10 HDG 125 | 3000 [1.90| 2 ADK 522 12 HDG 225 | 3000 [3.22] 2 o 1 .20 25 0
ADK 515 10 HDG 150 | 3000 [2.09] 2 ADK 525 12 HDG 250 | 3000 |3.45] 2 Spacing of Supports in [m]
ADK 520 10 HDG 200 | 3000 |2.49| 2 ADK 530 12 HDG 300 | 3000 | 3.92] 2
1.5mm 2.0mm
ADK 505 15 HDG 50 | 3000 [1.94] 2 ADK 505 20 HDG 50 | 3000 |2.55] 2 - ' . '
ADKIE0EISIEDG 75 1 3000 [223 5 ADKIS07I201HEC 75 [ 3000 [ 2.94 5 This diagram comply with IEC 61537 with connection to 1/5
ADK 510 15 HDG | 100 | 3000 |2.52 | 2 ADK 510 20 HDG 100 | 3000 [3.33] 2 of the span and the end span =0,8x the span
ADK 512 15 HDG__| 125 | 3000 [2.82 | 2 ADK 512 20 HDG 125 | 3000 |373| 2 Q = max. admissible load (kg/m)
ADK 515 15 HDG__| 150 | 3000 | 3.11| 2 ADK 515 20 HDG 150 | 3000 |4.12] 2 _ )
ADK 520 15 HDG | 200 | 3000 [3.70] 2 ADK 520 20 HDG | 200 | 3000 [ 4.90] 2 L = support distance (m)
ADK 522 15 HDG 225 | 3000 [4.00 2 ADK 522 20 HDG 225 | 3000 |5.30 2 f = Deflection (mm) / Max. deflection = L/100
ADK 525 156 HDG | 250 | 3000 [4.29| 2 ADK 525 20 HDG 250 | 3000 |5.69] 2 Safetly co-efficient = 1.5
ADK 530 15 HDG__| 300 | 3000 [4.88 | 2 ADK 530 20 HDG 300 | 3000 [6.47| 2
ADK 540 15 HDG__| 400 | 3000 [6.06 | 2 ADK 540 20 HDG 400 | 3000 [8.04| 2
ADK 545 15 HDG__| 450 | 3000 [6.65| 2 ADK 545 20 HDG 450 | 3000 [8.83] 2 at Usable
ADK 550 15 HDG | 500 | 3000 [7.23| 2 ADK 550 20 HDG 500 | 3000 | 961] 2 i |cross-Sectio
ADK 560 15 HDG | 600 | 3000 |8.41] 2 ADK 560 20 HDG 600 | 3000 [11.18] 2 50 23 om?
ADK 570 15 HDG__| 700 | 3000 959 | 2 ADK 570 20 HDG 700 | 3000 [12.75] 2 e
ADK 575 15 HDG | 750 | 3000 [10.18] 2 ADK 575 20 HDG 750 | 3000 [13.54] 2 00 95 cn?
ADK 580 15 HDG | 800 | 3000 [10.77] 2 ADK 580 20 HDG 800 | 3000 [14.32] 2 300 [ 148cm?
ADK 590 15 HDG__| 900 | 3000 [11.94] 2 ADK 590 20 HDG 900 | 3000 [15.89] 2 [ 400 [ 198cm’
ADK 500 15 HDG [ 1000 | 3000 [13.12 2 ADK 500 20 HDG 1000 | 3000 [17.46] 2 e
Adjustable horizontal connector
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Hot-Dip Galvanized

CODE

BYD 350

Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

CODE

BYD 250 12 HDG

BYD 250 15 HDG

2.0mm

BYD 250 20 HDG

BYD 350 12 HDG

1.5mm

BYD 350 15 HDG

2.0mm

BYD 350 20 HDG

000V

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Tickn.(ga) [




Cable Trays - System of Side Height H50

90° Horizontal Bend of Cable Tray

90° Yatay Kanal Déniis Elemani - Yron ropn3oHTanbHbivi 90°

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

KAQ0 ... H50
iz

Hot-Dip Galvanized

Width
KA90 ... H50 a=b B
e mm
id = KA90 505 12 HDG 50 1
CODE a=b @ KA90 507 12 HDG 75 1
mm ad/pc KA90 510 12 HDG 100 1
KA90 505 10 HDG 50 025] 1 KA90 512 12 HDG 125 i 1
KA90 507 10 HDG 75 032] 1 KA90 515 12 HDG 150 ! 1
KA90 510 10 HDG 100 047 1 KA90 520 12 HDG 200 1,06 1
KA90 512 10 HDG 125 0,57 1 KA90 522 12 HDG 225 121 1
KA90 515 10 HDG 150 0.66] 1 KA90 525 12 HDG 250 1,36 1
KA90 520 10 HDG 200 0,88 1 KA90 530 12 HDG 300 181 1
1.5mm
KA90 505 15 HDG 50 038 1 KA90 505 20 HDG 50
KA90 507 15 HDG 75 048] 1 KA90 507 20 HDG 75
KA90 510 15 HDG 100 071 1 KA90 510 20 HDG 00
KA90 512 15 HDG 25 0,85] 1 KA90 512 20 HDG 25
KA90 515 15 HDG 50 099 1 KA90 515 20 HDG 50
KA90 520 15 HDG 200 132 1 KA90 520 20 HDG 200
KA90 522 15 HDG 225 151] 1 KA90 522 20 HDG 225
KA90 525 15 HDG 250 1,70 1 KA90 525 20 HDG 250
KA90 530 15 HDG 300 226 1 KA90 530 20 HDG 300
KA90 540 15 HDG 400 328] 1 KA90 540 20 HDG 400 437 1
KA90 545 15 HDG 450 3,86 1 KA90 545 20 HDG 450 514 1
KA90 550 15 HDG 500 448 1 KA90 550 20 HDG 500 598 1
KA90 560 15 HDG 600 588 1 KA90 560 20 HDG 600 7,84 1
KA90 570 15 HDG 700 746 1 KA90 570 20 HDG 700 9,95 1
KA90 575 15 HDG 750 8,32] 1 KA90 575 20 HDG 750 11,10] 1
KA90 580 15 HDG 800 9,23 1 KA90 580 20 HDG 800 12,311
KA90 590 15 HDG 900 11,19 1 KA90 590 20 HDG 900 14,92 1
KA90 500 15 HDG 1000 13,34 1 KA90 500 20 HDG 1000 17,791

90° Horizontal Bend of Cable Tray Radius:150

90° Yatay Kanal Déniis Elemani Radyus:150 - Yzon 2opusoHmanbHaiii 90° Paduyc:150

Important!

. . To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8

KA90R1 ... H50 m KA9

H50

Width
CODE a=b @ % CODE %
mm ad/pc

KA90R1 505 15 HDG 50 0,44 1 KA90R1 505 20 HDG 50 0,58 1
KA90R1 507 15 HDG 75 0,57 1 KA90R1 507 20 HDG 75 0,76 1
KA90R1 510 15 HDG 100 0,72 1 KA90R1 510 20 HDG 100 0,96 1
KA90R1 512 15 HDG 125 0,89 1 KA90R1 512 20 HDG 125 1,19 1
KA90R1 515 15 HDG 150 1,08 1 KA90R1 515 20 HDG 150 1,44 1
KA90R1 520 15 HDG 200 .50 KA90R1 520 20 HDG 200 2,00

KA90R1 522 15 HDG 225 1,74 KA90R1 522 20 HDG 225 2,32

KA90R1 525 15 HDG 250 2,00 KA90R1 525 20 HDG 250 2,67

KA90R1 530 15 HDG 300 2,57 1 KA90R1 530 20 HDG 300 3,42 1
KA90R1 540 15 HDG 400 3,91 1 KA90R1 540 20 HDG 400 5,22 1
KA90R1 545 15 HDG 450 4,45 1 KA90R1 545 20 HDG 450 5,93 1
KA90R1 550 15 HDG 500 5,25 1 KA90R1 550 20 HDG 500 7,00 1
KAQ0R1 560 15 HDG 600 6,64 1 KAQ0R1 560 20 HDG 600 8,85 1
KA90R1 570 15 HDG 700 8,29 1 KA90R1 570 20 HDG 700 11,05 1
KA90R1 575 15 HDG 750 9,31 1 KA90R1 575 20 HDG 750 12,41 1
KA90R1 580 15 HDG 800 10,04 1 KA90R1 580 20 HDG 800 3,38 1
KA90R1 590 15 HDG 900 12,28 1 KA90R1 590 20 HDG 900 6,38 1
KA90R1 500 15 HDG 1000 14,75 1 KA90R1 500 20 HDG 1000 9,67 1
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APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Tickn.(ga) [




Cable Trays - System of Side Height H50
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90° Horizontal Bend of Cable Tray Radius:300

90° Yatay Kanal Doniis Elemani Radyus:300 - Y201 2opusormanbHbiii 90° Paduyc:300

Important!
To install bend - use 2 pieces of KBE con.

Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).

90R2 ... H50 m KA9OR2 ... H50
Width
CODE a=b % CODE
ad/pc

KA90R2 505 15 HDG 1,79 1 KA90R2 505 20 HDG

KA90R2 507 15 HDG 75 2,07 KA90R2 507 20 HDG 75 2,76
KA90R2 510 15 HDG 100 2,35 KA90R2 510 20 HDG 100 3,14
KA90R2 512 15 HDG 125 2,66 KA90R2 512 20 HDG 125 3,54
KA90R2 515 15 HDG 150 2,96 KA90R2 515 20 HDG 150 3,96
KA90R2 520 15 HDG 200 3,62 KA90R2 520 20 HDG 200 4,83
KA90R2 522 15 HDG 225 3,97 A90R2 522 20 HDG 225 5,28
KA90R2 525 15 HDG 250 4,32 KA90R2 525 20 HDG 250 5,76
KA90R2 530 15 HDG 300 5,07 KA90R2 530 20 HDG 300 6,76
KA90R2 540 15 HDG 400 6,70 KA90R2 540 20 HDG 400 8,94
KA90R2 545 15 HDG 450 7,59 KA90R2 545 20 HDG 450 10,12]
KA90R2 550 15 HDG 500 8,563 KA90R2 550 20 HDG 500 11.36
KA90R2 560 15 HDG 600 10,53 1 KA90R2 560 20 HDG 600 14,04 1
KA90R2 570 15 HDG 700 12,71 1 KA90R2 570 20 HDG 700 16,95 1
KA90R2 575 15 HDG 750 13,88 1 KA90R2 575 20 HDG 750 18,50 1
KA90R2 580 15 HDG 800 15,09 1 KA90R2 580 20 HDG 800 20,12 1
KA90R2 590 15 HDG 900 17,65 1 KA90R2 590 20 HDG 900 23,53 1
KA90R2 500 15 HDG 1000 20,39 1 KA90R2 500 20 HDG 1000 27,19 1

90° Horizontal Bend of Cable Tray Radius:600

90° Yatay Kanal Déniis Elemani Radyus:600 - Yzon 2opusoHmanbHaiii 90° Paduyc:600

Important!
To install bend - use 2 pieces of KBE con.

Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).

KA90R4 ... H30 A90R4 ... H30 2.0mm
Width Width
CODE a=b @ % CODE a=b @ %
mm ad/pc mm ad/pc
KA90R4 505 15 HDG 50 2,89 1 KA90R4 505 20 HDG 50 3,87 1
KA90R4 507 15 HDG 75 3,31 1 KA90R4 507 20 HDG 75 4,42 1
KA90R4 510 15 HDG 100 3,74 1 KA90R4 510 20 HDG 100 4,98 1
KA90R4 512 15 HDG 125 4,18 1 KA90R4 512 20 HDG 125 55174 1
KA90R4 515 15 HDG 150 4,62 1 KA90R4 515 20 HDG 150 6,16 1
KA90R4 520 15 HDG 200 5,56 1 KA90R4 520 20 HDG 200 7,42 1
KA90R4 522 15 HDG 225 6,05 1 KA90R4 522 20 HDG 225 8,05 1
KA90R4 525 15 HDG 250 6,54 1 KA90R4 525 20 HDG 250 8,72 1
KA90R4 530 15 HDG 300 7,56 1 KA90R4 530 20 HDG 300 10,08 1
KA90R4 540 15 HDG 400 9,75 1 KA90R4 540 20 HDG 400 13,01 1
KA90R4 545 15 HDG 450 10,92 1 KA90R4 545 20 HDG 450 14,56 1
KA90R4 550 15 HDG 500 12,13 1 KA90R4 550 20 HDG 500 16,17 1
KA90R4 560 15 HDG 600 14,69 1 KA90R4 560 20 HDG 600 19,59 1
KA90R4 570 15 HDG 700 17,43 1 KA90R4 570 20 HDG 700 23,24 1
KA90R4 575 15 HDG 750 18,88 1 KA90R4 575 20 HDG 750 25,16 1
KA90R4 580 15 HDG 800 20,35 1 KA90R4 580 20 HDG 800 27,15 1
KA90R4 590 15 HDG 900 23,47 1 KA90R4 590 20 HDG 900 31,30 1
KA90R4 500 15 HDG 1000 26,77 1 KA90R4 500 20 HDG 100 35,70 1

KA90 R2 H50 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

45° Horizontal Bend of Cable Tray

45° Yatay Kanal Doniis Elemani - Y2on 2opu3oHmanbHbIl 45°

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

Hot-Dip Galvanized KA45 ... H50
KA45 ... H50 o £

= KA45 505 12 HDG 50 1
CODE @ KA45 507 12 HDG 75 1
ad/pc KA45 510 12 HDG 00 045 1
KA45 505 10 HDG 50 0,26 1 KAZ5 512 12 HDG 25 0,53
KA45 507 10 HDG 75 031] 1 KA45 515 12 HDG 50 0,61
KA45 510 10 HDG 100 037] 1 KA45 520 12 HDG 200 0,80
KA45 512 10 HDG 125 0,44 1 A45 522 12 HDG 225 1,04
KA45 515 10 HDG 150 051 1 KA45 525 12 HDG 250 A7 1
KA45 520 10 HDG 0,66 1 KA45 530 12 HDG

.5mm

KA45 505 15 HDG 0,38 KA45 505 20 HDG 1
KA45 507 15 HDG 75 0,47 KA45 507 20 HDG 75 0,63 1
KA45 510 15 HDG 100 0,56 A45 510 20 HDG 00 0,75 1
KA45 512 15 HDG 125 0,66 KA45 512 20 HDG 25 0,88 1
KA45 515 15 HDG 150 0,76 KA45 515 20 HDG 50 ,02 1
5 HDG 200 1,00 KA45 520 20 HDG 200 33 1

5 HDG 225 1,31 KA45 522 20 HDG 225 74 1

15 HDG 250 1,46 KA45 525 20 HDG 250 1,94 1

5 HDG 300 1,78 KA45 530 20 HDG 300 2,38 1

5540 15 HDG 400 2,52 KA45 540 20 HDG 400 3,37 1
KA45 545 15 HDG 450 2,94 KA45 545 20 HDG 450 3,92 1
KA45 550 15 HDG 500 3,39 1 KA45 550 20 HDG 500 4,52 1
KA45 560 15 HDG 600 4,38 1 KA45 560 20 HDG 600 5,84 1
KA45 570 15 HDG 700 5,49 1 KA45 570 20 HDG 700 7,32 1
KA45 575 15 HDG 750 6,09 1 KA45 575 20 HDG 750 8,12 1
KA45 580 15 HDG 800 6,72 1 KA45 580 20 HDG 800 8,96 1
KA45 590 15 HDG 900 8,07 1 KA45 590 20 HDG 900 10,77 1
KA45 500 15 HDG 1000 9,55 1 KA45 500 20 HDG 1000 12,74 1

Horizontal Adjustable Bends 15-90°

15-90° Yatay Hareketli Doniis Elemani- LLlapHupHbIl 20pusoHmanbHbIl y2on 15-90°

Important!
; ; To install bend - use 2 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).

KA90H ... H50 m KA90H ... H50

mIK

MADE IN TURKEY

Width
CODE W @ % CODE %
mm ad/pc
KA90H 505 15 HDG 50 0,57 1 KA90H 505 20 HDG 1
KA90H 507 15 HDG 75 066] 1 KA90H 507 20 HDG 75 088 1
KA90H 510 15 HDG 100 0,75[ 1 KA90H 510 20 HDG 100 T00[ 1
KA90H 512 15 HDG 125 T.06[ 1 KA90H 512 20 HDG 125 TAT| 1
KA90H 515 15 HDG 150 1,30 1 KA90H 515 20 HDG 150 1,73
KA90H 520 15 HDG 200 194 1 KA90H 520 20 HDG 200 2,58
KA90H 522 15 HDG 225 2,30 1 KA90H 522 20 HDG 225 3,06
KA90H 525 15 HDG 250 2,80 1 KA90H 525 20 HDG 250 3,74
KA90H 530 15 HDG 300 369] 1 KA90H 530 20 HDG 300 492 1

KA45 H50 HDG
<
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KA90H H50 HDG

A
DETAIL B

APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Tickn.(ga) [




Cable Trays - System of Side Height H50
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45° Horizontal Bend of Cable Tray Radius:300
45° Yatay Kanal Déniig Elemani Radyus:300 - Y2on 2opusoHmanbHbit 45° Paduyc:300 KA45R2 H50 HDG
=
o
o
=
o
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Important!
To install bend - use 2 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).
A45R2 ... H50 nm KA45R2 ... H50 2.0mm
Width Width =
CODE a=b CODE a=b ﬁ
mm ad/pce. mm ad/pce.
KA45R2 505 15 HDG 50 1,19 KA45R2 505 20 HDG 50 159 1
KA45R2 507 156 HDG 75 1,36 KA45R2 507 20 HDG 75 1,82] 1
KA45R2 510 15 HDG 100 1,55 KA45R2 510 20 HDG 100 2,06] 1
KA45R2 512 15 HDG 125 1,73 KA45R2 512 20 HDG 125 231 1
KA45R2 515 15 HDG 150 1,92 KA45R2 515 20 HDG 150 2,56| 1
KA45R2 520 15 HDG 200 2,33 KA45R2 520 20 HDG 200 3,10 1
KA45R2 522 15 HDG 225 2,53 KA45R2 522 20 HDG 225 338 1
KA45R2 525 15 HDG 250 2,75 KA45R2 525 20 HDG 250 3,66 1
KA45R2 530 156 HDG 300 3,20 KA45R2 530 20 HDG 300 426 1
KA45R2 540 156 HDG 400 4,16 KA45R2 540 20 HDG 400 554 1
KA45R2 545 15 HDG 450 4,68 KA45R2 545 20 HDG 450 624 1
KA45R2 550 15 HDG 500 5,21 KA45R2 550 20 HDG 500 6,96| 1
KA45R2 560 15 HDG 600 6,36 KA45R2 560 20 HDG 600 849 1
KA45R2 570 156 HDG 700 7,61 KA45R2 570 20 HDG 700 0,15] 1
KA45R2 575 15 HDG 750 8,27 KA45R2 575 20 HDG 750 1,02
KA45R2 580 156 HDG 800 8,94 KA45R2 580 20 HDG 800 1,92
KA45R2 590 15 HDG 900 10,37 KA45R2 590 20 HDG 900 13,83
KA45R2 500 15 HDG 1000 11,89 1 KA45R2 500 20 HDG 1000 15.85] 1
KA45R4 H50 HDG
45° Horizontal Bend of Cable Tray Radius:600
45° Yatay Kanal Doniis Elemani Radyus:600 -Yz2on 2opusoHmanbHbiti 45° Paduyc:600
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Important!
. . To install bend - use 2 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).
KA45R4 ... H50 nm KA45R4 ... H50 2.0mm
Width Width =
CODE a=b % CODE a=b ﬁ
ad/pce. mm ad/pce.
KA45R4 505 156 HDG 50 1,75 KA45R4 505 20 HDG 50 2,32
KA45R4 507 15 HDG 75 1,99 KA45R4 507 20 HDG 75 265
KA45R4 510 15 HDG 100 2,24 KA45R4 510 20 HDG 100 2,98
KA45R4 512 15 HDG 125 2,49 KA45R4 512 20 HDG 125 3,32
KA45R4 515 15 HDG 150 2,76 KA45R4 515 20 HDG 150 3,68 APPLICATIONS
KA45R4 520 15 HDG 200 3,29 KA45R4 520 20 HDG 200 4,39 Cable routing
KA45R4 522 15 HDG 225 357 1 KA45R4 522 20 HDG 225 4,77 1
KA45R4 525 15 HDG 250 3,86] 1 KA45R4 525 20 HDG 250 515 1 MATERIAL
KA45R4 530 15 HDG 300 434 1 KA45R4 530 20 HDG 300 593 1 A .
KA45R4 540 15 HDG 400 5,69 1 KA45R4 540 20 HDG 400 758 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KA45R4 545 15 HDG 450 635 1 KA45R4 545 20 HDG 450 845 1 Available finishes:
KAZ5R4 550 15 HDG 500 7,02 1 KA45R4 550 20 HDG 500 936 1 - -
KA45R4 560 15 HDG 500 8.45] 1 KA45R4 560 20 HDG 500 11,26 1 gi%_;k"ﬁg;;‘gg%ﬁf‘zgge) Sendzimir method
KA45R4 570 15 HDG 700 9,97 1 KA45R4 570 20 HDG 700 13,28] 1 SS- stainless steel AIS| 304L and AISI 316L (SS)
KA45R4 575 156 HDG 750 10,76] 1 KA45R4 575 20 HDG 750 14,35 1 o
EP- powder coating in a full range of colours (RAL
KA45R4 580 15 HDG 800 1.58] 1 KA45R4 580 20 HDG 800 15,44 1 pow! ing in a full rang urs (RAL)
KA45R4 590 15 HDG 900 3,28 1 KA45R4 590 20 HDG 900 17,711 Thickn. (qa) [mm]: ENGEEY
KA45R4 500 15 HDG 1000 5,08 1 KA45R4 500 20 HDG 1000 20,10 1 Xl 5 20




Cable Trays - System of Side Height H50

Tee Horizontal Bend od Cable Tray

"T" Yatay Kanal Doniis Elemani - T-omeod 20pu30HmanbHbIi

Hot-Dip Galvanized

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

KAT ... H50

Width =7
KAT H 50 CODE a=b=c ﬁ
mm ad/pc
@ ‘> KAT 505 12 HDG 50 0.38 1
@ KAT 507 12 HDG 75 0.47 1
KAT 510 12 HDG 100 0.71 1
[¢] 1 KAT 512 12 HDG 25 0.84
KAT 507 10 HDG 75 0.40 1 KAT 515 12 HDG 50 0.97
KAT 510 10 HDG 100 0.60 1 KAT 520 12 HDG 200 .26
KAT 512 10 HDG 125 0.70 1 KAT 522 12 HDG 225 .42 1
KAT 515 10 HDG 150 0.81 1 KAT 525 12 HDG 250 59 1
0 10 1 KAT 530 12 HDG 300 2.16 1
.5mm 2.0mm
5 50 0.48 1 KAT 505 20 HDG 50 0.64 1
KAT 507 15 HDG 75 0.59 1 KAT 507 20 HDG 5] 0.79 1
KAT 510 15 HDG 100 0.89 1 KAT 510 20 HDG 100 1.19 1
KAT 512 15 HDG 125 1.05 1 KAT 512 20 HDG 125 1.39 1
KAT 515 15 HDG 150 .21 1 KAT 515 20 HDG 150 1.61 1
KAT 520 15 HDG 200 .57 1 KAT 520 20 HDG 200 2.10 1
KAT 522 15 HDG 225 77 1 KAT 522 20 HDG 225 2.36 1
KAT 525 15 HDG 250 1.98 1 KAT 525 20 HDG 250 2.64 1
KAT 530 15 HDG 300 2.70 1 KAT 530 20 HDG 300 3.60 1
KAT 540 15 HDG 400 3.81 KAT 540 20 HDG 400 5.08 1
KAT 545 15 HDG 450 4.43 KAT 545 20 HDG 450 5.91 1
KAT 550 15 HDG 500 5.10 KAT 550 20 HDG 500 6.80 1
KAT 560 15 HDG 600 6.59 1 KAT 560 20 HDG 600 8.78 1
KAT 570 15 HDG 700 8.26 1 KAT 570 20 HDG 700 11.01 1
KAT 575 15 HDG 750 9.16 1 KAT 575 20 HDG 750 12.22 1
KAT 580 15 HDG 800 0.12 KAT 580 20 HDG 800 13.49
KAT 590 15 HDG 900 217 KAT 590 20 HDG 900 16.22 1
KAT 500 15 HDG 1000 4.40 KAT 500 20 HDG 1000 19.21 1

Tee Horizontal Bend of Cable Tray Radius:150

"T" Yatay Kanal Déniis Elemani Radius:150 - T-omeod 2opusoHmarnbHblil Paduyc:150

Hot-Dip Galvanized

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

KATR1 ... H50 K H5
cope % cooe %
ad/pce. ad/pce.
KATR1 505 15 HDG 50 1.43 1 KATR1 505 20 HDG 50 1.90 1
KATR1 507 15 HDG 75 1.62 KATR1 507 20 HDG 75 2.16 1
KATR1 510 15 HDG 100 1.83 KATR1 510 20 HDG 100 2.44 1
KATR1 512 15 HDG 125 2.05 KATR1 512 20 HDG 125 2.73 1
KATR1 515 15 HDG 150 2.28 KATR1 515 20 HDG 150 3.04 1
KATR1 520 15 HDG 200 2.78 KATR1 520 20 HDG 200 3.70 1
KATR1 522 15 HDG 225 3.04 1 KATR1 522 20 HDG 225 4.06 1
KATR1 525 15 HDG 250 3.32 1 KATR1 525 20 HDG 250 4.43 1
KATR1 530 15 HDG 300 3.91 1 KATR1 530 20 HDG 300 5.22 1
KATR1 540 15 HDG 400 5.24 1 KATR1 540 20 HDG 400 6.98 1
KATR1 545 15 HDG 450 5.97 KATR1 545 20 HDG 450 7.96 1
KATR1 550 15 HDG 500 6.75 KATR1 550 20 HDG 500 9.00 1
KATR1 560 15 HDG 600 8.45 KATR1 560 20 HDG 600 11.26 1
KATR1 570 15 HDG 700 10.34 1 KATR1 570 20 HDG 700 13.78 1
KATR1 575 15 HDG 750 11.35 1 KATR1 575 20 HDG 750 15.13 1
KATR1 580 15 HDG 800 12.41 1 KATR1 580 20 HDG 800 16.55
KATR1 590 15 HDG 900 14.68 1 KATR1 590 20 HDG 900 19.57
KATR1 500 15 HDG 1000 17.13 1 KATR1 500 20 HDG 1000 22.84

mIK

MADE IN TURKEY

KAT H50 HDG
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KATR1 H50 HDG
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APPLICATIONS
Cable routing

MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG

)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [N




Cable Trays - System of Side Height H50

Tee Horizontal Bend od Cable Tray Radius:300

"T" Yatay Kanal Doniis Elemani Radius:300 - T-ome00 2opuzoHmanbHbii Paduyc:300

Hot-Dip Galvanized
H50

R2

Important!

To install bend - use 6 pieces of KBE con.
and 24 sets of CFS bolts and nuts ( M6 or M8 ).

TR2 ... H5

mIK

MADE IN TURKEY

CODE % CODE %
mm
KATR2 505 15 HDG 1 KATR2 505 20 HDG 50 1
KATR2 507 15 HDG 75 4,41 1 KATR2 507 20 HDG 75 5,88 1
KATR2 510 15 HDG 100 4,86 1 KATR2 510 20 HDG 100 6,48 1
KATR2 512 15 HDG 125 5,33 1 KATR2 512 20 HDG 125 7,11 1
KATR2 515 15 HDG 150 5,81 1 KATR2 515 20 HDG 150 7,75 1
KATR2 520 15 HDG 200 6,82 1 KATR2 520 20 HDG 200 9,09 1
KATR2 522 15 HDG 225 7,34 1 KATR2 522 20 HDG 225 9,78 1
KATR2 525 15 HDG 250 7,87 1 KATR2 525 20 HDG 250 10,50 1
KATR2 530 15 HDG 300 9,00 1 KATR2 530 20 HDG 300 12,00 1
KATR2 540 15 HDG 400 11,42 T KATR2 540 20 HDG 400 15,22 T
KATR2 545 15 HDG 450 12,71 1 KATR2 545 20 HDG 450 6,95 1
KATR2 550 15 HDG 500 14,07 1 KATR2 550 20 HDG 500 8,77 1
KATR2 560 15 HDG 600 16,96 1 KATR2 560 20 HDG 600 22,62, 1
KATR2 570 15 HDG 700 20,09 1 KATR2 570 20 HDG 700 26,79 1
KATR2 575 15 HDG 750 21,75 1 KATR2 575 20 HDG 750 28,99 1
KATR2 580 15 HDG 800 23,45 1 KATR2 580 20 HDG 800 31,27 1
KATR2 590 15 HDG 900 27,05 1 KATR2 590 20 HDG 900 36,07 1
KATR2 500 15 HDG 1000 30,88 1 KATR2 500 20 HDG 1000 41,17] 1

Tee Horizontal Bend od Cable Tray Radius:600

"T" Yatay Kanal Doniis Elemani Radius:600 - T-omeod 2opu3oHmanbHbii Paduyc:600

Hot-Dip Galvanized

KATR4 ... H30 1.5mm KATR4 ... H50 2.0mm

Important!

To install bend - use 6 pieces of KBE con.
and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Width Width
CODE a=b=c % CODE a=b=c %

mm ad/pce.| mm ad/pce.
KATR4 505 15 HDG 50 7,76 1 KATR4 505 20 HDG 50 10,35
KATR4 507 15 HDG 75 8,46 1 KATR4 507 20 HDG 75 11,29
KATR4 510 15 HDG 100 9,18 1 KATR4 510 20 HDG 100 12,24
KATR4 512 15 HDG 125 9,91 1 KATR4 512 20 HDG 125 13,21
KATR4 515 15 HDG 150 0,65 1 KATR4 515 20 HDG 150 4,20
KATR4 520 15 HDG 200 219 1 KATR4 520 20 HDG 200 6,25
KATR4 522 15 HDG 225 297 1 KATR4 522 20 HDG 225 7,30 1
KATR4 525 15 HDG 250 13,78 1 KATR4 525 20 HDG 250 8,37 1
KATR4 530 15 HDG 300 15,43 1 KATR4 530 20 HDG 300 20,57 1
KATR4 540 15 HDG 400 18,91 KATR4 540 20 HDG 400 25,22
KATR4 545 15 HDG 450 20,74 KATR4 545 20 HDG 450 27,65
KATR4 550 15 HDG 500 22,62, KATR4 550 20 HDG 500 30,17
KATR4 560 15 HDG 600 26,58 KATR4 560 20 HDG 600 35,44
KATR4 570 15 HDG 700 30,76 KATR4 570 20 HDG 700 41,01
KATR4 575 15 HDG 750 32,95 1 KATR4 575 20 HDG 750 43,93
KATR4 580 15 HDG 800 35,19 KATR4 580 20 HDG 800 46,9
KATR4 590 15 HDG 900 39,84 KATR4 590 20 HDG 900 53,13
KATR4 500 15 HDG 1000 44,73 KATR4 500 20 HDG 1000 59,64

KATR2 H50 HDG
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APPLICATIONS

Cable routing

MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

Cross Bend of Cable Tray

4'lii Kanal Baglanti Elemani- Kpecmoeuxa

Important!
To install bend - use 8 pieces of KBE con.
and 32 sets of CFS bolts and nuts ( M6 or M8 ).

D ... H50 1.2mm

Hot-Dip Galvanized

mIK

MADE IN TURKEY

Width =7

CODE =h=c= S

D H50 1.0mm @ rt])mc] d ad/pc @

Width = KAD 505 12 HDG 50 049 1

CODE a=b=c=d ﬁ KAD 507 12 HDG 75 0.77
mm ad/pc KAD 510 12 HDG 100 0.90
KAD 505 10 HDG 50 041] 1 KAD 512 12 HDG 125 1.03
KAD 507 10 HDG 75 0.61 KAD 515 12 HDG 150 118
KAD 510 10 HDG 100 0.75 KAD 520 12 HDG 200 177
KAD 512 10 HDG 125 0.86 KAD 522 12 HDG 150 1.66
KAD 515 10 HDG 150 0.98 KAD 525 12 HDG 200 1.85
KAD 520 10 HDG KAD 530 12 HDG 300 2.58
2.0mm
KAD 505 15 HDG KAD 505 20 HDG 50 0.82
KAD 507 15 HDG 75 0.96 KAD 507 20 HDG 75 29
KAD 510 15 HDG 100 112 KAD 510 20 HDG 100 49
KAD 512 15 HDG 125 129 KAD 512 20 HDG 125 72
KAD 515 15 HDG 150 147 KAD 515 20 HDG 150 .96
KAD 520 15 HDG 200 222 KAD 520 20 HDG 200 2.95
KAD 522 15 HDG 225 2.45 KAD 522 20 HDG 225 3.27
KAD 525 15 HDG 250 2.70 KAD 525 20 HDG 250 3.59
KAD 530 15 HDG 300 3.22 KAD 530 20 HDG 300 4.30
KAD 540 15 HDG 400 .42 KAD 540 20 HDG 400 5.89
KAD 545 15 HDG 450 5.09 KAD 545 20 HDG 450 6.79
KAD 550 15 HDG 500 5.80 KAD 550 20 HDG 500 7.74
KAD 560 15 HDG 600 7.38 KAD 560 20 HDG 600 9.84
KAD 570 15 HDG 700 9.14 KAD 570 20 HDG 700 12.19
KAD 575 15 HDG 750 10.09 KAD 575 20 HDG 750 13.45
KAD 580 156 HDG 800 11.00 KAD 580 20 HDG 800 14.79
KAD 590 15 HDG 900 13.23 KAD 590 20 HDG 900 17.64
KAD 500 15 HDG 1000 15.55 KAD 500 20 HDG 1000 20.74)

Cross Bend of Cable Tray Radius:150
4'lii Kanal Baglanti Elemani Radyus:150 - Kpecmoeura:Paduyc:150

Important!
To install bend - use 8 pieces of KBE con.
and 32 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-Dip Galvanized

KADR1 ... H50 m KAD

H50

2.0mm

Width @ ~ @
CODE a=b=c=d fw CODE a=b=c=d

mm ad/pc mm ad/pc
KADR1 505 15 HDG 50 1.55 1 KADR1 505 20 HDG 50 2.06
KADR1 507 15 HDG 75 1.74 KADR1 507 20 HDG 75 2.32
KADR1 510 15 HDG 100 1.95 KADR1 510 20 HDG 100 2.60
KADR1 512 15 HDG 125 217 KADR1 512 20 HDG 125 2.89
KADR1 515 15 HDG 150 2,40 KADR1 515 20 HDG 150 3,20
KADR1 520 15 HDG 200 2.90 KADR1 520 20 HDG 200 3.87
KADR1 522 15 HDG 225 3.17 KADR1 522 20 HDG 225 4.23
KADR1 525 15 HDG 250 3.45 KADR1 525 20 HDG 250 4.60
KADR1 530 15 HDG 300 4.04 KADR1 530 20 HDG 300 5.39
KADR1 540 15 HDG 400 5.37 KADR1 540 20 HDG 400 7.16
KADR1 545 15 HDG 450 6.10 KADR1 545 20 HDG 450 8.14
KADR1 550 15 HDG 500 6.89 KADR1 550 20 HDG 500 9.18
KADR1 560 15 HDG 600 8.59 KADR1 560 20 HDG 600 11.46
KADR1 570 15 HDG 700 10,48 KADR1 570 20 HDG 700 13,98
KADR1 575 15 HDG 750 11,50 KADR1 575 20 HDG 750 15,34
KADR1 580 15 HDG 800 12,57 KADR1 580 20 HDG 800 16,76
KADR1 590 15 HDG 900 14,84 KADR1 590 20 HDG 900 19,78
KADR1 500 15 HDG 1000 17.30 KADR1 500 20 HDG 1000 23.06

KAD H50 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Tickn.(ga) [




Cable Trays - System of Side Height H50

Cross Bend of Cable Tray Radius:300
4'lii Kanal Baglanti Elemani Radyus:300 - KpecmoguHa:Paduyc:300

Important!
To install bend - use 8 pieces of KBE con.
and 32 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-Dip Galvanized

DR2 ... H50 5mm KADRZ2 ... H5

mIK

MADE IN TURKEY

Width
CODE a=b=c=d % CODE %
mm ad/pc
KADR2 505 15 HDG 50 5.74 1 KADR2 505 20 HDG 50 7.64 1
KADR2 507 15HDG 75 6.27 KADR2 507 20 HDG 75 8.36
KADR2 510 15 HDG 100 6.82 KADR2 510 20 HDG 100 9.09
KADR2 512 15 HDG 125 7.39 KADR2 512 20 HDG 125 9.85
KADR2 515 15 HDG 150 7.97 KADR2 515 20 HDG 150 10.62
KADR2 520 15 HDG 200 9.18 KADR2 520 20 HDG 200 12.23
KADR2 522 15 HDG 225 9.81 KADR2 522 20 HDG 225 13.07
KADR2 525 15 HDG 250 10.45 KADR2 525 20 HDG 250 13.92
KADR2 530 15 HDG 300 11.75 KADR2 530 20 HDG 300 15.69
KADR2 540 15 HDG 400 14.60 KADR2 540 20 HDG 400 19.46
KADR2 545 15 HDG 450 16.10 KADR2 545 20 HDG 450 21.46
KADR2 550 15 HDG 500 17.66 KADR2 550 20 HDG 500 23.54
KADR2 560 15 HDG 600 20.95 KADR2 560 20 HDG 600 27.93
KADR2 570 15 HDG 700 24.49 KADR2 570 20 HDG 700 32.64
KADR2 575 15 HDG 750 26.34 KADR2 575 20 HDG 750 35.12
KADR2 580 15 HDG 800 28.26 KADR2 580 20 HDG 800 37.67
KADR2 590 15 HDG 900 32.26 KADR2 590 20 HDG 900 43.01
KADR2 500 15 HDG 1000 136.50 KADR2 500 20 HDG 1000 48.66

Cross Bend of Cable Tray Radius:600
4'lii Kanal Baglanti Elemani Radyus:600 - Kpecmoeura:Paduyc:600

Important!
To install bend - use 8 pieces of KBE con.
and 32 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-Dip Galvanized

KADR4 ... H50 5mm KADR4 ... H50 2.0mm

Width

CODE a=b=c=d % CODE a=b=c=d

mm ad/pc mm ad/pc
KADR4 505 15 HDG 50 11.82 1 KADR4 505 20 HDG 50 15.76
KADR4 507 15 HDG 75 12.71 KADR4 507 20 HDG 75 16.95
KADR4 510 15 HDG 100 13.61 KADR4 510 20 HDG 100 18.15
KADR4 512 15 HDG 125 14.53 KADR4 512 20 HDG 125 19‘3§|
KADR4 515 15 HDG 150 15.47 KADR4 515 20 HDG 150 20.63|
KADR4 520 15 HDG 200 17.38 KADR4 520 20 HDG 200 23.18
KADR4 522 15 HDG 225 18.36 KADR4 522 20 HDG 225 24.48
KADR4 525 15 HDG 250 19.35 KADR4 525 20 HDG 250 25.81
KADR4 530 15 HDG 300 21 .3§| KADR4 530 20 HDG 300 28.52]
KADR4 540 15 HDG 400 25.63] KADR4 540 20 HDG 400 34.17|
KADR4 545 15 HDG 450 27.83, KADR4 545 20 HDG 450 37.11
KADR4 550 15 HDG 500 30.10] KADR4 550 20 HDG 500 40.13
KADR4 560 15 HDG 600 34.81 KADR4 560 20 HDG 600 46.4
KADR4 570 15 HDG 700 39.75] KADR4 570 20 HDG 700 53.0
KADR4 575 15 HDG 750 42.31 KADR4 575 20 HDG 750 56.42]
KADR4 580 15 HDG 800 44.93) KADR4 580 20 HDG 800 59.92
KADR4 590 15 HDG 900 50.351 KADR4 590 20 HDG 900 67.14
KADR4 500 15 HDG 1000 56.00] KADR4 500 20 HDG 1000 74.67|

KADR2 H50 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

Add on tee horizontal bend
T yatay kanal doniis eki - T-ome00 20pu3oHmManbHbIl 8pe3HOL

Hot-Dip Galvanized

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

KATE ... H50 nm KATER1 ... H50
Width Radius Width | Radius
CODE a R % CODE a R %
mm mm__|ad/pc mm mm__|ad/pc
KATE 510 15 HDG 00 90 0.43 KATER1 510 15 HDG 00 150 0.81 1
KATE 512 15 HDG 25 90 0.47 KATER1 512 15 HDG 25 50 0.86
KATE 515 15 HDG 50 90 0.50 KATER1 515 15 HDG 50 50 0.92
KATE 520 15 HDG 200 90 0.58 KATER1 520 15 HDG | 200 50 .03
5 HDG 225 90 0.61 1 KATER1 522 15 HDG 225 50 .09
5 HDG 250 90 0.65 1 | KATER1 525 15 HDG 250 50 .14 1
5 HDG 300 90 0.72 1 KATER1 530 15 HDG 300 50 .25 1
5 HDG 400 90 0.87 1 KATER1 540 15 HDG 400 50 1.47 1
5 HDG 450 90 0.94 1 KATER1 545 15 HDG 450 50 1.58 1
5 HDG 500 90 1.02 1 KATER1 550 15 HDG 500 150 1.70 1
5 HDG 600 90 1.16 1 KATER1 560 15 HDG 600 150 1.92
2.0mm
KATE 510 20 HDG 00 90 0.58 KATER1 510 20 HDG 00 50 1.08
KATE 512 20 HDG 25 90 0.62 KATER1 512 20 HDG 25 50 1.15
KATE 515 20 HDG 50 90 0.67 KATER1 515 20 HDG 50 50 |]1.23
KATE 520 20 HDG 200 90 0.77 KATER1 520 20 HDG 200 50 1.37
KATE 522 20 HDG 225 90 0.82 1 KATER1 522 20 HDG | 225 50 .45 1
KATE 525 20 HDG 250 90 0.87 1 KATER1 525 20 HDG 250 50 .52 1
KATE 530 20 HDG 300 90 0.97 1 KATER1 530 20 HDG 300 50 .67 1
KATE 540 20 HDG 400 90 1.16 1 KATER1 540 20 HDG 400 50 .97 1
KATE 545 20 HDG 450 90 .26 1 KATER1 545 20 HDG 450 50 211 1
KATE 550 20 HDG 500 90 .36 1 KATER1 550 20 HDG 500 50 2.26 1
KATE 560 20 HDG 600 90 .55 1 KATER1 560 20 HDG 600 50 2.56 1

Add on 90° Horizontal Corner Bend

90° Kése yatay kanal déniis eki- Yeon 90° epe3Holi

Hot-Dip Galvanized

K

90E ... H50

Radius

m

KA90E Mounting

Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

KAQQE ... H50 2.0mm

Radius
CODE a R % CODE a %
mm mm__|ad/pc mm mm__|ad/pc
KA90E 5 15 HDG 55 90 0.24 1 KA90E 5 20 HDG 55 90 0.31 1
KA90ER1 5 15 HDG 90 150 0.32 1 KA90ER1 5 20 HDG 90 150 0.43 1
KA90ER2 5 15 HDG 180 300 0.59 1 KA90ER2 5 20 HDG 180 300 0.78 1

KATE H50 HDG

a+110

KATER1 H50 HDG

a+180

KA90E H50 HDG

mIK

MADE IN TURKEY
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

Middle Reducer Bend of Cable Tray

Kanal Ortadan Reduksiyon - PedykuyuoHHbIl nepexodHUK, CUMMempuYHbIl

ROS H50 HDG

9x18
O
0
-
Important!
) ) To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8
ROS ... H50 mm ROS ... H5 2.0mm
CODE W1 | W2 @3 % CODE W1 | W2 @ %
mm mm__|ad/pc mm mm__|ad/pc
ROS 510.05 15 HDG 100 50 | 0,64 ROS 510.05 20 HDG 00 | 50 |08
ROS 515.10 15 HDG 150 | 100 | 0,81 ROS 515.10 20 HDG 50 | 100 | 1,0
ROS 515.05 15 HDG 150 50 | 073 ROS 515.05 20 HDG 50 | 50 |09
ROS 520.15 15 HDG 200 | 150 | 0,97 ROS 520.15 20 HDG | 200 | 150 | 1,30
ROS 520.10 15 HDG 200 | 100 | 0,89 ROS 520.10 20 HDG | 200 | 100 | 11
ROS 520.05 15 HDG 200 50 | 081 ROS 520.05 20 HDG | 200 | 50 | 1.0
ROS 525.20 15 HDG 250 | 200 | 1,14 ROS 525.20 20 HDG | 250 | 200 | 15
ROS 525.15 15 HDG 250 | 150 | 1,06 ROS 525.15 20 HDG | 250 50 | 141 _
ROS 525.10 15 HDG 250 | 100 | 0,97 ROS 525.10 20 HDG | 250 | 100 | 1,30 W1 100 - 300mm (L=200mm)
ROS 525.05 15 HDG 250 50 089 1 ROS 525.05 20 HDG | 250 | 50 [ 119 | 1
ROS 530.25 15 HDG 300 | 250 0 ROS 530.25 20 HDG | 300 | 250 | 1,74
ROS 530.20 15 HDG 300 | 200 | 1,22 ROS 530.20 20 HDG | 300 | 200 | 16
ROS 530.15 15 HDG 300 50 | 1,14 ROS 530.15 20 HDG | 300 | 150 [ 15
ROS 530.10 15 HDG 300 00 [ 1,06 ROS 530.10 20 HDG | 300 | 100 | 1.4
ROS 530.05 15 HDG 300 50 097 1 ROS 530.05 20 HDG | 300 | 50 [ 1,30 | 1
ROS 540.30 15 HDG 400 00 7| 1 ROS 540.30 20 HDG | 400 | 300 | 236 | 1
ROS 540.25 15 HDG 400 50 [ 168 1 ROS 540.25 20 HDG | 400 | 250 | 224 | 1
ROS 540.20 15 HDG 400 00 | 1,58 [ 1 ROS 540.20 20 HDG | 400 | 200 | 2,11 1
ROS 540.15 15 HDG 400 | 150 [ 149 1 ROS 540.15 20 HDG | 400 | 150 [ 198 | 1
ROS 540.10 15 HDG 400 | 100 [ 1,39 ROS 540.10 20 HDG | 400 | 100 | 1,86
ROS 540.05 15 HDG 400 50 | 1,30 ROS 540.05 20 HDG | 400 | 50 73
ROS 545.40 15 HDG 450 | 400 [ 2,31 ROS 545.40 20 HDG | 450 | 400 | 3,08
ROS 545.30 15 HDG 450 00 | 2,10 ROS 545.30 20 HDG | 450 | 300 | 2,80
ROS 545.25 15 HDG 450 50 | 1,99 ROS 545.25 20 HDG | 450 | 250 | 2,66 9x18
ROS 545.20 15 HDG 450 00 9 ROS 545.20 20 HDG | 450 | 200 2
ROS 545.15 15 HDG 450 50 [ 1,78 ROS 545.15 20 HDG | 450 | 150 [ 237 o
ROS 545.10 15 HDG 450 00 [ 167 ROS 545.10 20 HDG | 450 | 100 | 2,23
ROS 545.05 15 HDG 450 50 | 1,57 ROS 545.05 20 HDG | 450 | 50 ,09 0
ROS 550.45 15 HDG 500 | 450 | 2,80 ROS 550.45 20 HDG | 500 | 450 [ 374
ROS 550.40 15 HDG 500 | 400 | 2,68 ROS 550.40 20 HDG | 500 | 400 | 358
ROS 550.30 15 HDG 500 00 | 2,45 ROS 550.30 20 HDG | 500 | 300 | 327
ROS 550.25 15 HDG 500 50 | 2,33 ROS 550.25 20 HDG | 500 | 250 | 3,11 B
ROS 550.20 15 HDG 500 00 | 2,21 ROS 550.20 20 HDG | 500 | 200 | 2,95
ROS 550.15 15 HDG 500 50 | 2,10 ROS 550.15 20 HDG | 500 | 150 | 2.79
ROS 550.10 15 HDG 500 | 100 | 1,98 ROS 550.10 20 HDG | 500 | 100 | 2,64
ROS 550.05 15 HDG 500 50 | 1,86 ROS 550.05 20 HDG | 500 | 50 | 248
ROS 560.50 15 HDG 600 | 500 | 3,79 ROS 560.50 20 HDG | 600 | 500 | 5,05
ROS 560.45 15 HDG 00 | 450 [ 3,65 ROS 560.45 20 HDG | 600 | 450 | 4.86
ROS 560.40 15 HDG 00 | 400 | 3,50 ROS 560.40 20 HDG | 600 | 400 | 4,67
ROS 560.30 15 HDG 00 00 | 3,22 ROS 560.30 20 HDG | 600 | 300 | 4,30
ROS 560.25 15 HDG 00 50 | 3,0 ROS 560.25 20 HDG | 600 | 250 | 4,11
ROS 560.20 15 HDG 00 00 4 ROS 560.20 20 HDG | 600 | 200 | 3,92
ROS 560.15 15 HDG 600 50 [280] 1 ROS 560.15 20 HDG | 600 | 150 [373 | 1
ROS 560.10 15 HDG 600 | 100 [266] 1 ROS 560.10 20 HDG | 600 | 100 | 354 | 1
ROS 560.05 15 HDG 600 50 52 1 ROS 560.05 20 HDG | 600 | 50 |335| 1

W1 400 - 600mm (L=300mm)

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:

CFS M6/ M8




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

Left Reducer Bend of Cable Tray

Kanal Soldan Rediiksiyon - PedyKuyuoHHbIl nepexoOHUK, 1e80CMOPOHHULI

RLS H50 HDG

W1
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Important!
) ) To install cable tray - bend use Screw Sets W2
Hot-Dip Galvanized CFS M6 or CFS M8

RLS ... H50 1.5mm RLS ... H50 2.0mm

s P
CODE W1 | W2 @ ﬁ CODE W1 | W2 @ ﬁ
mm mm__|ad/pc mm mm__|ad/pc
RLS 510.05 15 HDG 100 50 0.64 1 RLS 510.05 20 HDG 100 50 0.86 1

W41 100 - 300mm (L=200mm)

HDG 500 150 | 2.10
HDG 500 100 .98
HDG 500 50 .86
HDG 600 500 |[3.79
HDG 600 450 | 3.65
HDG 600 400 | 3.50
HDG 600 300 |3.22
HDG 600 250 | 3.08
HDG 600 200 [2.94
HDG 600 150 | 2.80
HDG 600 100 | 2.66
HDG 600 50 |252

LS 550.15 20 HDG | 500 | 150 | 2.79
LS 550.10 20 HDG | 500 | 100 | 2.64
LS 550.05 20 HDG | 500 | 50 | 2.48
LS 560.50 20 HDG | 600 | 500 | 5.05
LS 560.45 20 HDG | 600 | 450 | 4.86 W1 400 - 600mm (L=300mm)
LS 560.40 20 HDG | 600 | 400 | 4.67
LS 560.30 20 HDG | 600 | 300 | 4.30

T

n|n|u
a
a
o

S 560.25 20 HDG 600 250 | 4.11

LS 560.20 20 HDG 600 200 [3.92
LS 560.15 20 HDG 600 150 | 3.73
LS 560.10 20 HDG 600 100 | 3.54
LS 560.05 20 HDG 600 50 |3.35

RLS 515.10 15 HDG | 150 | 100 | 0.81 RLS 515.10 20 HDG | 150 | 100 | 1.08

RLS 515.05 156 HDG | 150 | 50 |0.73 RLS 515.05 20 HDG__| 150 | 50 | 0.97

RLS 520.15 15 HDG | 200 | 150 | 0.97 RLS 520.15 20 HDG | 200 | 150 | 1.30

RLS 520.10 15 HDG | 200 | 100 | 0.89 RLS 520.10 20 HDG | 200 | 100 | 1.19

RLS 520.05 156 HDG | 200 | 50 | 0.81 RLS 520.05 20 HDG | 200 | 50 | 1.08

RLS 525.20 15 HDG | 250 | 200 | 1.14 RLS 525.20 20 HDG | 250 | 200 | 1.52

RLS 525.15 15 HDG | 250 | 150 | 1.06 RLS 525.15 20 HDG | 250 | 150 | 1.41

RLS 525.10 156 HDG | 250 | 100 | 0.97 RLS 525.10 20 HDG__| 250 | 100 | 1.30

RLS 525.05 156 HDG | 250 | 50 | 0.89 RLS 525.05 20 HDG | 250 | 50 | 1.19

RLS 530.25 15 HDG | 300 | 250 | 1.30 RLS 530.25 20 HDG | 300 | 250 | 1.74

RLS 530.20 15 HDG | 300 | 200 [1.22 RLS 530.20 20 HDG | 300 | 200 | 1.63

RLS 530.15 156 HDG | 300 | 150 | 1.14 RLS 530.15 20 HDG | 300 | 150 | 1.52 W1

RLS 530.10 16 HDG__| 300 | 100 | 1.06 RLS 530.10 20 HDG__| 300 | 100 | 1.41

RLS 530.056 156 HDG | 300 | 50 [0.97 RLS 530.05 20 HDG | 300 | 50 | 1.30 9x15
RLS 540.30 15 HDG | 400 | 300 [1.77 RLS 540.30 20 HDG | 400 | 300 | 2.36

RLS 540.25 15 HDG | 400 | 250 | 1.68 RLS 540.25 20 HDG | 400 | 250 | 2.24 3 . 0 L

RLS 540.20 15 HDG__| 400 | 200 | 1.58 RLS 540.20 20 HDG | 400 | 200 | 2.11

RLS 540.156 15 HDG | 400 | 150 | 1.49 RLS 540.156 20 HDG | 400 | 150 | 1.98 Q 0
RLS 540.10 15 HDG | 400 | 100 | 1.39 RLS 540.10 20 HDG__| 400 | 100 | 1.86

RLS 540.05 15 HDG | 400 | 50 [1.30 RLS 540.05 20 HDG | 400 | 50 | 1.73 S 0 © 0
RLS 545.40 15 HDG | 450 | 400 | 2.31 RLS 545.40 20 HDG | 450 | 400 | 3.08 .
RLS 545.30 15 HDG | 450 | 300 | 2.10 RLS 545.30 20 HDG | 450 | 300 | 2.80

RLS 545.25 15 HDG | 450 | 250 | 1.99 RLS 545.25 20 HDG | 450 | 250 | 2.66 Q O 0
RLS 545.20 15 HDG | 450 | 200 | 1.89 RLS 545.20 20 HDG | 450 | 200 | 2.52

RLS 545.15 156 HDG | 450 | 150 [ 1.78 RLS 545.15 20 HDG | 450 | 150 | 2.37 S 0
RLS 545.10 15 HDG | 450 | 100 | 1.67 RLS 545.10 20 HDG__| 450 | 100 | 2.23

RLS 545.056 15 HDG | 450 | 50 | 1.57 RLS 545.056 20 HDG | 450 | 50 | 2.09

RLS 550.45 15 HDG | 500 | 450 | 2.80 RLS 550.45 20 HDG__| 500 | 450 | 3.74

RLS 550.40 15 HDG | 500 | 400 | 2.68 RLS 550.40 20 HDG | 500 | 400 | 3.58 2

RLS 550.30 15 HDG | 500 | 300 | 2.45 RLS 550.30 20 HDG | 500 | 300 | 3.27

RLS 550.25 15 HDG | 500 | 250 | 2.33 RLS 550.25 20 HDG | 500 | 250 | 3.11

RLS 550.20 15 HDG | 500 | 200 | 2.21 RLS 550.20 20 HDG | 500 | 200 | 2.95 W2
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CFS M6 / M8

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

Right Reducer Bend of Cable Tray

Kanal Sagdan Rediiksiyon - PedykuyuoHHbIl nepexodHUK, npagocmopoHHuULl

Important!
To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

mIK

MADE IN TURKEY

CODE W1 | W2 % CODE W1 | W2 %
mm_| mm_[ad/pc mm_| mm_|ad/pc
RGS 510.0515HDG | 100 | 50 [0.64] 1 RGS 510.05 20 HDG | 100 50 | 0.86] 1
RGS 515.10 15HDG | 150 | 100 | 0.81 RGS 515.10 20 HDG | 150 | 100 | 1.08
RGS 515.05 15 HDG | 150 | 50 [0.73 RGS 515.05 20 HDG | 150 | 50 .97
RGS 520.15 15 HDG | 200 | 150 |0.97 RGS 520.1520 HDG | 200 | 150 | 1.30
RGS 520.10 15 HDG__| 200 | 100 | 0.89 RGS 520.10 20 HDG__| 200 | 100 [ 1.19
RGS 520.05 15HDG | 200 | 50 | 0.81 RGS 520.0520 HDG | 200 | 50 .08
RGS 525.20 15 HDG | 250 | 200 [ 1.14 RGS 525.20 20 HDG | 250 | 200 | 1.52
RGS 525.15 15 HDG | 250 | 150 |1.06 RGS 525.1520 HDG | 250 | 150 | 1.41
RGS 525.10 15HDG | 250 | 100 | 0.97 RGS 525.10 20 HDG 50 | 100 [ 1.30
RGS 525.05 15HDG | 250 | 50 [0.89 RGS 525.05 20 HDG 50 | 50 [1.19
| RGS 530.25 15 HDG | 300 | 250 |1.30 | RGS 530.25 20 HDG | 300 | 250 | 1.74
RGS 530.20 15 HDG__| 300 | 200 [1.22 RGS 530.20 20 HDG__| 300 | 200 | 1.63
RGS 530.1515HDG | 300 | 150 [1.14 RGS 530.1520 HDG | 300 | 150 [ 1.52
RGS 530.10 15 HDG | 300 | 100 | 1.06 RGS 530.10 20 HDG | 300 | 100 | 1.4
RGS 530.05 15 HDG | 300 | 50 [0.97 RGS 530.05 20 HDG | 300 | 50 | 1.30
RGS 540.30 15 HDG | 400 | 300 [1.77 RGS 540.30 20 HDG | 400 | 300 | 2.36
RGS 540.25 15 HDG | 400 | 250 [1.68 RGS 540.25 20 HDG | 400 | 250 | 2.24
RGS 540.20 156 HDG__| 400 | 200 | 1.58 RGS 540.20 20 HDG__| 400 | 200 | 2.11
RGS 540.15 15 HDG__| 400 | 150 | 1.49 RGS 540.15 20 HDG__| 400 | 150 | 1.98
| RGS 540.10 15HDG | 400 | 100 | 1.39 | RGS 540.10 20 HDG | 400 | 100 | 1.86
RGS 540.05 15 HDG | 400 | 50 .30 RGS 540.05 20 HDG | 400 | 50 73
RGS 545.40 15 HDG | 450 | 400 | 2.31 RGS 545.40 20 HDG | 450 | 400 | 3.08
RGS 545.30 15 HDG | 450 | 300 | 2.10 RGS 545.30 20 HDG | 450 | 300 | 2.80
RGS 545.25 156 HDG | 450 | 250 | 1.99 RGS 545.25 20 HDG | 450 | 250 | 2.66
RGS 54520 15 HDG | 450 | 200 | 1.89 RGS 545.20 20 HDG | 450 | 200 | 2.52
RGS 545.15 15HDG | 450 | 150 [1.78 RGS 545.1520 HDG | 450 | 150 | 2.37
RGS 545.10 15 HDG__| 450 | 100 | 1.67 RGS 545.10 20 HDG__| 450 | 100 | 2.23
RGS 545.05 15 HDG__| 450 | 50 |1.57 RGS 545.05 20 HDG__| 450 | 50 | 2.09
RGS 550.45 15 HDG | 500 | 450 | 2.80 RGS 550.45 20 HDG | 500 | 450 | 3.74
RGS 550.40 15 HDG | 500 | 400 | 2.68 RGS 550.40 20 HDG | 500 | 400 | 3.58
RGS 550.30 15 HDG | 500 | 300 | 2.45 RGS 550.30 20 HDG__| 500 | 300 | 3.27
RGS 550.25 15 HDG__| 500 | 250 |2.33 RGS 550.25 20 HDG | 500 | 250 | 3.11
RGS 550.20 15 HDG | 500 | 200 | 2.21 RGS 550.20 20 HDG | 500 | 200 | 2.95
RGS 550.15 15 HDG | 500 | 150 | 2.10 RGS 550.15 20 HDG | 500 | 150 | 2.79
RGS 550.10 156 HDG__| 500 | 100 | 1.98 RGS 550.10 20 HDG__| 500 | 100 | 2.64
RGS 550.05 15 HDG | 500 | 50 .86 RGS 550.05 20 HDG | 500 | 50 | 2.48
RGS 560.50 15 HDG | 600 | 500 | 3.79 RGS 560.50 20 HDG | 600 | 500 | 5.05
RGS 560.45 15 HDG__| 600 | 450 | 3.65 RGS 560.45 20 HDG | 600 | 450 | 4.86
RGS 560.40 15 HDG | 600 | 400 | 3.50 RGS 560.40 20 HDG | 600 | 400 | 4.67
RGS 560.30 15 HDG__| 600 | 300 |3.22 RGS 560.30 20 HDG__| 600 | 300 | 4.30
RGS 560.25 15 HDG__| 600 | 250 | 3.08 RGS 560.25 20 HDG__| 600 | 250 | 4.11
RGS 560.20 15 HDG__| 600 | 200 | 2.94 RGS 560.20 20 HDG__| 600 | 200 | 3.92
RGS 560.15 15 HDG | 600 | 150 | 2.80 RGS 560.15 20 HDG | 600 | 150 | 3.73
RGS 560.10 15 HDG__| 600 | 100 | 2.66 RGS 560.10 20 HDG__| 600 | 100 | 3.54
RGS 560.05 15HDG | 600 | 50 |2.52 RGS 560.05 20 HDG | 600 | 50 | 3.35

RGS H50 HDG
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APPLICATIONS
Cable routing
MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

Vertical Outside Bend of Cable Tray (Flexible)

Kanal Dis Biikey - Apka yHugepcanbHasi, 8HeWwHul u3zaub

Hot-Dip Galvanized

Important!
To install vertical bend - use 2 pieces of KBE con.
and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB ... H50

Width =7
KADB H50 CODE a ﬁ
mm ad/pc
2 HDG 50 0.78 1
Rl &
CODE a @ 2 HDG 75 0.90 1
mm 2 HDG 100 1.02 1
KADB 505 10 HDG 50 1 2 HDG 25 1.14 1
KADB 507 10 HDG 75 0.75 1 2 HDG 50 1.26 1
KADB 510 10 HDG 100 0.85 1 2 HDG 200 1.50 1
KADB 512 10 HDG 125 0.95 1 2 HDG 225 .61 1
KADB 515 10 HDG 150 1.05 1 2 HDG 250 1.73 1
DB 520 10 1 2 HDG 300 .96 1
.5mm 2.0mm
DB 505 15 HDG 50 0.97 KADB 505 20 HDG 50 1.26 1
KADB 507 15 HDG 75 1,12 KADB 507 20 HDG 75 1.47 1
KADB 510 15 HDG 00 1.26 KADB 510 20 HDG 00 .67
KADB 512 15 HDG 25 1.41 1 KADB 512 20 HDG 25 .86
KADB 515 15 HDG 50 1.56 KADB 515 20 HDG 50 2.06
KADB 520 15 HDG 200 1.86 KADB 520 20 HDG 200 2.46
KADB 522 15 HDG 225 2.00 KADB 522 20 HDG 225 2.65 1
KADB 525 15 HDG 250 2.14 1 KADB 525 20 HDG 250 2.85 1
KADB 530 15 HDG 300 2.44 1 KADB 530 20 HDG 300 3.24 1
KADB 540 15 HDG 400 3.03 1 KADB 540 20 HDG 400 4.02 1
KADB 545 15 HDG 450 3.33 1 KADB 545 20 HDG 450 4.42 1
KADB 550 15 HDG 500 3.62 1 KADB 550 20 HDG 500 4.81 1
KADB 560 15 HDG 600 4.21 1 KADB 560 20 HDG 600 5.59 1
KADB 570 15 HDG 700 5.75 1 KADB 570 20 HDG 700 7.66 1
KADB 575 15 HDG 750 6.11 1 KADB 575 20 HDG 750 8.13 1
KADB 580 15 HDG 800 6.46 1 KADB 580 20 HDG 800 8.59 1
KADB 590 15 HDG 900 717 1 KADB 590 20 HDG 900 9.54 1
KADB 500 15 HDG 1000 7.87 1 KADB 500 20 HDG 1000 10.48[ 1

Vertical Inside Bend of Cable Tray (Flexible)

Kanal ig Biikey - Apka yHugepcanbHasi, 8HympeHHul u32u6

Hot-Dip Galvanized

Important!
To install vertical bend - use 2 pieces of KBE con.
and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB ... H50

@)I

Width =7
KAIB ... H50 ] =
coc mm ad/pc
Width = KAIB 505 12 HDG 50 0.78] 1
CODE a ‘@ KAIB 507 12 HDG 75 0.90] 1
mm ad/pc KAIB 510 12 HDG 00 1.02] 1
KAIB 505 10 HDG 50 066 1 KAIB 512 12 HDG 25 114 1
KAIB 507 10 HDG 75 075] 1 KAIB 515 12 HDG 50 126 1
KAIB 510 10 HDG 00 085[ 1 KAIB 520 12 HDG 200 150 1
KAIB 512 10 HDG 25 0.95| 1 KAIB 522 12 HDG 225 161] 1
KAIB 515 10 HDG 50 1.05] 1 KAIB 525 12 HDG 250 173 1
KAIB 520 10 HDG 200 125 1 KAIB 530 12 HDG 300 196 1
5mm 2.0mm
KAIB 505 15 HDG 50 0.97] 1 KAIB 505 20 HDG 50 1.27
KAIB 507 15 HDG 75 112 1 KAIB 507 20 HDG 75 1.47
KAIB 510 15 HDG 00 126 1 KAIB 510 20 HDG 00 1.67
KAIB 512 15 HDG 25 141 1 KAIB 512 20 HDG 25 1.86
KAIB 515 15 HDG 50 156 1 KAIB 515 20 HDG 50 2.06
KAIB 520 15 HDG 200 1.86] 1 KAIB 520 20 HDG 200 2.46
KAIB 522 15 HDG 225 2.00] 1 KAIB 522 20 HDG 225 2.65
KAIB 525 15 HDG 250 214 1 KAIB 525 20 HDG 250 285 1
KAIB 530 15 HDG 300 2.44| 1 KAIB 530 20 HDG 300 324] 1
KAIB 540 15 HDG 400 3.03| 1 KAIB 540 20 HDG 400 4.02] 1
KAIB 545 15 HDG 450 333| 1 KAIB 545 20 HDG 450 4.42] 1
KAIB 550 15 HDG 500 362 1 KAIB 550 20 HDG 500 481 1
KAIB 560 15 HDG 600 421] 1 KAIB 560 20 HDG 600 559 1
KAIB 570 15 HDG 700 575] 1 KAIB 570 20 HDG 700 766] 1
KAIB 575 15 HDG 750 6.11] 1 KAIB 575 20 HDG 750 813] 1
KAIB 580 15 HDG 800 646 1 KAIB 580 20 HDG 800 859 1
KAIB 590 15 HDG 900 77| 1 KAIB 590 20 HDG 900 954] 1
KAIB 500 15 HDG 1000 787 1 KAIB 500 20 HDG 1000 10.48] 1

mIK

MADE IN TURKEY

KADB H50 HDG

L. . 50
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KADB and KAIB are the same items, shipped flat.
To install - Bend manually during application.
in Flat Lenght = 600mm
KAIB H50 HDG
L—* 50
a
[=]
©|
™)

KADB and KAIB are the same items, shipped flat.
To install - Bend manually during application.
in Flat Lenght = 600mm

APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm:




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

Vertical 90° Outside Bend of Cable Tray (Stable)

90° Dikey Kanal Dis Biikey Elemani (Sabit) - Apka ¢pukcupoeaHHasi, sHewHsist 90°
KADS H50 HDG
T 50
a
Important! O O
To install vertical bend - use 2 pieces of KBE con.
Hot-Dip Galvanized and 4 sets of CFS bolts and nuts ( M6 or M8 ).
KADS ... H50 DS ... H50 2.0mm
Width =7 Width =7
CODE a=h % CODE a %
mm ad/pc mm ad/pc £
KADS 505 15 HDG 50 0.78] 1 KADS 505 20 HDG 50 02 1 S
KADS 507 15 HDG 75 0.90] 1 KADS 507 20 HDG 75 8] 1
KADS 510 15 HDG 00 1.01] 1 KADS 510 20 HDG 00 34 1
KADS 512 15 HDG 25 3] 1 KADS 512 20 HDG 25 50| 1
KADS 515 15 HDG 50 25| 1 KADS 515 20 HDG 50 65| 1
KADS 520 15 HDG 200 48] 1 KADS 520 20 HDG 200 96| 1
KADS 522 15 HDG 225 60| 1 KADS 522 20 HDG 225 2.12
KADS 525 15 HDG 250 72| 1 KADS 525 20 HDG 250 2.28
KADS 530 15 HDG 300 95| 1 KADS 530 20 HDG 300 2.59
KADS 540 15 HDG 400 242] 1 KADS 540 20 HDG 400 3.22
KADS 545 15 HDG 450 266] 1 KADS 545 20 HDG 450 354 1
KADS 550 15 HDG 500 2.90| 1 KADS 550 20 HDG 500 385[ 1
KADS 560 15 HDG 600 337] 1 KADS 560 20 HDG 600 447 1
KADS 570 15 HDG 700 461 1 KADS 570 20 HDG 700 612 1
KADS 575 15 HDG 750 489 1 KADS 575 20 HDG 750 650 1
KADS 580 15 HDG 800 517] 1 KADS 580 20 HDG 800 6.83| 1
KADS 590 15 HDG 900 574 1 KADS 590 20 HDG 900 763 1
KADS 500 15 HDG 1000 630 1 KADS 500 20 HDG 1000 838 1 KAIS H50 HDG
Vertical 90° Inside Bend of Cable Tray (stable)
90° Dikey Kanal I¢ Biikey Elemani (Sabit)- Apka ¢hukcuposaHHasi, sHympeHHsis 90° B
L . 50
a
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Important! 42
To install vertical bend - use 2 pieces of KBE con.
Hot-Dip Galvanized and 4 sets of CFS bolts and nuts ( M6 or M8 ). :&
o o
i
KAIS ... H50 nm KAIS ... H50 2.0mm 18
Width =7 Width =7
CODE a % CODE a %
mm ad/pc mm ad/pc
KAIS 505 15 HDG 50 0.78] KAIS 505 20 HDG 50 02|
KAIS 507 15 HDG 75 090 KAIS 507 20 HDG 75 18| 4
KAIS 510 15 HDG 00 101 KAIS 510 20 HDG 00 34|
KAIS 512 15 HDG 25 13| KAIS 512 20 HDG 25 50| 4
KAIS 515 15 HDG 50 125| KAIS 515 20 HDG 50 1.65] o APPLICATIONS
KAIS 520 15 HDG 200 148 KAIS 520 20 HDG 200 1.96| 4 Cable routing
KAIS 522 15 HDG 225 160 KAIS 522 20 HDG 225 22|
KAIS 525 15 HDG 250 172 KAIS 525 20 HDG 250 228 MATERIAL
KAIS 530 15 HDG 300 195[ KAIS 530 20 HDG 300 259 A .
KAIS 540 15 HDG 400 545 : KAIS 540 20 HDG 400 302 : HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KAIS 545 15 HDG 450 266] KAIS 545 20 HDG 450 354 Available finishes:
KAIS 550 15 HDG 500 2.90| 4 KAIS 550 20 HDG 500 385] - -
KAIS 560 15 HDG 600 3.37] 4 KAIS 560 20 HDG 600 447 %ﬁ%_ék"ﬁg;;‘gggﬁf%ge) Sendzimir method
KAIS 570 15 HDG 700 461] 4 KA g 570 20 *Dg 700 6121 . SS- stainless steel AISI 304L and AISI 316L (SS)
KAIS 575 15 HDG 750 4.89 1 KAISISSI20D) 50 5.50 = EP- powder coating in a full range of colours (RAL)
KAIS 580 15 HDG 800 57| 4 KAIS 580 20 HDG 800 6.88|
KAIS 590 15 HDG 900 574 4 KAIS 590 20 HDG 900 763 4 Thickn. (ga) fmmi: [ IEIFXS
KAIS 500 15 HDG 1000 630 4 KAIS 500 20 HDG 1000 8.38] -




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

Vertical 90° Inside Bend of Cable Tray (Stable) Radius:300
90° Dikey Kanal I¢ Biikey Elemani (Sabit) Radyus:300 - Apka gpukcuposaHHasi, HympeHHsia 90° Paduyc:300

KAISR2 H50 HDG

T4 50
a
475
Important!
To install vertical bend - use 4 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).
KAISR2 ... H50 AISR2 ... H50 2.0mm
Width ==
CODE a K CODE a S
mm ad/pc .@ mm ad/pc .@
KAISR2 505 15 HDG 50 1.45 1 KAISR2 505 20 HDG 50 1.91 1
KAISR2 507 15 HDG 75 167 1 KAISR2 507 20 HDG 75 2.21 1 IN
KAISR2 510 15 HDG 00 1.89] 1 KAISR2 510 20 HDG 00 2.50 1 o
KAISR2 512 15 HDG 25 212 1 KAISR2 512 20 HDG 25 2.80 1
KAISR2 515 15 HDG 50 234 1 KAISR2 515 20 HDG 50 3.09 1
KAISR2 520 15 HDG 200 2.78 1 KAISR2 520 20 HDG 200 3.68 1
KAISR2 522 15 HDG 225 3.00[ 1 KAISR2 522 20 HDG 225 3.97
KAISR2 525 15 HDG 250 322 1 KAISR2 525 20 HDG 250 4.27
KAISR2 530 15 HDG 300 366 1 KAISR2 530 20 HDG 300 4.86
KAISR2 540 15 HDG 400 454 1 KAISR2 540 20 HDG 400 6.03
KAISR2 545 15 HDG 450 4.99] 1 KAISR2 545 20 HDG 450 6.62 1
KAISR2 550 15 HDG 500 543| 1 KAISR2 550 20 HDG 500 7.21 1
KAISR2 560 15 HDG 600 6.31 1 KAISR2 560 20 HDG 600 8.39 1
KAISR2 570 15 HDG 700 7.19 1 KAISR2 570 20 HDG 700 9.57 1
KAISR2 575 15 HDG 750 764 1 KAISR2 575 20 HDG 750 10.16[ 1 18
KAISR2 580 15 HDG 800 8.08| 1 KAISR2 580 20 HDG 800 10.74] 1
KAISR2 590 15 HDG 900 8.96 1 KAISR2 590 20 HDG 900 11.92 1
KAISR2 500 15 HDG 1000 984 1 KAISR2 500 20 HDG 1000 13.10[ 1

KAISR4 H50 HDG

Vertical 90° Inside Bend of Cable Tray (Stable) Radius:600
90° Dikey Kanal I¢ Biikey Elemani (Sabit) Radyus:600 - Apka gpukcupoeaHHasi, HympeHHsis 90° Paduyc:600

T4 50
a
775
~
iy
o
Important!
To install vertical bend - use 4 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ).
KAISR4 ... H50 1.5mm KAISR4 ... H50 2.0mm
Width = Width =7
CODE a % CODE a .‘ﬁ
mm ad/pc mm ad/pc
KAISR4 505 15 HDG 50 2.32 1 KAISR4 505 20 HDG 50 3.06 18
KAISR4 507 15 HDG 75 268 1 KAISR4 507 20 HDG 75 3.53
KAISR4 510 15 HDG 00 3.03] 1 KAISR4 510 20 HDG 100 4.00
KAISR4 512 15 HDG 25 338 1 KAISR4 512 20 HDG 125 447 1
KAISR4 515 15 HDG 50 3.74| 1 KAISR4 515 20 HDG 150 4.94] 1 APPLICATIONS
KAISR4 520 15 HDG 200 444 1 KAISR4 520 20 HDG 200 588 1 Cable routing
KAISR4 522 15 HDG 225 480 1 KAISR4 522 20 HDG 225 6.35] 1
KAISR4 525 15 HDG 250 515 1 KAISR4 525 20 HDG 250 6.83 MATERIAL
KAISR4 530 15 HDG 300 5.85] 1 KAISR4 530 20 HDG 300 7.77 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KAISR4 540 15 HDG 400 7.27 1 KAISR4 540 20 HDG 400 9.65
KAISR4 545 15 HDG 450 797 1 KAISR4 545 20 HDG 450 10.59 Available finishes:
KAISR4 550 15 HDG 500 8.68 1 KAISR4 550 20 HDG 500 11.54 Steel, strip-galv. acc. to the Sendzimir method
KAISR4 560 15 HDG 600 10.09] 1 KAISR4 560 20 HDG 600 13.42] to TS-EN 10346:2011 (PG)
KAISR4 570 15 HDG 700 11.51 KAISR4 570 20 HDG 700 15.30 SS- stainless steel AISI 304L and AISI 316L (SS)
KAISR4 575 15 HDG 750 12.21 KAISR4 575 20 HDG 750 16.25 EP- powder coating in a full range of colours (RAL)
KAISR4 580 15 HDG 800 12.92] KAISR4 580 20 HDG 800 17.19)
KAISR4 590 15 HDG 900 14.33 KAISR4 590 20 HDG 900 19.07 Thickn. (ga) [mm]: R
KAISR4 500 15 HDG 1000 15.75] KAISR4 500 20 HDG 1000 20.96




Cable Trays - System of Side Height H50

Vertical 90° Outside Bend of Cable Tray (Stable) Radius:300
90° Dikey Kanal Dig Biikey Elemani (Sabit) Radyus:300 - Apka chukcuposaHHas, eHewHsss 90° paduyc:300

Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).

DSR2 ... H50 2.0mm

mIK

MADE IN TURKEY

KADSR2 H50 HDG

Width S conE Width ‘/>
CODE
mam ad/pc .@ mam ad/pc .@ 2
KADSR2 505 15 HDG 50 1.45] 1 KADSR2 505 20 HDG 50 1.91] 1 <
KADSR2 507 15 HDG 75 1.67] 1 KADSR2 507 20 HDG 75 221 1
KADSR2 510 156 HDG 00 1.89] 1 KADSR2 510 20 HDG 00 250 1
KADSR2 512 15 HDG 25 212] 1 KADSR2 512 20 HDG 25 280 1
KADSR2 515 15 HDG 50 234 1 KADSR2 515 20 HDG 50 3.09] 1
KADSR2 520 15 HDG 200 278 1 KADSR2 520 20 HDG 200 368 1 > ©
KADSR2 522 15 HDG 225 3.00] 1 KADSR2 522 20 HDG 225 3.97 0 il
KADSR2 525 15 HDG 250 322] 1 KADSR2 525 20 HDG 250 4.27 | o—d
KADSR2 530 15 HDG 300 3.66] 1 KADSR2 530 20 HDG 300 4.86 <
KADSR2 540 15 HDG 400 454 1 KADSR2 540 20 HDG 400 6.03 0
KADSR2 545 15 HDG 450 4.99] 1 KADSR2 545 20 HDG 450 6.62| 1 \
KADSR2 550 15 HDG 500 543| 1 KADSR2 550 20 HDG 500 721 1 475
KADSR2 560 15 HDG 600 631 1 KADSR2 560 20 HDG 600 839 1
KADSR2 570 15 HDG 700 79| 1 KADSR2 570 20 HDG 700 957 1
KADSR2 575 15 HDG 750 764] 1 KADSR2 575 20 HDG 750 10.16] 1
KADSR2 580 15 HDG 800 8.08| 1 KADSR2 580 20 HDG 800 10.74] 1
KADSR2 590 15 HDG 900 8.96| 1 KADSR2 590 20 HDG 900 11.92] 1
KADSR2 500 15 HDG 1000 9.84] 1 KADSR2 500 20 HDG 1000 13.10[ 1
KADSR4 H50 HDG
Vertical 90° Outside Bend of Cable Tray (Stable) Radius:600
90° Dikey Kanal Dig Biikey Elemani (Sabit) Radyus:600 - Apka chukcuposaHHasi, eHewHssi 90° paduyc:600
T4 50
a
Yo}
N~
N~
Important!
To install vertical bend - use 4 pieces of KBE con.
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ). 9] @
8 T
KADSR4 ... H50 1.5mm SR4 ... H50 2.0mm M g
Width =7 Width = ‘
CODE —— CODE 1
mam ad/pc .@ mam ad/pc .@ 775
KADSR4 505 15 HDG 50 232] 1 KADSR4 505 20 HDG 50 3.06
KADSR4 507 15 HDG 75 268 1 KADSR4 507 20 HDG 75 3.53
KADSR4 510 15 HDG 00 3.03] 1 KADSR4 510 20 HDG 100 4.00
KADSR4 512 15 HDG 25 3.38] 1 KADSR4 512 20 HDG 125 4.47] 1
KADSR4 515 15 HDG 50 374 1 KADSR4 515 20 HDG 150 4.94] 1 APPLICATIONS
KADSR4 520 15 HDG 200 4.44] 1 KADSR4 520 20 HDG 200 588 1 Cable routing
KADSR4 522 15 HDG 225 4380 1 KADSR4 522 20 HDG 225 6.35] 1
KADSR4 525 15 HDG 250 515 1 KADSR4 525 20 HDG 250 6.83 MATERIAL
KADSR4 530 15 HDG 300 5.85] 1 KADSR4 530 20 HDG 300 7.77 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KADSR4 540 15 HDG 400 727 1 KADSR4 540 20 HDG 400 9.65
KADSR4 545 15 HDG 450 797 1 KADSR4 545 20 HDG 450 10.59) Available finishes:
KADSR4 550 15 HDG 500 8.68 1 KADSR4 550 20 HDG 500 11.54 Steel, strip-galv. acc. to the Sendzimir method
KADSR4 560 15 HDG 600 10.09] 1 KADSR4 560 20 HDG 600 13.42) to TS-EN 10346:2011 (PG)
KADSR4 570 15 HDG 700 11.51 KADSR4 570 20 HDG 700 15.30 SS- stainless steel AISI 304L and AISI 316L (SS)
KADSR4 575 15 HDG 750 12.21 KADSR4 575 20 HDG 750 16.25 EP- powder coating in a full range of colours (RAL)
KADSR4 580 15 HDG 800 12.92) KADSR4 580 20 HDG 800 17.19
KADSR4 590 15 HDG 900 14.33] KADSR4 590 20 HDG 900 19.07| Thickn. (ga) [mm]: [IEIEE]
KADSR4 500 15 HDG 1000 15.75| KADSR4 500 20 HDG 1000 20.96




Cable Trays - System of Side Height H50

Vertical 45° Outside Bend of Cable Tray (Stable)

mIK

MADE IN TURKEY

45° Dikey Kanal Dis Biikey Efemani {Sabit) - Apka ghukcupoeaHHasi, eHewHsis 45°
KADS45 H50 HDG
R . 50
a
Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).
. o O
5]
DS45 ... H50 2.0mm L P
Width Width = © 41
CODE a % CODE a ﬁ ® 7 Q
mm ad/pc mm ad/pc 350 Q
KADS45 505 15 HDG 50 0.62] 1 KADS45 505 20 HDG 50 0,82 1
KADS45 507 15 HDG 75 072 1 KADS45 507 20 HDG 75 0,94 1 N
KADS45 510 15 HDG 00 0.81] 1 KADS45 510 20 HDG 00 1.07] 1
KADS45 512 15 HDG 25 0.90| 1 KADS45 512 20 HDG 25 A9 1 9x1
KADS45 515 15 HDG 50 1.00] 1 KADS45 515 20 HDG 50 32 1
KADS45 520 15 HDG 200 118 1 KADS45 520 20 HDG 200 57| 1
KADS45 522 15 HDG 225 28] 1 KADS45 522 20 HDG 225 70
KADS45 525 15 HDG 250 38| 1 KADS45 525 20 HDG 250 .82
KADS45 530 15 HDG 300 56| 1 KADS45 530 20 HDG 300 2.07 245
KADS45 540 15 HDG 400 94 1 KADS45 540 20 HDG 400 2,58
KADS45 545 15 HDG 450 243| 1 KADS45 545 20 HDG 450 2,82 1
KADS45 550 15 HDG 500 2.32| 1 KADS45 550 20 HDG 500 3.08] 1
KADS45 560 15 HDG 600 270 1 KADS45 560 20 HDG 600 558 1
KADS45 570 15 HDG 700 3.07] 1 KADS45 570 20 HDG 700 4.08] 1
KADS45 575 15 HDG 750 326 1 KADS45 575 20 HDG 750 434 1
KADS45 580 15 HDG 800 3.45] 1 KADS45 580 20 HDG 800 458 1
KADS45 590 15 HDG 900 382| 1 KADS45 590 20 HDG 900 509 1
KADS45 500 15 HDG 1000 420 1 KADS45 500 20 HDG 1000 559 1
Vertical 45° Inside Bend of Cable Tray (Stable) KAIS45 H50 HDG
45° Dikey Kanal I¢ Biikey Elemani (Sabit) - Apka ¢hukcuposaHHasi, BHympeHHsis 45°
T4 50
a
245
9x18
Q 735 41 >
e}
Important!
To install vertical bend - use 4 pieces of KBE con. é é a
Hot-Dip Galvanized and 8 sets of CFS bolts and nuts ( M6 or M8 ). © ©
KAIS45 ... H50 1.5mm KAIS45 ... H50 2.0mm
Width Width
CODE a % CODE a %
mm ad/pc mm ad/pc
KAIS45 505 15 HDG 50 0.62] 1 KAIS45 505 20 HDG 50 0.82
KAIS45 507 15 HDG 75 072] 1 KAIS45 507 20 HDG 75 0.94
KAIS45 510 15 HDG 00 081 1 KAIS45 510 20 HDG 100 1.07
KAIS45 512 15 HDG 25 0.90] 1 KAIS45 512 20 HDG 125 1.19] 1
KAIS45 515 15 HDG 50 1.00] 1 KAIS45 515 20 HDG 150 132] 1 APPUCAﬂONS
KAIS45 520 15 HDG 200 118 1 KAIS45 520 20 HDG 200 157 1 Cable routing
KAIS45 522 15 HDG 225 128 1 KAIS45 522 20 HDG 225 170 1
KAIS45 525 15 HDG 250 1.38 1 KAIS45 525 20 HDG 250 1.82 MATERIAL
KAIS45 530 15 HDG 300 1.56 [ 1 KAIS45 530 20 HDG 300 2.07 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KAIS45 540 15 HDG 400 194 1 KAIS45 540 20 HDG 400 2.58
KAIS45 545 15 HDG 450 213] 1 KAIS45 545 20 HDG 450 2.82 Available finishes:
KAIS45 550 15 HDG 500 2.32 1 KAIS45 550 20 HDG 500 3.08 Steel, strip-galv. acc. to the Sendzimir method
KAIS45 560 15 HDG 600 270 1 KAIS45 560 20 HDG 600 3.58 to TS-EN 10346:2011 (PG)
KAIS45 570 15 HDG 700 3.07 KAIS45 570 20 HDG 700 4.08 SS- stainless steel AISI 304L and AISI 316L (SS)
KAIS45 575 15 HDG 750 3.26 KAIS45 575 20 HDG 750 4.34 EP- powder coating in a full range of colours (RAL)
KAIS45 580 15 HDG 800 3.45 KAIS45 580 20 HDG 800 4.58
KAIS45 590 15 HDG 900 3.82 KAIS45 590 20 HDG 900 5.09 Thickn. (ga) [mm]: Y
KAIS45 500 15 HDG 1000 4.20 KAIS45 500 20 HDG 1000 5.59




Cable Trays - System of Side Height H50

Vertical 45° Inside Bend of Cable Tray (Stable) Radius:300

45° Dikey Kanal Ig Biikey Eleman (Sabit) Radyus:300 - Apka ¢hukcupoearHasi, sHympeHHss 45° paduyc:300

Hot-Dip Galvanized

KAIS45R?2 ... H50 nm KAIS45R2 ... H50 2.0mm

Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).

mIK

MADE IN TURKEY

Width Width
©el2 a % CODE a %

mm ad/pc mm ad/pc
KAIS45R2 505 15 HDG 50 0.97 1 KAIS45R2 505 20 HDG 50 1.28 1
KAIS45R2 507 15 HDG 75 1.12 1 KAIS45R2 507 20 HDG 75 1.47 1
KAIS45R2 510 15 HDG 00 .26 1 KAIS45R2 510 20 HDG 00 1.67 1
KAIS45R2 512 15 HDG 25 41 1 KAIS45R2 512 20 HDG 25 1.87 1
KAIS45R2 515 15 HDG 50 .56 1 KAIS45R2 515 20 HDG 50 2.06 1
KAIS45R2 520 15 HDG 200 .85 1 KAIS45R2 520 20 HDG 200 2.45 1
KAIS45R2 522 15 HDG 225 2.00 1 KAIS45R2 522 20 HDG 225 2.65
KAIS45R2 525 15 HDG 250 2.15 1 KAIS45R2 525 20 HDG 250 2.85
KAIS45R2 530 15 HDG 300 2.44 1 KAIS45R2 530 20 HDG 300 3.24
KAIS45R2 540 15 HDG 400 3.03 1 KAIS45R2 540 20 HDG 400 4.02
KAIS45R2 545 15 HDG 450 3.33 1 KAIS45R2 545 20 HDG 450 4.42 1
KAIS45R2 550 15 HDG 500 3.62 1 KAIS45R2 550 20 HDG 500 4.81 1
KAIS45R2 560 15 HDG 600 4.21 1 KAIS45R2 560 20 HDG 600 5.59 1
KAIS45R2 570 15 HDG 700 4.80 1 KAIS45R2 570 20 HDG 700 6.38 1
KAIS45R2 575 15 HDG 750 5.09 1 KAIS45R2 575 20 HDG 750 6.77 1
KAIS45R2 580 15 HDG 800 5.39 1 KAIS45R2 580 20 HDG 800 7.16 1
KAIS45R2 590 15 HDG 900 5.97 1 KAIS45R2 590 20 HDG 900 7.95 1
KAIS45R2 500 15 HDG 1000 6.56 1 KAIS45R2 500 20 HDG 1000 8.73 1

Vertical 45° Inside Bend of Cable Tray (Stable) Radius:600
45° Dikey Kanal Ig Biikey Eleman (Sabit) Radyus:600 - Apka ¢hukcupoearHasi, sHympeHHsis 45° paduyc:600

Hot-Dip Galvanized

KAIS45R4 ... H50 1.5mm KAIS45R4 ... H50 2.0mm

Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Width Width
CODE a % CODE a %

mm ad/pc mm ad/pc
KAIS45R4 505 15 HDG 50 1,45 1 KAIS45R4 505 20 HDG 50 1,91
KAIS45R4 507 15 HDG 75 1,67 1 KAIS45R4 507 20 HDG 75 2,21
KAIS45R4 510 15 HDG 00 1,89 1 KAIS45R4 510 20 HDG 100 2,50
KAIS45R4 512 15 HDG 25 2,12 1 KAIS45R4 512 20 HDG 125 2,80 1
KAIS45R4 515 15 HDG 50 2,34 1 KAIS45R4 515 20 HDG 150 3,09 1
KAIS45R4 520 15 HDG 200 2,78 1 KAIS45R4 520 20 HDG 200 3,68 1
KAIS45R4 522 15 HDG 225 3,00 1 KAIS45R4 522 20 HDG 225 3,97 1
KAIS45R4 525 15 HDG 250 3,22 1 KAIS45R4 525 20 HDG 250 4,27
KAIS45R4 530 15 HDG 300 3,66 1 KAIS45R4 530 20 HDG 300 4,86
KAIS45R4 540 15 HDG 400 4,54 1 KAIS45R4 540 20 HDG 400 6,03
KAIS45R4 545 15 HDG 450 4,99 1 KAIS45R4 545 20 HDG 450 6,62
KAIS45R4 550 15 HDG 500 5,43 1 KAIS45R4 550 20 HDG 500 7,21
KAIS45R4 560 15 HDG 600 6,31 1 KAIS45R4 560 20 HDG 600 8,39
KAIS45R4 570 15 HDG 700 7,19 KAIS45R4 570 20 HDG 700 9,57
KAIS45R4 575 15 HDG 750 7,64 KAIS45R4 575 20 HDG 750 10,16
KAIS45R4 580 15 HDG 800 8,08 KAIS45R4 580 20 HDG 800 10,74
KAIS45R4 590 15 HDG 900 8,96 KAIS45R4 590 20 HDG 900 11,92
KAIS45R4 500 15 HDG 1000 9,84 KAIS45R4 500 20 HDG 1000 13,10

KAIS45R2 H50 HDG
T 50
a
460
Q
N R300 0
9x1 ST
] o
PP 0
40|
125
KAIS45R4 H50 HDG
T4 50
a
675
Q
N R600 0
&
9x1 87
ol '8
a0
125
APPLICATIONS
Cable routing
MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]: [IENEH




Cable Trays - System of Side Height H50

Vertical 45° Outside Bend of Cable Tray (stable) Radius:300
45° Dikey Kanal Dig Biikey Elemani (Sabit) Radyus:300 - Apka ¢hukcupoearHas, eHewHss 45° paduyc:300

Hot-Dip Galvanized

Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).

45R2 ... H KADS45R2 ... H50 2.0mm
Width =z
CODE S CODE 1>
mam ad/pc .@ mam ad/pc .@
KADS45R2 505 15 HDG 50 2.57 1 KADS45R2 505 20 HDG 50 2.75 1
ADS45R2 507 15 HDG 75 2.81 1 KADS45R2 507 20 HDG 75 2.99 1
KADS45R2 510 15 HDG 00 3.03 1 KADS45R2 510 20 HDG 00 3.2
KADS45R2 512 15 HDG 25 3.24 1 KADS45R2 512 20 HDG 25 3.42
ADS45R2 515 15 HDG 50 3.42 KADS45R2 515 20 HDG 50 3.60
KADS45R2 520 15 HDG 200 3.70 KADS45R2 520 20 HDG 200 3.88
KADS45R2 522 15 HDG 225 3.90 KADS45R2 522 20 HDG 225 4.08
KADS45R2 525 15 HDG 250 3.99 KADS45R2 525 20 HDG 250 4.17
KADS45R2 530 15 HDG 300 4.19 1 KADS45R2 530 20 HDG 300 4.37
KADS45R2 540 15 HDG 400 4.62 1 45R2 540 20 HDG 400 4.80
KADS45R2 545 15 HDG 450 4.93 1 45R2 545 20 HDG 450 5.11 1
KADS45R2 550 15 HDG 500 5.15 1 45R2 550 20 HDG 500 5.33 1
KADS45R2 560 15 HDG 600 5.53 1 5R2 560 20 HDG 600 5.71 1
KADS45R2 570 15 HDG 700 5.92 1 KADS45R2 570 20 HDG 700 6.10 1
KADS45R2 575 15 HDG 750 6.04 1 KADS45R2 575 20 HDG 750 6.22 1
KADS45R2 580 15 HDG 800 6.30 1 KADS45R2 580 20 HDG 800 6.48 1
KADS45R2 590 15 HDG 900 6.67 1 KADS45R2 590 20 HDG 900 6.85 1
KADS45R2 500 15 HDG 1000 7.04 1 KADS45R2 500 20 HDG 1000 7.22 1

Vertical 45° Outside Bend of Cable Tray (stable) Radius:600
45° Dikey Kanal Dig Biikey Elemani (Sabit) Radyus:600 - Apka ¢hukcupogaHHas, eHewHss 45° paduyc:600

Hot-Dip Galvanized

KADS45R4 ... H50 1.5mm

Important!
To install vertical bend - use 4 pieces of KBE con.
and 8 sets of CFS bolts and nuts ( M6 or M8 ).

KADS45R4 ... H50 2.0mm

Width =7 Width =7
EoDE a % copE 5 %

mm ad/pc mm ad/pc
KADS45R4 505 15 HDG 50 2.72 1 KADS45R4 505 20 HDG 50 2.93
KADS45R4 507 15 HDG 75 2.96 1 KADS45R4 507 20 HDG 75 3.17
KADS45R4 510 15 HDG 00 3.18 1 KADS45R4 510 20 HDG 100 3.39
KADS45R4 512 15 HDG 25 3.39 1 KADS45R4 512 20 HDG 25 3.60 1
KADS45R4 515 15 HDG 50 3.57 1 KADS45R4 515 20 HDG 50 3.78 1
KADS45R4 520 15 HDG 200 3.85 1 KADS45R4 520 20 HDG 200 4.06 1
KADS45R4 522 15 HDG 225 4.05 1 KADS45R4 522 20 HDG 225 4.26 1
KADS45R4 525 15 HDG 250 4.14 1 KADS45R4 525 20 HDG 250 4.35
KADS45R4 530 15 HDG 300 4.34 1 KADS45R4 530 20 HDG 300 4.55
KADS45R4 540 15 HDG 400 4.77 1 KADS45R4 540 20 HDG 400 4.98
KADS45R4 545 15 HDG 450 5.08 1 KADS45R4 545 20 HDG 450 5.29
KADS45R4 550 15 HDG 500 5.30 1 KADS45R4 550 20 HDG 500 5.51
KADS45R4 560 15 HDG 600 5.68 1 KADS45R4 560 20 HDG 600 5.89
KADS45R4 570 15 HDG 700 6.07 KADS45R4 570 20 HDG 700 6.28
KADS45R4 575 15 HDG 750 6.18 KADS45R4 575 20 HDG 750 6.40
KADS45R4 580 15 HDG 800 6.45 KADS45R4 580 20 HDG 800 6.66
KADS45R4 590 15 HDG 900 6.82 KADS45R4 590 20 HDG 900 7.03
KADS45R4 500 15 HDG 1000 7.19 KADS45R4 500 20 HDG 1000 7.40

mIK

MADE IN TURKEY

KADS45R2 H50 HDG

50
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KADS45R4 H50 HDG
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APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

Modular Inside - Outside Bends

mIK

MADE IN TURKEY

Modiiler ig-Dis Biikey - LapHupHas dyza
KAMD H50 HDG
a 55
|
9
Il
=
Important!
) ) To install cable tray - bend use Screw Sets ] . -
Hot-Dip Galvanized CFS M6 or CFS M8 2 =0
i i 8,
KAMD ... H AMD ... H50 2.0mm N 7
Width ==
CODE a I‘ﬁ? CODE a .‘ﬁ
mm ad/pc mm ad/pc
KAMD 505 15 HDG 50 1,39 1 KAMD 505 20 HDG 50 1.71 1 O O
KAMD 507 15 HDG 75 A7 1 KAMD 507 20 HDG 75 184 1
KAMD 510 15 HDG 00 57 1 KAMD 510 20 HDG 00 1.95
KAMD 512 15 HDG 25 .65 1 KAMD 512 20 HDG 25 2,06
AMD 515 15 HDG 50 73| 1 KAMD 515 20 HDG 50 2,18 ul i
KAMD 520 15 HDG 200 .90 1 KAMD 520 20 HDG 200 2,40 h @
KAMD 522 15 HDG 225 .98 1 KAMD 522 20 HDG 225 2,51 Iﬁj EB. ‘@
KAMD 525 15 HDG 250 2,06 1 KAMD 525 20 HDG 250 2,62
KAMD 530 15 HDG 300 224 1 KAMD 530 20 HDG 300 2,85 L -
KAMD 540 15 HDG 400 2,58 1 KAMD 540 20 HDG 400 3,30 —
KAMD 545 15 HDG 450 2,75 1 KAMD 545 20 HDG 450 3,62 ()
KAMD 550 15 HDG 500 2,91 1 KAMD 550 20 HDG 500 3,76
KAMD 560 15 HDG 600 3,26 1 KAMD 560 20 HDG 600 4,21 —
KAMD 570 15 HDG 700 3,60 1 KAMD 570 20 HDG 700 4,66 (e
KAMD 575 15 HDG 750 3,76 1 KAMD 575 20 HDG 750 4,88 1 -
KAMD 580 15 HDG 800 394 1 KAMD 580 20 HDG 800 510 1
KAMD 590 15 HDG 900 4,27 1 KAMD 590 20 HDG 900 5,57 1
KAMD 500 15 HDG 1000 4,61 1 KAMD 500 20 HDG 1000 6,02 1
Modular Adjustable Riser Bend KAMB H50 HDG
Modiiler Inis - Gikis Elemani - LlapHupHb1 3nemeHm dyau
wW 45
o 8
2 o o——o10
[
3
~| N
()]
Important! O
. . To install cable tray - bend use Screw Sets © o
Hot-Dip Galvanized CFS M6 or CFS M8 e
KAMB ... H50 AMB ... H50 2.0mm
Width =7 Width =L
CODE a @ % CODE a @ .‘ﬂz
mm ad/pc mm ad/pc
KAMB 505 15 HDG 50 0.39 1 KAMB 505 20 HDG 50 0.51 1
KAMB 507 15 HDG 75 0.45 1 KAMB 507 20 HDG 75 0.59 1
KAMB 510 15 HDG 00 0.50 KAMB 510 20 HDG 00 0.67 1
KAMB 512 15 HDG 25 0.57 KAMB 512 20 HDG 25 0.75 1
KAMB 515 15 HDG 50 0.62 KAMB 515 20 HDG 50 0.82| 1 APPLICATIONS
KAMB 520 15 HDG 200 0.74 KAMB 520 20 HDG 200 0.98 1 Cable routing
AMB 522 15 HDG 225 0.80 KAMB 522 20 HDG 225 .06
KAMB 525 15 HDG 250 0.86 KAMB 525 20 HDG 250 14 MATERIAL
KAMB 530 156 HDG 300 0.98 KAMB 530 20 HDG 300 30 A .
Y S ESERS 500 =5 KAMEIE 10101 DC o0 i HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KAMB 545 15 HDG 450 34 1 KAMB 545 20 HDG 450 177 1 Available finishes:
KAMB 550 15 HDG 500 .45 1 KAMB 550 20 HDG 500 1.93 1 . Lo
KAMB 560 15 HDG 600 169 1 KAMB 560 20 HDG 600 224 1 gi%_ék"ﬁ'g;;‘g_ggﬁ'f‘(ﬁge) Sendzimir method
KAMB 570 15 HDG oo 1.92] 1 RAMBIS7OI20HDG o0 = 1 SS- stainless steel AIS| 304L and AISI 316L (SS)
KAMB 575 15 HDG 750 2.04 1 KAMB 575 20 HDG 750 2.71 EP- powder coating in a full range of colours (RAL)
KAMB 580 15 HDG 800 2.16] 1 KAMB 580 20 HDG 800 286] 1
KAMB 590 15 HDG 900 2.39 1 KAMB 590 20 HDG 900 3.18 1 Thickn. (ga) [mm): [EIEEAE
KAMB 500 15 HDG 1000 262] 1 KAMB 500 20 HDG 1000 350] 1 :




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

KAMD / Modular Outside - Inside Bends Mounting
Modiiler Ig-Dis Biikey Montaj - LlapHupHas dyea

Cable Tray—\

BDD

Outside Bend Inside Bend

KAMB / Modular Adjustable Riser Bend

Modiiler inis - Gikis Elemani - LapHupHb1i 3nemexm dyau KAMB Modular Systems for more Radius




Cable Trays - System of Side Height H50

mIK

MADE IN TURKEY

Vertical Tee - Lengthwise
Dikey T Déniis - BepmukanbHuk mpouHUK, pa3gepHymbil
KADT H50 HDG
i W+325 ‘
g
2 | | -
% Q| \-8x23
w 2 S
2 S
% <
00 0
Important! /| o
. ['e}
. . To install cable tray - bend use Screw Sets b 8x23 18 2
Hot-Dip Galvanized CFS M6 or CFS M8 x
KADT ... H50 m KADT ... H50 2.0mm
Width Width =7 W 100
CODE a % CODE a ﬁ
mm ad/pc mm ad/pc
KADT 510 15 HDG 00 59| 1 KADT 510 20 HDG 00 212] 1
KADT 512 15 HDG 25 86| 1 KADT 512 20 HDG 25 248] 1
KADT 515 15 HDG 50 215 1 KADT 515 20 HDG 50 2,86] 1
KADT 520 15 HDG 200 2,77 1 KADT 520 20 HDG 200 3,69 1
KADT 522 15 HDG 225 3,10] 1 KADT 522 20 HDG 225 413 1
KADT 525 15 HDG 250 344 1 KADT 525 20 HDG 250 459 1
KADT 530 15 HDG 300 4,18] 1 KADT 530 20 HDG 300 557 1
KADT 540 15 HDG 400 583 1 KADT 540 20 HDG 400 7,77 1
KADT 545 15 HDG 450 6,74 1 KADT 545 20 HDG 450 8,99 1
KADT 550 15 HDG 500 7,71 1 KADT 550 20 HDG 500 10,28 1
KADT 560 15 HDG 600 9,83 1 KADT 560 20 HDG 600 13,11 1
KADT 570 15 HDG 700 12,19 1 KADT 570 20 HDG 700 16,25 1
KADT 575 15 HDG 750 13,45 1 KADT 575 20 HDG 750 17,94 1
KADT 580 15 HDG 800 14,78 1 KADT 580 20 HDG 800 19,70 1
KADT 590 15 HDG 900 17,60 1 KADT 590 20 HDG 900 2347 1
KADT 500 15 HDG 1000 20,67 1 KADT 500 20 HDG 1000 27,551
KAMT H50 HDG
Vertical Tee from the Middle ‘ 350+H ‘
Dikey Ortadan T doniis - BepmukanbHuk mpouHuK, CUMMeMpPUYHbIU \\ /\
W
I A
80
Important! 8
. 8,5x23 o)
. . To install cable tray - bend use Screw Sets o ~
Hot-Dip Galvanized CFS M6 or CFS M8
42
KAMT ... H50 m KAMT ... H50 2.0mm
Width Width
CODE a @ % CODE a %
mm ad/pc mm ad/pc
KAMT 510 15 HDG 00 1.21] 1 KAMT 510 20 HDG 100 1.61] 1
KAMT 512 15 HDG 25 29 1 KAMT 512 20 HDG 125 172 1
KAMT 515 15 HDG 50 37| 1 KAMT 515 20 HDG 150 183 1
KAMT 520 15 HDG 200 54 4 KAMT 520 20 HDG 200 2,05] 1
KAMT 522 15 HDG 225 62 1 KAMT 522 20 HDG 225 2,16 1 APPLICATIONS
KAMT 525 15 HDG 250 70 1 KAl 520 HDG 250 227 1 Cable routing
KAMT 530 15 HDG 300 87| 1 KAMT 530 20 HDG 300 2,49 1
KAMT 540 15 HDG 400 363 1 KAl 020 HDG 400 484 1 MATERIAL
KAMT 545 15 HDG 450 3.92] 1 KA 5 20 HDG 450 523 1 A
KAMT 550 15 HDG 500 4.0 1 KAMT 550 20 DG 500 5.62 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KAMT 560 15 HDG 600 480 1 KAMT 560 20 HDG 600 6,4 1 . -~
- Available finishes:
KAMT 570 15 HDG 700 664 1 KAMT 570 20 HDG 700 885 1 ’ -
KAMT 575 15 HDG 750 6.99| 1 KAMT 575 20 HDG 750 9,33| 1 g?%_ék"ﬁ‘g;;‘ggg?f%g Sendzimir method
KAMT 280 15 HDS 800 e San Ren Ao a 2001 SS- stainless steel AISI 304L and AISI 316L (SS)
= o d = E EP- powder coating in a full range of colours (RAL)
KAMT 500 15 HDG 1000 876 1 KAMT 500 20 HDG 1000 11,68 1
Thickn. (ga) [mm]: [ERPA




Cable Trays - System of Side Height H50
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MADE IN TURKEY

Vertical Elbow - Left
Dikey Sol Dirsek - BepmukanbHblli nnegbll y2on
KADL H50 HDG
W+165 i
[ %,_sxm
S
S
N w
S
S
S
18
Important! -l
. . To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8 8x23 —)
KADL ... H50 m KADL ... H50 2.0mm g |e
Widih =7 Widih = A
CODE a [@} ﬁ CODE a ﬁ
mm ad/pc mm ad/pc
KADL 510 15 HDG 00 25| 1 KADL 510 20 HDG 00 67 - 100
KADL 512 15 HDG 25 50 1 KADL 512 20 HDG 25 .99
KADL 515 15 HDG 50 75| 1 KADL 515 20 HDG 50 2.34
KADL 520 15 HDG 200 2,3 1 KADL 520 20 HDG 200 3.08 w
KADL 522 15 HDG 225 2,6 1 KADL 522 20 HDG 225 348 1
KADL 525 15 HDG 250 2,93 1 KADL 525 20 HDG 250 391 1
KADL 530 15 HDG 300 3,6 1 KADL 530 20 HDG 300 481 1
KADL 540 15 HDG 400 514 1 KADL 540 20 HDG 400 6385 1
KADL 545 15 HDG 450 599 1 KADL 545 20 HDG 450 7.99
KADL 550 15 HDG 500 691 1 KADL 550 20 HDG 500 9.21
KADL 560 15 HDG 600 891 1 KADL 560 20 HDG 600 11.87
KADL 570 15 HDG 700 1,14 1 KADL 570 20 HDG 700 14.86
KADL 575 15 HDG 750 2,35 KADL 575 20 HDG 750 16.47
KADL 580 15 HDG 800 3,62 KADL 580 20 HDG 800 18.15
KADL 590 15 HDG 900 6,33 KADL 590 20 HDG 900 21.77]
KADL 500 15 HDG 1000 9,27 KADL 500 20 HDG 1000 25.69)
KADG H50 HDG
Vertical Elbow - Right
Dikey Sag Dirsek - BepmukanbHbIi npasbil y201 W+165
|
4
823 |9
g
g
g
Q
Z
18
4—’—%
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Important!
. . To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8 © g
N ~
KADG ... H50 m KADG ... H50 2.0mm
Width Width @ 100
CODE a % CODE a %
mm ad/pc mm ad/pc
KADG 510 15 HDG 00 1.25] 1 KADG 510 20 HDG 100 671 1 W
KADG 512 15 HDG 25 150 | 1 KADG 512 20 HDG 125 99 1
KADG 515 15 HDG 50 175 1 KADG 515 20 HDG 150 234 1
KADG 520 15 HDG 200 231 1 KADG 520 20 HDG 200 3.08] 1
KADG 522 15 HDG 225 2.6 1 KADG 522 20 HDG 225 348 1 APPLICATIONS
KADG 525 15 HDG 250 293 1 KADG 525 20 HDG 250 3.9 1 Cable routing
KADG 530 15 HDG 300 3.6 1 KADG 530 20 HDG 300 4.8 1
KADG 540 15 HDG 400 5.14 1 KADG 540 20 HDG 400 6.85 1 MATERIAL
KADG 545 15 HDG 450 5.99 1 KADG 545 20 HDG 450 7.99 1 .
KADG 550 15 HDG 500 691 1 KADG 550 20 HDG 500 921 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
KADG 560 15 HDG 600 891 1 KADG 560 20 HDG 600 11.87] 1 . -~
Available finishes:
KADG 570 15 HDG 700 [11.14] 1 KADG 570 20 HDG 700 [14.86] 1 S;I:elft;t?i e . to the Sendzimir method
KADG 575 15 HDG 750 12.35] 1 KADG 575 20 HDG 750 16.47| 1 ©1s EN"18346_201'1 PG
KADG 580 15 HDG 800 13,62 1 KADG 580 20 HDG 800 18.15] 1 SS- stainless stol AIS(I 302“_ and AISI 316L (SS)
KADG 590 15 HDG 900 16,33 1 KADG 590 20 HDG 900 21.77]_1 oA
- EP- powder coating in a full range of colours (RAL)
KADG 500 15 HDG 1000 19,27 1 KADG 500 20 HDG 1000 25.69] 1
Thickn. (ga) [mm]: [EEHPA)




Cable Trays - System of Side Height H50

Reducer Connector - Single Type
Reduksiyon - PedykuyuoHHbIl nepexo0HUK

Important!

To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS Mys

RT ... H50 1.5mm RT ... H50 2.0mm

Length =7 Length =7
s AR =1 e =

mm ad/pc mm ad/pc
RT 50 25 15 HDG 25 0.09 1 RT 50 25 20 HDG 25 0.12 1
RT 50 50 15 HDG 50 0.11 1 RT 50 50 20 HDG 50 0.14 1
RT 50 75 15 HDG 75 0.12 RT 50 75 20 HDG 75 0.16
RT 50 100 15 HDG 00 0.13 RT 50 100 20 HDG 00 0.18
RT 50 125 15 HDG 125 0.15 RT 50 125 20 HDG 125 0.19
RT 50 150 15 HDG 50 0.16 RT 50 150 20 HDG 50 0.21
RT 50 175 15 HDG 75 0.17 RT 50 175 20 HDG 75 0.23
RT 50 200 15 HDG 200 0.19 RT 50 200 20 HDG 200 0.25
RT 50 225 15 HDG 225 0.20 RT 50 225 20 HDG 225 0.26
RT 50 250 15 HDG 250 0.21 RT 50 250 20 HDG 250 0.28
RT 50 275 15 HDG 275 0.23 RT 50 275 20 HDG 275 0.30
RT 50 300 15 HDG 300 0.24 RT 50 300 20 HDG 300 0.32
RT 50 325 15 HDG 325 0.25 RT 50 325 20 HDG 325 0.34
RT 50 350 15 HDG 350 0.26 RT 50 350 20 HDG 350 0.35
RT 50 375 15 HDG 375 0.28 RT 50 375 20 HDG 375 0.37
RT 50 400 15 HDG 400 0.29 RT 50 400 20 HDG 400 0.39
RT 50 425 15 HDG 425 0.30 RT 50 425 20 HDG 425 0.41
RT 50 450 15 HDG 450 0.32 RT 50 450 20 HDG 450 0.42
RT 50 475 15 HDG 475 0.33 RT 50 475 20 HDG 475 0.44
RT 50 500 15 HDG 500 0.34 RT 50 500 20 HDG 500 0.46
RT 50 525 15 HDG 525 0.36 RT 50 525 20 HDG 525 0.48
RT 50 550 15 HDG 550 0.37 RT 50 550 20 HDG 550 0.49
RT 50 575 15 HDG 575 0.38 RT 50 575 20 HDG 575 0.51

Stop End
Sonlandirma - 3aenywixa
Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

Hot-Dip Galvanized

Omm
ad/pc
SON 505 15 HDG 50 0.09 SON 505 20 HDG 50 0.12
SON 507 15 HDG 75 0.10 SON 507 20 HDG 75 0.14
SON 510 15 HDG 00 0.12 SON 510 20 HDG 00 0.16
SON 512 15 HDG 25 0.13 SON 512 20 HDG 25 0.17
SON 515 15 HDG 50 0.14 SON 515 20 HDG 50 0.19
SON 520 15 HDG 200 0.17 SON 520 20 HDG 200 0.23
SON 522 15 HDG 225 0.18 SON 522 20 HDG 225 0.24
SON 525 15 HDG 250 0.20 SON 525 20 HDG 250 0.26
SON 530 15 HDG 300 0.22 SON 530 20 HDG 300 0.30
SON 540 15 HDG 400 0.28 SON 540 20 HDG 400 .37
SON 545 15 HDG 450 0.30 SON 545 20 HDG 450 0.40
SON 550 15 HDG 500 0.33 SON 550 20 HDG 500 0.44
SON 560 15 HDG 600 0.38 SON 560 20 HDG 600 0.51
SON 570 15 HDG 700 0.43 1 SON 570 20 HDG 700 0.58 1
SON 575 15 HDG 750 0.46 1 SON 575 20 HDG 750 0.61 1
SON 580 15 HDG 800 0.49 1 SON 580 20 HDG 800 0.65 1
SON 590 15 HDG 900 0.54 1 SON 590 20 HDG 900 0.72 1
SON 500 15 HDG 1000 0.59 1 SON 500 20 HDG 1000 0.79 1

mIK

MADE IN TURKEY

RT H50 HDG

SON H50 HDG

v—i

35

50
18

APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: EIEIEY




Cable Trays - System of Side Height H50

mIK

Adjustable Vertical Connector

Dikey Seviye Degistirme Eki - LLlapHupHbIli coeduHumenb

BDD 250

BDD 350

Hot-Dip Galvanized
BDD ... H50

CODE

m

Length =S

mm ad/pc

Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

BDD ... H50

CODE

2.0mm

ad/pc

BDD 250 15 HDG 250 0.20 1

BDD 250 20 HDG 0.23

BDD 350 15 HDG 250 0.26 1

BDD 350 20 HDG 250 0.30

Adjustable Horizontal Connector - Hinged Type

Menteseli Yatay Seviye Degistirme Eki - LLlapHupHbIii y2rnoeoli coeduHumenb

MYD 150

MYDU 150

Hot-Dip Galvanized

MYD ... H50 1.5mm

Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

MYDU ... H50 1.5mm

Length
CODE = CODE
mm ad/pc ad/pc
MYD 150 15 HDG 200 0.14 1 MYDU 150 15 HDG 0.35
0
MYD 150 20 HDG 200 0.20 1 MYDU 150 20 HDG

Adjustable Horizontal Connector - Long Type
Yatay seviye degistirme eki - Uzun - Yznoeoii coedurumensb - OnuHHbI0

Pre - Galvanized

BYDU ... H50 1.5mm

Important!

To install cable tray - bend use Screw Sets
CFS M6 or CFS M8

BYDU H50 2.0mm
R

Length

MADE IN TURKEY

Length
mm 1m mm im
BYDU 150 15 HDG 1000 0.38 1 BYDU 150 20 HDG 1000 0.50 1

T hlA
n n
< n

BDD 250 BDD 350
124 124

22,22 22

155

Sl

8 R2g O‘U
0 UF%DP

L=250

50
—CO
—CO

—_

LLS—‘ MYD 150 &5
L=600mm
8 Q Q J) 1100 0K
LLS—‘ MYDU 150 85
T
ol -
J 0lo alodolo ofo 0
.25 L=1000
APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Trays - System of Side Height H50

miIK

MADE IN TURKEY

Seperator
Seperator - [Tepe2opodka SEP H50 HDG
T TN

—— o

45
45

RE e

SEP 150

50
50

Important! U U
. . To install cable tray - ben rew Set
Hot-Dip Galvanized C?:sz\,,% 53333 o 3 end use Screw Sets
= P
SEP ... H50 SEP ... H50 1.0mm - - (T
Length
CODE L % CODE % U\ U\
mm 1m mm
SEP 150 10 HDG 3000 0.55] 1 SEP 250 10 HDG 1 25x8,5 25x8,5
P 0 SEP ... H50
Length =X o d
@ 1 s
CODE CODE
mLm m @ @
SEP 150 15 HDG 3000 0.83] 1 SEP 250 15 HDG 1
P 0 0 SEP ... H50
Length
CODE L @ = CODE %
mm m SEP Y50 H50
SEP 150 20 HDG 3000 1.10] 1 SEP 250 20 HDG 3000 126] 1
T 11
45

Seperator Horizontal Adjustable
Seperator Yatay Ayarlanabilir - [lepe2opomka wapHupHas

20
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SEP Y50 HDG
APPLICATIONS
Important! Cable routing
. . To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8 MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

SEP Y50 H50 1.5mm

SEP Y50 H50 2.0mm

Available finishes:
Steel, strip-galv. acc. to the Sendzimir method

CODE CODE to TS-EN 10346:2011 (PG)
ad/pc ad/pc SS- stainless steel AISI 304L and AISI 316L (SS)
SEP Y50 15 HDG 1.24 SEP Y50 20 HDG 1.65 EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [EEIEAY




Cable Trays - System of Side Height H50

Reducer Connection / Bend Reducer
Reduksiyon Eki / Déniis reduksiyon (Tek) - PedykyuoHHb1l nepexoOHUK T0MKOE U y2/108

RC Mounting

Important!

To install cable tray - bend use Screw Sets

Hot-Dip Galvanized CFS M6 or CFS M8

mIK

MADE IN TURKEY

RC ... H50 1.5mm RC ... H50
Length Length
CODE L % CODE L %
mm ad/pc mm ad/pc
RC 50 25 15 HDG 25 0.11 1 RC 50 25 20 HDG 25 0.15 1
RC 50 50 15 HDG 50 0.14 1 RC 50 50 20 HDG 50 0.19 1
RC 50 75 15 HDG 75 0.17 1 RC 50 75 20 HDG 75 0.22 1
RC 50 100 15 HDG 00 0.19 RC 50 100 20 HDG 00 0.26
RC 50 125 15 HDG 25 0.22 RC 50 125 20 HDG 25 0.29
RC 50 150 15 HDG 50 0.25 RC 50 150 20 HDG 50 0.33
RC 50 175 15 HDG 75 0.27 RC 50 175 20 HDG 75 0.37
RC 50 200 15 HDG 200 0.30 RC 50 200 20 HDG 200 0.40
RC 50 225 15 HDG 225 0.33 RC 50 225 20 HDG 225 0.44
RC 50 250 15 HDG 250 0.35 RC 50 250 20 HDG 250 0.47
RC 50 275 15 HDG 275 0.38 RC 50 275 20 HDG 275 0.51
RC 50 300 15 HDG 300 0.41 1 RC 50 300 20 HDG 300 0.54 1
RC 50 325 15 HDG 325 0.43 1 RC 50 325 20 HDG 325 0.58 1
RC 50 350 15 HDG 350 0.46 RC 50 350 20 HDG 350 0.61
RC 50 375 15 HDG 375 0.49 RC 50 375 20 HDG 375 0.65
RC 50 400 15 HDG 400 0.51 RC 50 400 20 HDG 400 0.68
RC 50 425 15 HDG 425 0.54 RC 50 425 20 HDG 425 0.72
RC 50 450 15 HDG 450 0.57 RC 50 450 20 HDG 450 0.75
RC 50 475 15 HDG 475 0.59 RC 50 475 20 HDG 475 0.79
RC 50 500 15 HDG 500 0.62 RC 50 500 20 HDG 500 0.82
RC 50 525 15 HDG 525 0.65 RC 50 525 20 HDG 525 0.86
RC 50 550 15 HDG 550 0.67 RC 50 550 20 HDG 550 0.90
RC 50 575 15 HDG 575 0.70 RC 50 575 20 HDG 575 0.93

Expansion Plate
Birlestirme Elemani - CoeduHumens Ha paccmosiHuu

MBE Mounting

Important!

To install cable tray - bend use Screw Sets

Hot-Dip Galvanized CFS M6 or CFS M8

MBE ... H50
P amd
CODE L S CODE L -
mm ad/pc @ mm ad/pc @
MBE 50 15 HDG 200 0.10 1 MBE 50 20 HDG 200 0.13 1

RC H40 HDG
75 ‘ L 75
\
L 15|
9x25 1

MBE H50 HDG

50

47

(?

8,5x23

8,5x80

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [IENEH




