
MADE IN TURKEY

m
Cable Trays - System of Side Height H80

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

3000 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8
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APK 825 12 HDG
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APK 845 20 HDG

APK 860 20 HDG

APK 822 20 HDG

APK 805 20 HDG
APK 807 20 HDG
APK 810 20 HDG
APK 812 20 HDG
APK 815 20 HDG
APK 820 20 HDG

APK 825 20 HDG
APK 830 20 HDG
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APK 890 20 HDG
APK 880 20 HDG
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APK 875 20 HDG
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Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H80

APK ... H80

KBE ... H80 KBE ... H80

KBE 280
KBE 380

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

Width
Usable

Cross-Section

38 cm
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158 cm
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400 cm
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m
Cable Trays - System of Side Height H80

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 805 10 HDG 300050

ADK 807 10 HDG 300075
ADK 810 10 HDG 3000100
ADK 812 10 HDG 3000125

150ADK 815 10 HDG 3000
200ADK 820 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 822 15 HDG 3000

ADK 805 15 HDG 3000

225

50

ADK 807 15 HDG 300075
ADK 810 15 HDG 3000100
ADK 812 15 HDG 3000125

150ADK 815 15 HDG 3000
200ADK 820 15 HDG 3000

ADK 825 15 HDG 3000250
ADK 830 15 HDG 3000300
ADK 840 15 HDG 3000400
ADK 845 15 HDG 3000450
ADK 850 15 HDG 3000500
ADK 860 15 HDG 3000600

1.0mm

pcs

1.5mm

ADK 870 15 HDG 3000700
ADK 875 15 HDG 3000750
ADK 880 15 HDG 3000800
ADK 890 15 HDG 3000900
ADK 800 15 HDG 30001000
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a
mm
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Length

L
mm 1m

kgCODE
pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed
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175BYD 380 15 HDG 100
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2.0mm

175 0.16BYD 280 15 HDG 100
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ADK 830 20 HDG 3000300
ADK 840 20 HDG 3000400
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150ADK 815 12 HDG 3000
200ADK 820 12 HDG 3000

ADK 825 12 HDG 3000250
ADK 830 12 HDG 3000300
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5.85

6.63
7.42
8.99

2.13
2.37
2.60
2.84

3.08
3.55

16.84
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Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H80

ADK ... H80

BYD 2 ... H80 BYD 3 ... H80

BYD 280
BYD 380

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

Width
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Cross-Section

38 cm

118 cm
78 cm

158 cm
238 cm
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478 cm
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400 cm
500 cm
600 cm

2

2

2

2

2

2

2

2



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 805 10 HDG

KA90 807 10 HDG
KA90 810 10 HDG
KA90 812 10 HDG
KA90 815 10 HDG
KA90 820 10 HDG

CODECODE

50

75
100
125
150
200

0,34

0,41
0,59
0,69
0,80
1,04

KA90 822 15 HDG

KA90 805 15 HDG

KA90 807 15 HDG
KA90 810 15 HDG
KA90 812 15 HDG
KA90 815 15 HDG
KA90 820 15 HDG

KA90 825 15 HDG
KA90 830 15 HDG
KA90 840 15 HDG
KA90 845 15 HDG
KA90 850 15 HDG
KA90 860 15 HDG
KA90 870 15 HDG
KA90 875 15 HDG
KA90 880 15 HDG
KA90 890 15 HDG
KA90 800 15 HDG
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200
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400
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500
600
700
750
800
900

1000

4,23

1,75

0,50
0,62
0,88
1,03
1,19
1,55

1,96
2,55
3,63

11,82
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KA90 850 20 HDG
KA90 845 20 HDG

KA90 860 20 HDG

KA90 822 20 HDG

KA90 805 20 HDG

KA90 807 20 HDG
KA90 810 20 HDG
KA90 812 20 HDG
KA90 815 20 HDG
KA90 820 20 HDG

KA90 825 20 HDG
KA90 830 20 HDG
KA90 840 20 HDG

KA90 870 20 HDG
KA90 875 20 HDG
KA90 880 20 HDG
KA90 890 20 HDG
KA90 800 20 HDG

500
450

600

225
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75
100
125
150
200
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300
400

700
750
800
900

1000

6,52
5,64

8,45

2,33

0,67

0,82
1,17
1,37
1,59
2,07

2,61
3,40
4,83

15,76

13,07

18,70

10,64
11,82

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 822 12 HDG

KA90 805 12 HDG

KA90 807 12 HDG
KA90 810 12 HDG
KA90 812 12 HDG
KA90 815 12 HDG
KA90 820 12 HDG

KA90 825 12 HDG
KA90 830 12 HDG

225
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100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,40

0,50
0,71
0,83
0,95
1,24
1,40
1,57
2,04

1

1

1
1
1
1
1

1
1

KA90R1 822 15 HDG

KA90R1 805 15 HDG

KA90R1 807 15 HDG
KA90R1 810 15 HDG

KA90R1 812 15 HDG
KA90R1 815 15 HDG
KA90R1 820 15 HDG

KA90R1 825 15 HDG
KA90R1 830 15 HDG
KA90R1 840 15 HDG
KA90R1 845 15 HDG
KA90R1 850 15 HDG
KA90R1 860 15 HDG
KA90R1 870 15 HDG
KA90R1 875 15 HDG
KA90R1 880 15 HDG
KA90R1 890 15 HDG
KA90R1 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000 16,02
13,44

7,51

2,21
2,50
3,13
4,60
5,17
6,03

9.25

10.33
11,09

0,69
0,85
1,04
1,24
1,45
1,94

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1
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300
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700
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800
900

1000

KA90R1 850 20 HDG
KA90R1 845 20 HDG

KA90R1 860 20 HDG

KA90R1 822 20 HDG

KA90R1 805 20 HDG

KA90R1 807 20 HDG
KA90R1 810 20 HDG
KA90R1 812 20 HDG
KA90R1 815 20 HDG
KA90R1 820 20 HDG

KA90R1 825 20 HDG
KA90R1 830 20 HDG
KA90R1 840 20 HDG

KA90R1 870 20 HDG
KA90R1 875 20 HDG
KA90R1 880 20 HDG
KA90R1 890 20 HDG
KA90R1 800 20 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

17,92
14,78

10,01

2,95
3,33
4,17
6,13
6,90
8,04

12,34

13,77

0,92

1,14
1,38
1,65
1,94
2,59

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0
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KA90R1 ... H80 KA90R1 ... H80
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KA90R1 H80 HDG



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 822 15 HDG

KA90R2 805 15 HDG

KA90R2 807 15 HDG
KA90R2 810 15 HDG

KA90R2 812 15 HDG
KA90R2 815 15 HDG
KA90R2 820 15 HDG

KA90R2 825 15 HDG
KA90R2 830 15 HDG
KA90R2 840 15 HDG
KA90R2 845 15 HDG
KA90R2 850 15 HDG
KA90R2 860 15 HDG
KA90R2 870 15 HDG
KA90R2 875 15 HDG
KA90R2 880 15 HDG
KA90R2 890 15 HDG
KA90R2 800 15 HDG

Width

a=b
mm

225

50

75
100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 21,46

18,66

11,38

4,60
4,98
5,75
7,44

8,36
9,31

13,62
14,81

16,05

1,87
2,62
2,93

3,24
3,56
4,24

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R2 850 20 HDG
KA90R2 845 20 HDG

KA90R2 860 20 HDG

KA90R2 822 20 HDG

KA90R2 805 20 HDG

KA90R2 807 20 HDG
KA90R2 810 20 HDG
KA90R2 812 20 HDG
KA90R2 815 20 HDG
KA90R2 820 20 HDG

KA90R2 825 20 HDG
KA90R2 830 20 HDG
KA90R2 840 20 HDG

KA90R2 870 20 HDG
KA90R2 875 20 HDG
KA90R2 880 20 HDG

KA90R2 890 20 HDG
KA90R2 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

21,40
19,75

6,14
6,63
7,66
9,91

11,13
12,42

15,16
18,16

3,11

3,49

3,90
4,31
4,75
5,65

24,89

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 822 15 HDG

KA90R4 805 15 HDG

KA90R4 807 15 HDG
KA90R4 810 15 HDG

KA90R4 812 15 HDG
KA90R4 815 15 HDG
KA90R4 820 15 HDG

KA90R4 825 15 HDG
KA90R4 830 15 HDG
KA90R4 840 15 HDG
KA90R4 845 15 HDG
KA90R4 850 15 HDG
KA90R4 860 15 HDG
KA90R4 870 15 HDG
KA90R4 875 15 HDG
KA90R4 880 15 HDG
KA90R4 890 15 HDG
KA90R4 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
128,17

18,67

7,52
8,58

10,82
12,01

13,25
15,86

20,13
21,65
24,81

3,77

4,20

4,64

5,56
6,52
7,01

5,09

KA90R4 850 20 HDG
KA90R4 845 20 HDG

KA90R4 860 20 HDG

KA90R4 822 20 HDG

KA90R4 805 20 HDG

KA90R4 807 20 HDG
KA90R4 810 20 HDG
KA90R4 812 20 HDG
KA90R4 815 20 HDG
KA90R4 820 20 HDG

KA90R4 825 20 HDG
KA90R4 830 20 HDG
KA90R4 840 20 HDG

KA90R4 870 20 HDG
KA90R4 875 20 HDG
KA90R4 880 20 HDG
KA90R4 890 20 HDG
KA90R4 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

5,03

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
11000

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90R2 ... H80 KA90R2 ... H80

KA90R4 ... H80 KA90R4 ... H80

28,62

5,60
6,19
6,79
7,41
8,69
9,35

10,03
11,44
14,43
16,01
17,66
21,15
24,88
26,84

28,86
33,09
37,56

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

8
0

15

8
0

15

KA90R2 H80 HDG

KA90R4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H 822 15 HDG

KA90H 805 15 HDG

KA90H 807 15 HDG
KA90H 810 15 HDG
KA90H 812 15 HDG
KA90H 815 15 HDG
KA90H 820 15 HDG

KA90H 825 15 HDG
KA90H 830 15 HDG

225

50

75
100
125
150
200

250
300

2,33
2,73
3,29

0,80
0,89

0,98
1,35
1,61

1
1

1

1
1
1
1

1

1

KA90H 822 20 HDG

KA90H 805 20 HDG

KA90H 807 20 HDG
KA90H 810 20 HDG
KA90H 812 20 HDG
KA90H 815 20 HDG
KA90H 820 20 HDG

KA90H 825 20 HDG
KA90H 830 20 HDG

225

50

75
100
125
150
200

250

300

3,63
4,38
5,67

1,06
1,19

1,31
1,79
2,15
3,10 1

1

1

1
1
1
1

1
1

KA45 805 10 HDG

KA45 807 10 HDG
KA45 810 10 HDG
KA45 812 10 HDG
KA45 815 10 HDG
KA45 820 10 HDG

KA45 822 15 HDG

KA45 805 15 HDG

KA45 807 15 HDG
KA45 810 15 HDG
KA45 812 15 HDG
KA45 815 15 HDG
KA45 820 15 HDG

KA45 825 15 HDG
KA45 830 15 HDG
KA45 840 15 HDG
KA45 845 15 HDG
KA45 850 15 HDG
KA45 860 15 HDG
KA45 870 15 HDG
KA45 875 15 HDG
KA45 880 15 HDG
KA45 890 15 HDG
KA45 800 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

0,57

0,38

0,45
0,52
0,59
0,67
0,84

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 850 20 HDG
KA45 845 20 HDG

KA45 860 20 HDG

KA45 822 20 HDG

KA45 805 20 HDG

KA45 807 20 HDG
KA45 810 20 HDG
KA45 812 20 HDG
KA45 815 20 HDG
KA45 820 20 HDG

KA45 825 20 HDG
KA45 830 20 HDG
KA45 840 20 HDG

KA45 870 20 HDG
KA45 875 20 HDG
KA45 880 20 HDG
KA45 890 20 HDG
KA45 800 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 822 12 HDG

KA45 805 12 HDG

KA45 807 12 HDG
KA45 810 12 HDG
KA45 812 12 HDG
KA45 815 12 HDG
KA45 820 12 HDG

KA45 825 12 HDG
KA45 830 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,46
0,54
0,62
0,71
0,80
1,01
1,30

1,71

4,51
3,91

5,14

1,68

0,76
0,89
1,03
1,18
1,34

2,16
2,38
2,85

9,81
8,93

11,69

6,54
8,09

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45 ... H80

KA45 ... H80

KA90H ... H80 KA90H ... H80

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

0,67
0,77
0,89
1,00
1,26
1,62
1,78
2,14
2,94
3,38

3,86
4,90
6,07
6,70
7,36

8,77
10,30

1,43

13,74

4,25

80

a

b

4
0

9x18

45°

9x18

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA45 H80 HDG

KA90H H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 822 15 HDG

KA45R2 805 15 HDG
KA45R2 807 15 HDG

KA45R2 810 15 HDG
KA45R2 812 15 HDG
KA45R2 815 15 HDG
KA45R2 820 15 HDG

KA45R2 825 15 HDG
KA45R2 830 15 HDG
KA45R2 840 15 HDG
KA45R2 845 15 HDG

KA45R2 850 15 HDG
KA45R2 860 15 HDG
KA45R2 870 15 HDG
KA45R2 875 15 HDG
KA45R2 880 15 HDG
KA45R2 890 15 HDG
KA45R2 800 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300

400
450
500
600
700
750
800
900

1000

8,82

2,72

1,55

1,73
1,92
2,11
2,32

2,95
3,16
3,63
4,62
5,15

5,71
6,88
8,15

10,96
9,52

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 850 20 HDG

KA45R2 845 20 HDG

KA45R2 860 20 HDG

KA45R2 822 20 HDG

KA45R2 805 20 HDG

KA45R2 807 20 HDG
KA45R2 810 20 HDG
KA45R2 812 20 HDG
KA45R2 815 20 HDG
KA45R2 820 20 HDG

KA45R2 825 20 HDG
KA45R2 830 20 HDG
KA45R2 840 20 HDG

KA45R2 870 20 HDG
KA45R2 875 20 HDG
KA45R2 880 20 HDG
KA45R2 890 20 HDG
KA45R2 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

7,61

6,86

9,18

3,92

2,07

2,31
2,56
2,81
3,08
3,64

4,22
4,84
6,16

10,87
11,76

14,63
16,68

12,69

1

1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 822 15 HDG

KA45R4 805 15 HDG
KA45R4 807 15 HDG
KA45R4 810 15 HDG
KA45R4 812 15 HDG
KA45R4 815 15 HDG
KA45R4 820 15 HDG

KA45R4 825 15 HDG
KA45R4 830 15 HDG
KA45R4 840 15 HDG
KA45R4 845 15 HDG
KA45R4 850 15 HDG
KA45R4 860 15 HDG
KA45R4 870 15 HDG
KA45R4 875 15 HDG
KA45R4 880 15 HDG
KA45R4 890 15 HDG
KA45R4 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,15

2,27
2,53

2,78
3,04
3,31
3,87

4,45
5,04
6,31
6,98

7,68
9,13

10,67
11,48
12,31
14,05

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 850 20 HDG
KA45R4 845 20 HDG

KA45R4 860 20 HDG

KA45R4 822 20 HDG

KA45R4 805 20 HDG

KA45R4 807 20 HDG
KA45R4 810 20 HDG
KA45R4 812 20 HDG
KA45R4 815 20 HDG
KA45R4 820 20 HDG

KA45R4 825 20 HDG
KA45R4 830 20 HDG
KA45R4 840 20 HDG

KA45R4 870 20 HDG
KA45R4 875 20 HDG
KA45R4 880 20 HDG
KA45R4 890 20 HDG
KA45R4 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

5,53

3,03

3,36
3,71
4,06
4,41
5,16

5,92
6,73
8,41
9,31

10,23
12,17
14,23
15,31
16,41
18,72

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 ... H80 KA45R2 ... H80

15,87

KA45R4 ... H80 KA45R4 ... H80 

12,51

21,16

135°

b
25

9x18

R300

a

8
0

15

135°

b
25

9x18

R600

a

8
0

15

KA45R2 H80 HDG

KA45R4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAT 805 10 HDG

KAT 807 10 HDG
KAT 810 10 HDG
KAT 812 10 HDG
KAT 815 10 HDG
KAT 820 10 HDG

50

75
100
125
150
200

0.46

0.55
0.78
0.90
1.02
1.29

ad/pc

1
1

1
1
1
1 KAT 822 12 HDG

KAT 805 12 HDG

KAT 807 12 HDG
KAT 810 12 HDG
KAT 812 12 HDG
KAT 815 12 HDG
KAT 820 12 HDG

KAT 825 12 HDG
KAT 830 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.72

0.55

0.66
0.94
1.07
1.22

1.91
2.53

1.55 1
1

1

1
1
1
1

1
1

KAT 850 20 HDG 7.65500
450KAT 845 20 HDG 6.70

KAT 860 20 HDG 9.74600

KAT 822 20 HDG 2.87

KAT 805 20 HDG 0.91

225

50
KAT 807 20 HDG 1.0975
KAT 810 20 HDG 1.56100
KAT 812 20 HDG 1.79125

150KAT 815 20 HDG 2.03
200KAT 820 20 HDG 2.57

KAT 825 20 HDG 3.18250
KAT 830 20 HDG 4.22300
KAT 840 20 HDG 5.81400

KAT 822 15 HDG 2.15

KAT 805 15 HDG 0.69

225

50
KAT 807 15 HDG 0.8275
KAT 810 15 HDG 1.17100
KAT 812 15 HDG 1.34125

150KAT 815 15 HDG 1.53
200KAT 820 15 HDG 1.93

KAT 825 15 HDG 2.38250
KAT 830 15 HDG 3.16300
KAT 840 15 HDG 4.36400
KAT 845 15 HDG 5.02450
KAT 850 15 HDG 5.74500
KAT 860 15 HDG 7.30600
KAT 870 15 HDG 9.06700
KAT 875 15 HDG 10.01750
KAT 880 15 HDG 11.01800
KAT 890 15 HDG 13.14900
KAT 800 15 HDG 15.461000

KAT 870 20 HDG 12.08700
KAT 875 20 HDG 13.35750
KAT 880 20 HDG 14.67800
KAT 890 20 HDG 17.52900
KAT 800 20 HDG 20.611000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 822 15 HDG

KATR1 805 15 HDG

KATR1 807 15 HDG
KATR1 810 15 HDG

KATR1 812 15 HDG
KATR1 815 15 HDG
KATR1 820 15 HDG

KATR1 825 15 HDG
KATR1 830 15 HDG

KATR1 840 15 HDG
KATR1 845 15 HDG
KATR1 850 15 HDG
KATR1 860 15 HDG
KATR1 870 15 HDG
KATR1 875 15 HDG
KATR1 880 15 HDG
KATR1 890 15 HDG
KATR1 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,53

1,76

1,98
2,21
2,45
2,70
3,24

3,82

4,46
5,87
6,64
7,46
9,25

11,22
12,28
13,38
15,73
18,27

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 850 20 HDG
KATR1 845 20 HDG

KATR1 860 20 HDG

KATR1 822 20 HDG

KATR1 805 20 HDG

KATR1 807 20 HDG
KATR1 810 20 HDG
KATR1 812 20 HDG
KATR1 815 20 HDG
KATR1 820 20 HDG

KATR1 825 20 HDG

KATR1 830 20 HDG
KATR1 840 20 HDG

KATR1 870 20 HDG
KATR1 875 20 HDG
KATR1 880 20 HDG
KATR1 890 20 HDG
KATR1 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4.70

2.35

2.64

2.94
3.26
3.60
4.32

5.10
5.94
7.82
8.85
9.95

12,33
14.96
16,37
17,84
20.98
24.36

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAT ... H80

KAT ... H80

KATR1 ... H80 KATR1 ... H80

R90

b

18

9

40 caa+55

b+210

9x18

80

R150

b

18

9

40 caa+185

b+285

9x18

80

KAT H80 HDG

KATR1 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 

 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 822 15 HDG

KATR4 805 15 HDG
KATR4 807 15 HDG
KATR4 810 15 HDG
KATR4 812 15 HDG
KATR4 815 15 HDG
KATR4 820 15 HDG

KATR4 825 15 HDG

KATR4 830 15 HDG
KATR4 840 15 HDG
KATR4 845 15 HDG
KATR4 850 15 HDG
KATR4 860 15 HDG
KATR4 870 15 HDG
KATR4 875 15 HDG
KATR4 880 15 HDG
KATR4 890 15 HDG
KATR4 800 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

14,42

9,14
9,85

10,58
11,32
12,07
13,62

15,23
16,89

20,41
22,26
24,16
28,15
32,37
34,57
36,82
41,52
46,45

KATR4 822 20 HDG

KATR4 805 20 HDG
KATR4 807 20 HDG
KATR4 810 20 HDG
KATR4 812 20 HDG
KATR4 815 20 HDG
KATR4 820 20 HDG

KATR4 825 20 HDG

KATR4 830 20 HDG
KATR4 840 20 HDG
KATR4 845 20 HDG
KATR4 850 20 HDG

KATR4 860 20 HDG
KATR4 870 20 HDG

KATR4 875 20 HDG
KATR4 880 20 HDG
KATR4 890 20 HDG
KATR4 800 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

19,22

12,19
13,13
14,09
15,09
16,09
18,16

20,30
22,53
27,21
29,68
32,21
37,53
43,16
46,09
49,10
55,36
61,93

KATR2 822 15 HDG

KATR2 805 15 HDG

KATR2 807 15 HDG
KATR2 810 15 HDG

KATR2 812 15 HDG
KATR2 815 15 HDG
KATR2 820 15 HDG

KATR2 825 15 HDG
KATR2 830 15 HDG
KATR2 840 15 HDG
KATR2 845 15 HDG
KATR2 850 15 HDG
KATR2 860 15 HDG
KATR2 870 15 HDG
KATR2 875 15 HDG
KATR2 880 15 HDG
KATR2 890 15 HDG
KATR2 800 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

8,23

4,81
5,26
5,72
6,19
6,67
7,70

8,78
9,92

12,38
13,69
15,07
17,99
21,16
22,82
24,54
28,18
32,05

KATR2 850 20 HDG
KATR2 845 20 HDG

KATR2 860 20 HDG

KATR2 822 20 HDG

KATR2 805 20 HDG

KATR2 807 20 HDG
KATR2 810 20 HDG
KATR2 812 20 HDG
KATR2 815 20 HDG
KATR2 820 20 HDG

KATR2 825 20 HDG

KATR2 830 20 HDG
KATR2 840 20 HDG

KATR2 870 20 HDG
KATR2 875 20 HDG
KATR2 880 20 HDG
KATR2 890 20 HDG
KATR2 800 20 HDG

225

50

75
100
125
150
200

250

300
400
450
500
600
700
750
800
900

1000

20,08
18,26

23,98

10,98

6,41

7,01
7,62
8,25
8,90

10,26

11,70
13,23
16,50

28,20
30,42
32,73
37,57
42,74

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATR2 ... H80 KATR2 ... H80

KATR4 ... H80 KATR4 ... H80

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

8
0

15

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

8
0

15

KATR2 H80 HDG

KATR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mmKAD ... H80

CODE

KAD 805 10 HDG

KAD 807 10 HDG
KAD 810 10 HDG
KAD 812 10 HDG
KAD 815 10 HDG
KAD 820 10 HDG

50

75
100
125
150
200

0.63

0.91

1.04
1.17
1.31
1.87

1

1
1
1
1
1

1

1
1
1
1
1

KAD 805 15 HDG
KAD 807 15 HDG
KAD 810 15 HDG
KAD 812 15 HDG
KAD 815 15 HDG
KAD 820 15 HDG

50

75
100
125
150
200

0.94

1.37
1.55

1.75
1.96
2.80

1

1
1
1
1
1

1

1
1
1
1
1

KAD 822 15 HDG
KAD 825 15 HDG
KAD 830 15 HDG
KAD 840 15 HDG
KAD 845 15 HDG
KAD 850 15 HDG

225

250
300
400
450
500

3.07

3.34
3,92

5,23
5,96
6,73

1

1
1
1
1
1

1

1
1
1
1
1

KAD 860 15 HDG
KAD 870 15 HDG
KAD 875 15 HDG
KAD 880 15 HDG
KAD 890 15 HDG

600

700
750
800
900

8,42

10,29
11,30

12,35
14,61

1

1
1
1
1

1

1
1
1
1

KAD 800 15 HDG 1000 17,05 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H80

CODE

KAD 805 12 HDG

KAD 807 12 HDG
KAD 810 12 HDG
KAD 812 12 HDG
KAD 815 12 HDG
KAD 820 12 HDG

50

75
100
125
150
200

0,75

1,09

1,24
1,40
1,57
2,24

1

1
1
1
1
1

1

1
1
1
1
1

KAD 805 20 HDG
KAD 807 20 HDG
KAD 810 20 HDG
KAD 812 20 HDG
KAD 815 20 HDG
KAD 820 20 HDG

50

75
100
125
150
200

1.25
1.82
2.07
2.33
2.61
3.74

1

1
1
1
1
1

1

1
1
1
1
1

KAD 822 20 HDG
KAD 825 20 HDG
KAD 830 20 HDG
KAD 840 20 HDG
KAD 845 20 HDG
KAD 850 20 HDG

225

250
300
400
450
500

4.09
4.45
5.23
6.98
7.94
8,97

1

1
1
1
1
1

1

1
1
1
1
1

KAD 860 20 HDG
KAD 870 20 HDG
KAD 875 20 HDG
KAD 880 20 HDG
KAD 890 20 HDG

600

700
750
800
900

11,22

13.72
15.06
16.47
19.47

1

1
1
1
1

1

1
1
1
1

KAD 800 20 HDG 1000 22.73 11

KAD 822 12 HDG
KAD 825 12 HDG

225
250

2,12
2.33

1
1
1
1

KAD 830 12 HDG 300 3.14 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H80

CODE

KADR1 805 15 HDG
KADR1 807 15 HDG
KADR1 810 15 HDG
KADR1 812 15 HDG
KADR1 815 15 HDG
KADR1 820 15 HDG

50

75
100
125
150
200

2,04
2,27
2,50
2,75
3,01
3,57

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 822 15 HDG
KADR1 825 15 HDG
KADR1 830 15 HDG
KADR1 840 15 HDG
KADR1 845 15 HDG
KADR1 850 15 HDG

225

250
300
400
450
500

3,86
4,17
4,82
6,26
7,05
7,89

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 860 15 HDG
KADR1 870 15 HDG
KADR1 875 15 HDG
KADR1 880 15 HDG
KADR1 890 15 HDG

600

700
750
800
900

9,71
11,72
12,79
13,91
16,29

1

1
1
1
1

1

1
1
1
1

KADR1 800 15 HDG 1000 18,87 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H80

CODE

KADR1 805 20 HDG
KADR1 807 20 HDG
KADR1 810 20 HDG
KADR1 812 20 HDG
KADR1 815 20 HDG
KADR1 820 20 HDG

50

75
100
125
150
200

2.72

3.02

3.34
3.67
4,01
4.76

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 822 20 HDG
KADR1 825 20 HDG
KADR1 830 20 HDG
KADR1 840 20 HDG
KADR1 845 20 HDG
KADR1 850 20 HDG

225

250
300
400
450
500

5.15
5.56
6.43

8,35
9,40

10,52

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 860 20 HDG
KADR1 870 20 HDG
KADR1 875 20 HDG
KADR1 880 20 HDG
KADR1 890 20 HDG

600

700
750
800
900

12,94
15,62
17,05
18,55
21,72

1

1
1
1
1

1

1
1
1
1

KADR1 800 20 HDG 1000 25,15 11

1.5mm 2.0mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

Hot-D�p Galvan�zed

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

9x18

80

9x18

80

KAD H80 HDG

KADR1 H80 HDG

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H80

CODE

KADR2 805 15 HDG

KADR2 807 15 HDG
KADR2 810 15 HDG

KADR2 812 15 HDG
KADR2 815 15 HDG
KADR2 820 15 HDG

50

75
100
125
150
200

6,76

7,30
7,85

8,42
9,00

10,02

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H80

CODE

KADR4 805 15 HDG
KADR4 807 15 HDG
KADR4 810 15 HDG
KADR4 812 15 HDG
KADR4 815 15 HDG
KADR4 820 15 HDG

50

75
100
125
150
200

13,51

14,40
15,31
16,23
17,16
19,08

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 822 15 HDG
KADR4 825 15 HDG
KADR4 830 15 HDG
KADR4 840 15 HDG
KADR4 845 15 HDG
KADR4 850 15 HDG

225

250
300
400
450
500

20,05
21,05
23,08

27,32
29,53

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 860 15 HDG
KADR4 870 15 HDG
KADR4 875 15 HDG
KADR4 880 15 HDG
KADR4 890 15 HDG

600

700
750
800
900

31,79
36,50

41,45
44,01
46,63

1

1
1
1
1

1

1
1
1
1

KADR4 800 15 HDG 1000
52,05

11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H80

CODE

KADR4 805 20 HDG
KADR4 807 20 HDG
KADR4 810 20 HDG
KADR4 812 20 HDG
KADR4 815 20 HDG
KADR4 820 20 HDG

50

75
100
125
150
200

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 822 20 HDG
KADR4 825 20 HDG
KADR4 830 20 HDG
KADR4 840 20 HDG
KADR4 845 20 HDG
KADR4 850 20 HDG

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 860 20 HDG
KADR4 870 20 HDG
KADR4 875 20 HDG
KADR4 880 20 HDG
KADR4 890 20 HDG

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

KADR4 800 20 HDG 1000 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 822 15 HDG

KADR2 825 15 HDG
KADR2 830 15 HDG

KADR2 840 15 HDG
KADR2 845 15 HDG
KADR2 850 15 HDG

225

250
300
400
450
500

10,83
11,47

12,80
15,62
17,12
18,68

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 860 15 HDG

KADR2 870 15 HDG
KADR2 875 15 HDG

KADR2 880 15 HDG
KADR2 890 15 HDG
KADR2 800 15 HDG

600
700

750
800
900

1000

21,98

25,51
27,37
29,28
33,28

37,52

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H80

CODE

KADR2 805 20 HDG

KADR2 807 20 HDG
KADR2 810 20 HDG

KADR2 812 20 HDG
KADR2 815 20 HDG
KADR2 820 20 HDG

50

75
100
125
150
200

9,01
9,72

10,46
11,21
11,99
13,60

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 822 20 HDG

KADR2 825 20 HDG
KADR2 830 20 HDG

KADR2 840 20 HDG
KADR2 845 20 HDG
KADR2 850 20 HDG

225

250
300
400
450
500

14,43
15,29
17,05
20,82
22,82
24,90

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 860 20 HDG

KADR2 870 20 HDG
KADR2 875 20 HDG

KADR2 880 20 HDG
KADR2 890 20 HDG
KADR2 800 20 HDG

600
700

750
800
900

1000

29,30

34,01
36,48
39,03
44,37
50,02

1

1
1
1
1
1

1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0
57,70

18,00

19,19
20,40
21,62
22,87
25,42
26,73
28,05

30,76
36,41
39,36
42,38
48,66

55,25

58,67
62,16
69,38
76,92

R
600

7
2

5
c

b
b+725

aa
+

1
4

5
0

d+1450
d

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

8
0

15

8
0

15

KADR2 H80 HDG

KADR4 H80 HDG



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 850 15 HDG 90 1.23500
450KATE 845 15 HDG 90 1.15

KATE 860 15 HDG 90 1.40600

KATE 822 15 HDG 90 0.77225

KATE 810 15 HDG 90 0.57100
KATE 812 15 HDG 90 0.61125

150KATE 815 15 HDG 90 0.65
200KATE 820 15 HDG 90 0.73

KATE 825 15 HDG 90 0.82250
KATE 830 15 HDG 90 0.90300
KATE 840 15 HDG 90 1.06400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 850 20 HDG 90500
450KATE 845 20 HDG 90

KATE 860 20 HDG 90600

KATE 822 20 HDG 90 1.03225

KATE 810 20 HDG 90 0.75100
KATE 812 20 HDG 90 0.81125

150KATE 815 20 HDG 90 0.86
200KATE 820 20 HDG 90 0.97

KATE 825 20 HDG 90250
KATE 830 20 HDG 90300
KATE 840 20 HDG 90400

1
1

1

1
1
1
1

1
1
1
1

KATER1 850 20 HDG 150 2.61500
450KATER1 845 20 HDG 150 2.45

KATER1 860 20 HDG 150 2.93600

KATER1 822 20 HDG 150 1.72225

KATER1 810 20 HDG 150 1.32100
KATER1 812 20 HDG 150 1.40125

150KATER1 815 20 HDG 150 1.48
200KATER1 820 20 HDG 150 1.64

KATER1 825 20 HDG 150 1.80250
KATER1 830 20 HDG 150 1.96300
KATER1 840 20 HDG 150 2.28400

1
1

1

1
1
1
1

1
1
1
1

KATER1 850 15 HDG 1.96
KATER1 845 15 HDG 1.84

KATER1 860 15 HDG 2.20

KATER1 822 15 HDG 1.29

KATER1 810 15 HDG 0.99
KATER1 812 15 HDG 1.05
KATER1 815 15 HDG 1.11
KATER1 820 15 HDG 1.23

KATER1 825 15 HDG 1.35
KATER1 830 15 HDG 1.47
KATER1 840 15 HDG 1.71

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.31

0.41
0.70

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 8 15 HDG 9055

KA90ER1 8 15 HDG 15090
KA90ER2 8 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 8 20 HDG 90 0.3955

KA90ER1 8 20 HDG 150 0.5490
KA90ER2 8 20 HDG 300 0.94180

mm pcs

1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATE ... H80 KATER1 ... H80

KA90E ... H80 KA90E ... H80

1,53
1,42

1,64

1.09
1.20

1,86

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

8
0

1
8

9

20

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KATE Mount�ng

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KATER1 H80 HDG

KA90E H80 HDG



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

ROS 820.05 20 HDG

ROS 810.05 20 HDG

200

100

ROS 815.10 20 HDG 150
ROS 815.05 20 HDG 150
ROS 820.15 20 HDG 200
ROS 820.10 20 HDG

ROS 825.20 20 HDG 250
ROS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 830.05 20 HDG

ROS 825.10 20 HDG

300

250

ROS 825.05 20 HDG 250
ROS 830.25 20 HDG 300
ROS 830.20 20 HDG 300
ROS 830.15 20 HDG
ROS 830.10 20 HDG

ROS 840.30 20 HDG 400
ROS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 845.25 20 HDG

ROS 840.20 20 HDG

450

400

ROS 840.15 20 HDG 400
ROS 840.10 20 HDG 400
ROS 840.05 20 HDG 400

150ROS 845.40 20 HDG
200ROS 845.30 20 HDG

ROS 845.20 20 HDG 450
ROS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 850.20 20 HDG

ROS 845.10 20 HDG

500

450

ROS 845.05 20 HDG 450
ROS 850.45 20 HDG 500
ROS 850.40 20 HDG 500
ROS 850.30 20 HDG
ROS 850.25 20 HDG

ROS 850.15 20 HDG 500
ROS 850.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 860.20 20 HDG

ROS 850.05 20 HDG

600

500

ROS 860.50 20 HDG 600
ROS 860.45 20 HDG 600
ROS 860.40 20 HDG 600
ROS 860.30 20 HDG
ROS 860.25 20 HDG

ROS 860.15 20 HDG 600
ROS 860.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 810.05 15 HDG

ROS 815.10 15 HDG
ROS 815.05 15 HDG
ROS 820.15 15 HDG

ROS 820.10 15 HDG
ROS 820.05 15 HDG
ROS 825.20 15 HDG
ROS 825.15 15 HDG
ROS 825.10 15 HDG
ROS 825.05 15 HDG
ROS 830.25 15 HDG
ROS 830.20 15 HDG

ROS 830.15 15 HDG
ROS 830.10 15 HDG
ROS 830.05 15 HDG
ROS 840.30 15 HDG
ROS 840.25 15 HDG

ROS 840.20 15 HDG

ROS 840.15 15 HDG
ROS 840.10 15 HDG
ROS 840.05 15 HDG
ROS 845.40 15 HDG
ROS 845.30 15 HDG
ROS 845.25 15 HDG
ROS 845.20 15 HDG

ROS 845.15 15 HDG
ROS 845.10 15 HDG

ROS 845.05 15 HDG
ROS 850.45 15 HDG
ROS 850.40 15 HDG
ROS 850.30 15 HDG

ROS 850.25 15 HDG
ROS 850.20 15 HDG
ROS 850.15 15 HDG
ROS 850.10 15 HDG
ROS 850.05 15 HDG

ROS 860.50 15 HDG
ROS 860.45 15 HDG
ROS 860.40 15 HDG
ROS 860.30 15 HDG
ROS 860.25 15 HDG
ROS 860.20 15 HDG
ROS 860.15 15 HDG
ROS 860.10 15 HDG

ROS 860.05 15 HDG

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

500
500

600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS ... H80 ROS ... H80

0,85
1,01
0,93
1,18
1,09
1,01
1,34
1,26
1,18

1,09
1,51
1,42
1,34

1,26
1,18
2,00
1,91
1,81

1,72
1,63
1,53
2,57

2,36
2,25
2,15
2,04
1,93

1,83
3,09
2,97
2,74

2,38
2,27
2,15

4,13
3,99
3,85
3,57
3,42
3,28
3,14
3,00
2,86

2,50
2,62

1,13
1,35
1,24
1,57
1,46
1,35
1,79
1,68
1,57

1,46
2,01
1,90
1,79

1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00

3,81

3,33
3,49

W1

W2

9x18

6
0

?

6
0

W1

W2

9x18

6
0

?

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

ROS H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 820.05 15 HDG

RLS 810.05 15 HDG

200

100

RLS 815.10 15 HDG 150
RLS 815.05 15 HDG 150
RLS 820.15 15 HDG 200

150RLS 820.10 15 HDG

RLS 825.20 15 HDG 250
RLS 825.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 830.05 15 HDG

RLS 825.10 15 HDG

300

250

RLS 825.05 15 HDG 250
RLS 830.25 15 HDG 300
RLS 830.20 15 HDG 300

150RLS 830.15 15 HDG
200RLS 830.10 15 HDG

RLS 840.30 15 HDG 400
RLS 840.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 845.25 15 HDG

RLS 840.20 15 HDG

450

400

RLS 840.15 15 HDG 400
RLS 840.10 15 HDG 400
RLS 840.05 15 HDG 400

150RLS 845.40 15 HDG
200RLS 845.30 15 HDG

RLS 845.20 15 HDG 450
RLS 845.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 850.20 15 HDG

RLS 845.10 15 HDG

500

450

RLS 845.05 15 HDG 450
RLS 850.45 15 HDG 500
RLS 850.40 15 HDG 500

150RLS 850.30 15 HDG
200RLS 850.25 15 HDG

RLS 850.15 15 HDG 500
RLS 850.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 860.20 15 HDG

RLS 850.05 15 HDG

600

500

RLS 860.50 15 HDG 600
RLS 860.45 15 HDG 600
RLS 860.40 15 HDG 600

150RLS 860.30 15 HDG
200RLS 860.25 15 HDG

RLS 860.15 15 HDG 600
RLS 860.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 860.05 15 HDG 600 50

RLS 820.05 20 HDG

RLS 810.05 20 HDG

200

100

RLS 815.10 20 HDG 150
RLS 815.05 20 HDG 150
RLS 820.15 20 HDG 200

150RLS 820.10 20 HDG

RLS 825.20 20 HDG 250
RLS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RLS 830.05 20 HDG

RLS 825.10 20 HDG

300

250

RLS 825.05 20 HDG 250
RLS 830.25 20 HDG 300
RLS 830.20 20 HDG 300

150RLS 830.15 20 HDG
200RLS 830.10 20 HDG

RLS 840.30 20 HDG 400
RLS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 845.25 20 HDG

RLS 840.20 20 HDG

450

400

RLS 840.15 20 HDG 400
RLS 840.10 20 HDG 400
RLS 840.05 20 HDG 400

150RLS 845.40 20 HDG
200RLS 845.30 20 HDG

RLS 845.20 20 HDG 450
RLS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 850.20 20 HDG

RLS 845.10 20 HDG

500

450

RLS 845.05 20 HDG 450
RLS 850.45 20 HDG 500
RLS 850.40 20 HDG 500

150RLS 850.30 20 HDG
200RLS 850.25 20 HDG

RLS 850.15 20 HDG 500
RLS 850.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 860.20 20 HDG

RLS 850.05 20 HDG

600

500

RLS 860.50 20 HDG 600
RLS 860.45 20 HDG 600
RLS 860.40 20 HDG 600

150RLS 860.30 20 HDG
200RLS 860.25 20 HDG

RLS 860.15 20 HDG 600
RLS 860.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RLS ... H80 RLS ... H80

1,34

0,85

1,01
0,93
1,18

1,26
1,18

1,01

2,00

1,09

1,51
1,42
1,34

1,18

1,91
1,81

1,26

2,15

1,72

1,63
1,53
2,57

2,25

2,04
1,93

2,36

2,38

1,83

3,09
2,97
2,74

2,50

2,27
2,15

2,62

3,14

4,13

3,99
3,85
3,57

3,28

3,00
2,86

3,42

1,09

1,13
1,35
1,24
1,57
1,46
1,35
1,79
1,68
1,57

1,46
2,01
1,90
1,79

1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00

3,81

3,33
3,49

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)
L

RLS H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 820.05 15 HDG

RGS 810.05 15 HDG

200

100

RGS 815.10 15 HDG 150
RGS 815.05 15 HDG 150
RGS 820.15 15 HDG 200

150RGS 820.10 15 HDG

RGS 825.20 15 HDG 250
RGS 825.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H80

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H80

pcs

2.0mm

W2
mm
W1

RGS 830.05 15 HDG

RGS 825.10 15 HDG

300

250

RGS 825.05 15 HDG 250
RGS 830.25 15 HDG 300
RGS 830.20 15 HDG 300

150RGS 830.15 15 HDG
200RGS 830.10 15 HDG

RGS 840.30 15 HDG 400
RGS 840.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 845.25 15 HDG

RGS 840.20 15 HDG

450

400

RGS 840.15 15 HDG 400
RGS 840.10 15 HDG 400
RGS 840.05 15 HDG 400

150RGS 845.40 15 HDG
200RGS 845.30 15 HDG

RGS 845.20 15 HDG 450
RGS 845.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 850.20 15 HDG

RGS 845.10 15 HDG

500

450

RGS 845.05 15 HDG 450
RGS 850.45 15 HDG 500
RGS 850.40 15 HDG 500

150RGS 850.30 15 HDG
200RGS 850.25 15 HDG

RGS 850.15 15 HDG 500
RGS 850.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 860.20 15 HDG

RGS 850.05 15 HDG

600

500

RGS 860.50 15 HDG 600
RGS 860.45 15 HDG 600
RGS 860.40 15 HDG 600

150RGS 860.30 15 HDG
200RGS 860.25 15 HDG

RGS 860.15 15 HDG 600
RGS 860.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 860.05 15 HDG 600 50

RGS 820.05 20 HDG

RGS 810.05 20 HDG

200

100

RGS 815.10 20 HDG 150
RGS 815.05 20 HDG 150
RGS 820.15 20 HDG 200

150RGS 820.10 20 HDG

RGS 825.20 20 HDG 250
RGS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 830.05 20 HDG

RGS 825.10 20 HDG

300

250

RGS 825.05 20 HDG 250
RGS 830.25 20 HDG 300
RGS 830.20 20 HDG 300

150RGS 830.15 20 HDG
200RGS 830.10 20 HDG

RGS 840.30 20 HDG 400
RGS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 845.25 20 HDG

RGS 840.20 20 HDG

450

400

RGS 840.15 20 HDG 400
RGS 840.10 20 HDG 400
RGS 840.05 20 HDG 400

150RGS 845.40 20 HDG
200RGS 845.30 20 HDG

RGS 845.20 20 HDG 450
RGS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 850.20 20 HDG

RGS 845.10 20 HDG

500

450

RGS 845.05 20 HDG 450
RGS 850.45 20 HDG 500
RGS 850.40 20 HDG 500

150RGS 850.30 20 HDG
200RGS 850.25 20 HDG

RGS 850.15 20 HDG 500
RGS 850.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 860.20 20 HDG

RGS 850.05 20 HDG

600

500

RGS 860.50 20 HDG 600
RGS 860.45 20 HDG 600
RGS 860.40 20 HDG 600

150RGS 860.30 20 HDG
200RGS 860.25 20 HDG

RGS 860.15 20 HDG 600
RGS 860.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

1,34

0,85

1,01
0,93
1,18

1,26
1,18

1,01

2,00

1,09

1,51
1,42
1,34

1,18

1,91
1,81

1,26

2,15

1,72

1,63
1,53
2,57

2,25

2,04
1,93

2,36

2,38

1,83

3,09
2,97
2,74

2,50

2,27
2,15

2,62

3,14

4,13

3,99
3,85
3,57

3,28

3,00
2,86

3,42

1,09

1,13
1,35
1,24
1,57

1,46
1,35
1,79
1,68

1,57
1,46
2,01
1,90
1,79
1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00
3,81

3,33
3,49

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

RGS H80 HDG

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 850 20 HDG 500
450KADB 845 20 HDG

KADB 860 20 HDG 600

KADB 822 20 HDG

KADB 805 20 HDG

225

50

KADB 807 20 HDG 75
KADB 810 20 HDG 100
KADB 812 20 HDG 125

150KADB 815 20 HDG
200KADB 820 20 HDG

KADB 825 20 HDG 250
KADB 830 20 HDG 300
KADB 840 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KADB 805 10 HDG 50

KADB 807 10 HDG 75
KADB 810 10 HDG 100
KADB 812 10 HDG 125

150KADB 815 10 HDG
200KADB 820 10 HDG

CODE

ad/pc
kgCODE

KADB 822 12 HDG

KADB 805 12 HDG

225

50

KADB 807 12 HDG 75
KADB 810 12 HDG 100
KADB 812 12 HDG 125

150KADB 815 12 HDG
200KADB 820 12 HDG

KADB 825 12 HDG 250

KADB 822 15 HDG

KADB 805 15 HDG

225

50

KADB 807 15 HDG 75
KADB 810 15 HDG 100
KADB 812 15 HDG 125

150KADB 815 15 HDG
200KADB 820 15 HDG

KADB 825 15 HDG 250
KADB 830 15 HDG 300
KADB 840 15 HDG 400
KADB 845 15 HDG 450
KADB 850 15 HDG 500
KADB 860 15 HDG 600

1.0mm

KADB 830 12 HDG 300

pcs

1.5mm

KADB 870 15 HDG 700
KADB 875 15 HDG 750
KADB 880 15 HDG 800
KADB 890 15 HDG 900
KADB 800 15 HDG 1000

KADB 870 20 HDG 700
KADB 875 20 HDG 750
KADB 880 20 HDG 800
KADB 890 20 HDG 900
KADB 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 850 20 HDG 500
450KAIB 845 20 HDG

KAIB 860 20 HDG 600

KAIB 822 20 HDG

KAIB 805 20 HDG

225

50

KAIB 807 20 HDG 75
KAIB 810 20 HDG 100
KAIB 812 20 HDG 125

150KAIB 815 20 HDG
200KAIB 820 20 HDG

KAIB 825 20 HDG 250
KAIB 830 20 HDG 300
KAIB 840 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 805 10 HDG 50

KAIB 807 10 HDG 75
KAIB 810 10 HDG 100
KAIB 812 10 HDG 125

150KAIB 815 10 HDG
200KAIB 820 10 HDG

CODE

ad/pc
kgCODE

KAIB 822 12 HDG

KAIB 805 12 HDG

225

50

KAIB 807 12 HDG 75
KAIB 810 12 HDG 100
KAIB 812 12 HDG 125

150KAIB 815 12 HDG
200KAIB 820 12 HDG

KAIB 825 12 HDG 250

KAIB 822 15 HDG

KAIB 805 15 HDG

225

50

KAIB 807 15 HDG 75
KAIB 810 15 HDG 100
KAIB 812 15 HDG 125

150KAIB 815 15 HDG
200KAIB 820 15 HDG

KAIB 825 15 HDG 250
KAIB 830 15 HDG 300
KAIB 840 15 HDG 400
KAIB 845 15 HDG 450
KAIB 850 15 HDG 500
KAIB 860 15 HDG 600

1.0mm

KAIB 830 12 HDG 300

pcs

1.5mm

KAIB 870 15 HDG 700
KAIB 875 15 HDG 750
KAIB 880 15 HDG 800
KAIB 890 15 HDG 900
KAIB 800 15 HDG 1000

KAIB 870 20 HDG 700
KAIB 875 20 HDG 750
KAIB 880 20 HDG 800
KAIB 890 20 HDG 900
KAIB 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

8,22
6,07

8,69

3,72

1,75

2,14
2,34
2,53
2,93

3,32

4,50
4,89
5,28

9,16

10,11

11,05

1,90

1,08
1,19
1,31
1,43
1,54

1,78

2,01
2,25

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADB ... H80

KADB ... H80

KAIB ... H80

KAIB ... H80

3,12

6,07

5,28

8,22

3,32

1.75

1.95
2.14
2.34
2.53

3.12

3,72
4,50

4,89

8,69
9,16
10,11
11,05

1,90

1,08

1,19
1,31

1,43
1,54
1,78

2,01
2,25

2,36

1,32
1,48
1,62

1,77
1,92
2,21

2,51

2,80
3,39

3,68

3,98
4,56
6,18
6,54
6,89
7,60
8,30

0,89

1,00
1,09
1,19
1,28
1,48

2.93

1,95

0,89

1,00
1,09
1,19
1,28
1,48

2,36

1,32

1,48
1,62
1,77
1,92
2,21

2,51
2,80
3,39
3,68
3,98
4,56
6,18
6,54
6,89
7,60
8,30

3
0
0
+

H

300+H

R300

42

1
8

9

a

80T

a

80
T

360

3
6
0

R300

42

1
89

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

KADB H80 HDG

KAIB H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 850 20 HDG 4,23500
450KADS 845 20 HDG 3,92

KADS 860 20 HDG 4,86600

KADS 822 20 HDG 2,50

KADS 805 20 HDG 1,40

225

50

KADS 807 20 HDG 1,5675
KADS 810 20 HDG 1,72100
KADS 812 20 HDG 1,88125

150KADS 815 20 HDG 2,03
200KADS 820 20 HDG 2,35

KADS 825 20 HDG 2,66250
KADS 830 20 HDG 2,97300
KADS 840 20 HDG 3,60400

KADS 822 15 HDG 1,88

KADS 805 15 HDG 1,06

225

50

KADS 807 15 HDG 1,1875
KADS 810 15 HDG 1,30100
KADS 812 15 HDG 1,42125

150KADS 815 15 HDG 1,53
200KADS 820 15 HDG 1,77

KADS 825 15 HDG 2,00250
KADS 830 15 HDG 2,24300
KADS 840 15 HDG 2,71400
KADS 845 15 HDG 2,95450
KADS 850 15 HDG 3,18500
KADS 860 15 HDG 3,65600
KADS 870 15 HDG 4,95700
KADS 875 15 HDG 5,23750
KADS 880 15 HDG 5,52800
KADS 890 15 HDG 6,08900
KADS 800 15 HDG 6,641000

KADS 870 20 HDG 6,58700
KADS 875 20 HDG 6,96750
KADS 880 20 HDG 7,33800
KADS 890 20 HDG 8,08900
KADS 800 20 HDG 8,841000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 822 15 HDG

KAIS 805 15 HDG

225

50
KAIS 807 15 HDG 75
KAIS 810 15 HDG 100
KAIS 812 15 HDG 125

150KAIS 815 15 HDG
200KAIS 820 15 HDG

KAIS 825 15 HDG 250
KAIS 830 15 HDG 300
KAIS 840 15 HDG 400
KAIS 845 15 HDG 450
KAIS 850 15 HDG 500

KAIS 860 15 HDG 600

KAIS 870 15 HDG 700

KAIS 875 15 HDG 750

KAIS 880 15 HDG 800

KAIS 890 15 HDG 900
KAIS 800 15 HDG 1000

KAIS 850 20 HDG 500
450KAIS 845 20 HDG

KAIS 860 20 HDG 600

KAIS 822 20 HDG

KAIS 805 20 HDG

225

50
KAIS 807 20 HDG 75
KAIS 810 20 HDG 100
KAIS 812 20 HDG 125

150KAIS 815 20 HDG
200KAIS 820 20 HDG

KAIS 825 20 HDG 250
KAIS 830 20 HDG 300
KAIS 840 20 HDG 400

KAIS 870 20 HDG 700

KAIS 875 20 HDG 750

KAIS 880 20 HDG 800

KAIS 890 20 HDG 900
KAIS 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H80 KADS ... H80 

KAIS ... H80 KAIS ... H80

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

4,23
3,92

4,86

2,50

1,40

1,56
1,72
1,88
2,03
2,35

2,66
2,97
3,60

6,58
6,96
7,33
8,08

8,84

1,88

1,06

1,18
1,30
1,42
1,53
1,77

2,00
2,24
2,71
2,95
3,18
3,65
4,95
5,23
5,52
6,08
6,64

KAIS H80 HDG

a

80T

a

80
T

KADS H80 HDG

2
9

5

4
21

8

2
1

5

9

2
9

5

4
2

1
8

2
1

5
9



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 850 20 HDG 500
450KAISR2 845 20 HDG

KAISR2 860 20 HDG 600

KAISR2 822 20 HDG

KAISR2 805 20 HDG

225

50

KAISR2 807 20 HDG 75
KAISR2 810 20 HDG 100
KAISR2 812 20 HDG 125

150KAISR2 815 20 HDG
200KAISR2 820 20 HDG

KAISR2 825 20 HDG 250
KAISR2 830 20 HDG 300
KAISR2 840 20 HDG 400

KAISR2 822 15 HDG

KAISR2 805 15 HDG

225

50

KAISR2 807 15 HDG 75
KAISR2 810 15 HDG 100
KAISR2 812 15 HDG 125

150KAISR2 815 15 HDG
200KAISR2 820 15 HDG

KAISR2 825 15 HDG 250
KAISR2 830 15 HDG 300
KAISR2 840 15 HDG 400
KAISR2 845 15 HDG 450
KAISR2 850 15 HDG 500
KAISR2 860 15 HDG 600
KAISR2 870 15 HDG 700
KAISR2 875 15 HDG 750
KAISR2 880 15 HDG 800
KAISR2 890 15 HDG 900
KAISR2 800 15 HDG 1000

KAISR2 870 20 HDG 700
KAISR2 875 20 HDG 750
KAISR2 880 20 HDG 800
KAISR2 890 20 HDG 900
KAISR2 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 850 20 HDG 500
450KAISR4 845 20 HDG

KAISR4 860 20 HDG 600

KAISR4 822 20 HDG

KAISR4 805 20 HDG

225

50

KAISR4 807 20 HDG 75
KAISR4 810 20 HDG 100
KAISR4 812 20 HDG 125

150KAISR4 815 20 HDG
200KAISR4 820 20 HDG

KAISR4 825 20 HDG 250
KAISR4 830 20 HDG 300
KAISR4 840 20 HDG 400

KAISR4 822 15 HDG

KAISR4 805 15 HDG

225

50

KAISR4 807 15 HDG 75
KAISR4 810 15 HDG 100
KAISR4 812 15 HDG 125

150KAISR4 815 15 HDG
200KAISR4 820 15 HDG

KAISR4 825 15 HDG 250
KAISR4 830 15 HDG 300
KAISR4 840 15 HDG 400
KAISR4 845 15 HDG 450
KAISR4 850 15 HDG 500
KAISR4 860 15 HDG 600
KAISR4 870 15 HDG 700
KAISR4 875 15 HDG 750
KAISR4 880 15 HDG 800
KAISR4 890 15 HDG 900
KAISR4 800 15 HDG 1000

KAISR4 870 20 HDG 700
KAISR4 875 20 HDG 750
KAISR4 880 20 HDG 800
KAISR4 890 20 HDG 900
KAISR4 800 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAISR2 ... H80 KAISR2 ... H80

KAISR4 ... H80 KAISR4 ... H80

7,92
7,33

9,10

4,68

2,62

2,91
3,21
3,50
3,80
4,39

4,97
5,56
6,74

3,53

1,98

2,20
2,42
2,65
2,87
3,31

3,75
4,19
5,07
5,52
5,96
6,84
7,64
7,72
8,61
9,49

10,37

10,27
10,86
11,45
12,63
13,81

12.67
11.72

14.55

7,48

4.19

4.66
5.13
5.60
6.07
7,01

7,96
8,90

10,78

5.64

3.17

3.52
3.88
4.23
4.58
5.29

6.00
6.70
8.12
8.82
9.53

10.94
12.35
13.06
13.77
15.18
16.59

16.43
17.38
18.32
20.20
22.09

a

80T

a

80
T

5
0

5

505

R30
0

9

18

41

1
2

5

125

8
0

5
805

R30
0

9

18

41

1
2

5

125

KAISR2 H80 HDG

KAISR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 850 20 HDG 7,92500
450KADSR2 845 20 HDG 7,33

KADSR2 860 20 HDG 9,10600

KADSR2 822 20 HDG 4,68

KADSR2 805 20 HDG 2,62

225

50

KADSR2 807 20 HDG 2,9175
KADSR2 810 20 HDG 3,21100
KADSR2 812 20 HDG 3,50125

150KADSR2 815 20 HDG 3,80
200KADSR2 820 20 HDG 4,39

KADSR2 825 20 HDG 4,97250
KADSR2 830 20 HDG 5,56300
KADSR2 840 20 HDG 6,74400

KADSR2 822 15 HDG 3,53

KADSR2 805 15 HDG 1,98

225

50

KADSR2 807 15 HDG 2,2075
KADSR2 810 15 HDG 2,42100
KADSR2 812 15 HDG 2,65125

150KADSR2 815 15 HDG 2,87
200KADSR2 820 15 HDG 3,31

KADSR2 825 15 HDG 3,75250
KADSR2 830 15 HDG 4,19300
KADSR2 840 15 HDG 5,07400
KADSR2 845 15 HDG 5,52450
KADSR2 850 15 HDG 5,96500
KADSR2 860 15 HDG 6,84600
KADSR2 870 15 HDG 7,72700
KADSR2 875 15 HDG 8,17750
KADSR2 880 15 HDG 8,61800
KADSR2 890 15 HDG 9,49900
KADSR2 800 15 HDG 10,371000

KADSR2 870 20 HDG 10,27700
KADSR2 875 20 HDG 10,86750
KADSR2 880 20 HDG 11,45800
KADSR2 890 20 HDG 12,63900
KADSR2 800 20 HDG 13,811000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 850 20 HDG 500
450KADSR4 845 20 HDG

KADSR4 860 20 HDG 600

KADSR4 822 20 HDG 7.48

KADSR4 805 20 HDG 4.19

225

50

KADSR4 807 20 HDG 4.6675
KADSR4 810 20 HDG 5.13100
KADSR4 812 20 HDG 5.60125

150KADSR4 815 20 HDG 6.07
200KADSR4 820 20 HDG 7.01

KADSR4 825 20 HDG 250
KADSR4 830 20 HDG 300
KADSR4 840 20 HDG 400

KADSR4 822 15 HDG 5.64

KADSR4 805 15 HDG 3.17

225

50

KADSR4 807 15 HDG 3.5275
KADSR4 810 15 HDG 3.88100
KADSR4 812 15 HDG 4.23125

150KADSR4 815 15 HDG 4.58
200KADSR4 820 15 HDG 5.29

KADSR4 825 15 HDG 6.00250
KADSR4 830 15 HDG 6.70300
KADSR4 840 15 HDG 8.12400
KADSR4 845 15 HDG 8.82450
KADSR4 850 15 HDG 9.53500
KADSR4 860 15 HDG 10.94600
KADSR4 870 15 HDG 12.35700
KADSR4 875 15 HDG 13.06750
KADSR4 880 15 HDG 13.77800
KADSR4 890 15 HDG 15.18900
KADSR4 800 15 HDG 16.591000

KADSR4 870 20 HDG 700
KADSR4 875 20 HDG 750
KADSR4 880 20 HDG 800
KADSR4 890 20 HDG 900
KADSR4 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H80 KADSR2 ... H80

KADSR4 ... H80 KADSR4 ... H80

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

11.72
10.78

12.67

7.96
8.90

14.55
16.43
17.38
18.32
20.20

22.09

a

80T

a

80
T

5
0

5

505

R30
0

9

18

41

1
2

5

125

8
0

5

805

R30
0

9

18

41

1
2

5

125

KADSR2 H80 HDG

KADSR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 850 20 HDG 3,39500
450KADS45 845 20 HDG 3,13

KADS45 860 20 HDG 3,88600

KADS45 822 20 HDG 2,00

KADS45 805 20 HDG 1,12

225

50

KADS45 807 20 HDG 1,2575
KADS45 810 20 HDG 1,37100
KADS45 812 20 HDG 1,50125

150KADS45 815 20 HDG 1,63
200KADS45 820 20 HDG 1,88

KADS45 825 20 HDG 2,13250
KADS45 830 20 HDG 2,38300
KADS45 840 20 HDG 2,88400

KADS45 822 15 HDG 1,51

KADS45 805 15 HDG 0,85

225

50

KADS45 807 15 HDG 0,9575
KADS45 810 15 HDG 1,04100
KADS45 812 15 HDG 1,13125

150KADS45 815 15 HDG 1,23
200KADS45 820 15 HDG 1,42

KADS45 825 15 HDG 1,60250
KADS45 830 15 HDG 1,80300
KADS45 840 15 HDG 2,17400
KADS45 845 15 HDG 2,36450
KADS45 850 15 HDG 2,55500
KADS45 860 15 HDG 2.92600
KADS45 870 15 HDG 3,30700
KADS45 875 15 HDG 3,49750
KADS45 880 15 HDG 3,68800
KADS45 890 15 HDG 4,05900
KADS45 800 15 HDG 4,431000

KADS45 870 20 HDG 4,39700
KADS45 875 20 HDG 4,64750
KADS45 880 20 HDG 4,89800
KADS45 890 20 HDG 5,40900
KADS45 800 20 HDG 5,901000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 850 20 HDG 500
450KAIS45 845 20 HDG

KAIS45 860 20 HDG 600

KAIS45 822 20 HDG

KAIS45 805 20 HDG

225

50

KAIS45 807 20 HDG 75
KAIS45 810 20 HDG 100
KAIS45 812 20 HDG 125

150KAIS45 815 20 HDG
200KAIS45 820 20 HDG

KAIS45 825 20 HDG 250
KAIS45 830 20 HDG 300
KAIS45 840 20 HDG 400

KAIS45 822 15 HDG

KAIS45 805 15 HDG

225

50

KAIS45 807 15 HDG 75
KAIS45 810 15 HDG 100
KAIS45 812 15 HDG 125

150KAIS45 815 15 HDG
200KAIS45 820 15 HDG

KAIS45 825 15 HDG 250
KAIS45 830 15 HDG 300
KAIS45 840 15 HDG 400
KAIS45 845 15 HDG 450
KAIS45 850 15 HDG 500
KAIS45 860 15 HDG 600
KAIS45 870 15 HDG 700
KAIS45 875 15 HDG 750
KAIS45 880 15 HDG 800
KAIS45 890 15 HDG 900
KAIS45 800 15 HDG 1000

KAIS45 870 20 HDG 700
KAIS45 875 20 HDG 750
KAIS45 880 20 HDG 800
KAIS45 890 20 HDG 900
KAIS45 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 ... H80 KADS45 ... H80

KAIS45 ... H80 KAIS45 ... H80

3,39
3,13

3,88

2,00

1,12

1,25
1,37
1,50
1,63
1,88

2,13
2,38
2,88

1,51

0,85

0,95
1,04
1,13
1,23
1,42

1,60
1,80
2,17
2,36
2,55
2.92
3,30
3,49
3,68
4,05
4,43

4,39
4,64
4,89
5,40
5,90

a

80T

41

135°

1
6

0

245

8
0

KADS45 H80 HDG

a

80T

9x18

41

135° 1
6

0

245

8
0

9x18

KAIS45 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 850 20 HDG 7,92500
450KAIS45R4 845 20 HDG 7,33

KAIS45R4 860 20 HDG 9,10600

KAIS45R4 822 20 HDG 4,68

KAIS45R4 805 20 HDG 2,62

225

50

KAIS45R4 807 20 HDG 2,9175
KAIS45R4 810 20 HDG 3,21100
KAIS45R4 812 20 HDG 3,50125

150KAIS45R4 815 20 HDG 3,80
200KAIS45R4 820 20 HDG 4,39

KAIS45R4 825 20 HDG 4,97250
KAIS45R4 830 20 HDG 5,56300
KAIS45R4 840 20 HDG 6,74400

KAIS45R4 822 15 HDG 3,53

KAIS45R4 805 15 HDG 1,98

225

50

KAIS45R4 807 15 HDG 2,2075
KAIS45R4 810 15 HDG 2,42100
KAIS45R4 812 15 HDG 2,65125

150KAIS45R4 815 15 HDG 2,87
200KAIS45R4 820 15 HDG 3,31

KAIS45R4 825 15 HDG 3,75250
KAIS45R4 830 15 HDG 4,19300
KAIS45R4 840 15 HDG 5,07400
KAIS45R4 845 15 HDG 5,52450
KAIS45R4 850 15 HDG 5,96500
KAIS45R4 860 15 HDG 6,84600
KAIS45R4 870 15 HDG 7,72700
KAIS45R4 875 15 HDG 8,17750
KAIS45R4 880 15 HDG 8,61800
KAIS45R4 890 15 HDG 9,49900
KAIS45R4 800 15 HDG 10,371000

KAIS45R4 870 20 HDG 10,27700
KAIS45R4 875 20 HDG 10,86750
KAIS45R4 880 20 HDG 11,45800
KAIS45R4 890 20 HDG 12,63900
KAIS45R4 800 20 HDG 13,811000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 850 20 HDG 5,28500
450KAIS45R2 845 20 HDG 4,89

KAIS45R2 860 20 HDG 6,07600

KAIS45R2 822 20 HDG 3,12

KAIS45R2 805 20 HDG 1.75

225

50

KAIS45R2 807 20 HDG 1.9475
KAIS45R2 810 20 HDG 2.14100
KAIS45R2 812 20 HDG 2.34125

150KAIS45R2 815 20 HDG 2,53
200KAIS45R2 820 20 HDG 2,93

KAIS45R2 825 20 HDG 3,32250
KAIS45R2 830 20 HDG 3,71300
KAIS45R2 840 20 HDG 4,50400

KAIS45R2 822 15 HDG

KAIS45R2 805 15 HDG 1,32

225

50

KAIS45R2 807 15 HDG 1,4775
KAIS45R2 810 15 HDG 1,62100
KAIS45R2 812 15 HDG 1,77125

150KAIS45R2 815 15 HDG 1,91
200KAIS45R2 820 15 HDG 2,21

KAIS45R2 825 15 HDG
2.35

250
KAIS45R2 830 15 HDG

2.50
300

KAIS45R2 840 15 HDG
2,80

400
KAIS45R2 845 15 HDG

3,38
450

KAIS45R2 850 15 HDG
3,68

500
KAIS45R2 860 15 HDG

3,97
600

KAIS45R2 870 15 HDG
4,56

700
KAIS45R2 875 15 HDG

5,15
750

KAIS45R2 880 15 HDG
5,45

800
KAIS45R2 890 15 HDG

5,74

900
KAIS45R2 800 15 HDG

6,33

1000

KAIS45R2 870 20 HDG 6,85700
KAIS45R2 875 20 HDG 7,24750
KAIS45R2 880 20 HDG 7,64800

KAIS45R2  890 20 HDG 8,42900
KAIS45R2 800 20 HDG 9,211000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS45R4 ... H80 KAIS45R4 ... H80

KAIS45R2 ... H80 KAIS45R2 ... H80

6,92

a

80T

 482

41

9x18
 125 R

3
0
0
 

1
7

5
8

0

KAIS45R2 H80 HDG

KAIS45R4 H80 HDG

a

80T

695

41

9x18
 125 R

6
0
0

2
6
5

8
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 850 20 HDG 500
450KADS45R2 845 20 HDG

KADS45R2 860 20 HDG 600

KADS45R2 822 20 HDG

KADS45R2 805 20 HDG

225

50

KADS45R2 807 20 HDG 75
KADS45R2 810 20 HDG 100
KADS45R2 812 20 HDG 125

150KADS45R2 815 20 HDG
200KADS45R2 820 20 HDG

KADS45R2 825 20 HDG 250
KADS45R2 830 20 HDG 300
KADS45R2 840 20 HDG 400

KADS45R2 822 15 HDG

KADS45R2 805 15 HDG

225

50

KADS45R2 807 15 HDG 75
KADS45R2 810 15 HDG 100
KADS45R2 812 15 HDG 125

150KADS45R2 815 15 HDG
200KADS45R2 820 15 HDG

KADS45R2 825 15 HDG 250
KADS45R2 830 15 HDG 300
KADS45R2 840 15 HDG 400
KADS45R2 845 15 HDG 450
KADS45R2 850 15 HDG 500
KADS45R2 860 15 HDG 600
KADS45R2 870 15 HDG 700
KADS45R2 875 15 HDG 750
KADS45R2 880 15 HDG 800
KADS45R2 890 15 HDG 900
KADS45R2 800 15 HDG 1000

KADS45R2 870 20 HDG 700
KADS45R2 875 20 HDG 750
KADS45R2 880 20 HDG 800
KADS45R2 890 20 HDG 900
KADS45R2 800 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 850 20 HDG 500
450KADS45R4 845 20 HDG

KADS45R4 860 20 HDG 600

KADS45R4 822 20 HDG

KADS45R4 805 20 HDG

225

50

KADS45R4 807 20 HDG 75
KADS45R4 810 20 HDG 100
KADS45R4 812 20 HDG 125

150KADS45R4 815 20 HDG
200KADS45R4 820 20 HDG

KADS45R4 825 20 HDG 250
KADS45R4 830 20 HDG 300
KADS45R4 840 20 HDG 400

KADS45R4 822 15 HDG

KADS45R4 805 15 HDG

225

50

KADS45R4 807 15 HDG 75
KADS45R4 810 15 HDG 100
KADS45R4 812 15 HDG 125

150KADS45R4 815 15 HDG
200KADS45R4 820 15 HDG

KADS45R4 825 15 HDG 250
KADS45R4 830 15 HDG 300
KADS45R4 840 15 HDG 400
KADS45R4 845 15 HDG 450
KADS45R4 850 15 HDG 500
KADS45R4 860 15 HDG 600
KADS45R4 870 15 HDG 700
KADS45R4 875 15 HDG 750
KADS45R4 880 15 HDG 800
KADS45R4 890 15 HDG 900
KADS45R4 800 15 HDG 1000

KADS45R4 870 20 HDG 700
KADS45R4 875 20 HDG 750
KADS45R4 880 20 HDG 800
KADS45R4 890 20 HDG 900
KADS45R4 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

5.28
4.89

6.07

3.12

1.75

1.94
2.14
2.34
2.53
2.93

3.32
3.71
4.50

2,35

1,32

1,47
1,62
1,77
1,91
2,21

2,50
2,80
3.38
3.68
3.97
4.56
5.15
5.45
5.74
6.33
6.92

6.85
7.24
7.64
8.42
9.21

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R2 ... H80 KADS45R2 ... H80

KADS45R4 ... H80 KADS45R4 ... H80

7,92
7,33

9,10

4,68

2,62

2,91
3,21
3,50
3,80
4,39

4,97
5,56
6,74

3,51

1,98

2,20
2,42
2,65
2,87
3,31

3,75
4,19
5,07
5,52
5,96
6,84
7,72
8,17
8,61
9,49

10,37

10,27
10,86
11,45
12,63
13,81

a

80T

 482

41

9x18
 125

 R
3
0
0
 

1
7

5
8

0

KADS45R2 H80 HDG

KADS45R4 H80 HDG

a

80T

695

41

9x18

 125

 R
6
0
0

2
6

5
8
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 850 20 HDG 2.12500
450KAMB 845 20 HDG 1.96

KAMB 860 20 HDG 2.44600

KAMB 822 20 HDG 1.25

KAMB 805 20 HDG 0.71

225

50

KAMB 807 20 HDG 0.7875
KAMB 810 20 HDG 0.86100
KAMB 812 20 HDG 0.94125

150KAMB 815 20 HDG 1.02
200KAMB 820 20 HDG 1.18

KAMB 825 20 HDG 1.33250
KAMB 830 20 HDG 1.49300
KAMB 840 20 HDG 1.80400

KAMB 822 15 HDG 0.95

KAMB 805 15 HDG 0.53

225

50

KAMB 807 15 HDG 0.6075
KAMB 810 15 HDG 0.65100
KAMB 812 15 HDG 0.72125

150KAMB 815 15 HDG 0.77
200KAMB 820 15 HDG 0.89

KAMB 825 15 HDG 1.00250
KAMB 830 15 HDG 1.12300
KAMB 840 15 HDG 1.36400
KAMB 845 15 HDG 1.48450
KAMB 850 15 HDG 1.60500
KAMB 860 15 HDG 1.83600
KAMB 870 15 HDG 2.07700
KAMB 875 15 HDG 2.19750
KAMB 880 15 HDG 2.30800
KAMB 890 15 HDG 2.54900
KAMB 800 15 HDG 2.771000

KAMB 870 20 HDG 2.75700
KAMB 875 20 HDG 2.90750
KAMB 880 20 HDG 3.06800
KAMB 890 20 HDG 3.37900
KAMB 800 20 HDG 3.691000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 850 20 HDG 500
450KAMD 845 20 HDG

KAMD 860 20 HDG 600

KAMD 822 20 HDG 3,09

KAMD 805 20 HDG 2,31

225

50

KAMD 807 20 HDG 2,4275
KAMD 810 20 HDG 2,53100
KAMD 812 20 HDG 2,64125

150KAMD 815 20 HDG 2,76

200KAMD 820 20 HDG 2,98

KAMD 825 20 HDG 3,20250
KAMD 830 20 HDG 3,44300
KAMD 840 20 HDG 400

KAMD 822 15 HDG

KAMD 805 15 HDG 1,88

225

50

KAMD 807 15 HDG 75
KAMD 810 15 HDG 100
KAMD 812 15 HDG 125

150KAMD 815 15 HDG
200KAMD 820 15 HDG

KAMD 825 15 HDG 250
KAMD 830 15 HDG 300
KAMD 840 15 HDG 400
KAMD 845 15 HDG 450
KAMD 850 15 HDG 500
KAMD 860 15 HDG 600
KAMD 870 15 HDG 700
KAMD 875 15 HDG 750
KAMD 880 15 HDG 800
KAMD 890 15 HDG 900
KAMD 800 15 HDG 1000

KAMD 870 20 HDG 700
KAMD 875 20 HDG 750
KAMD 880 20 HDG 800
KAMD 890 20 HDG 900
KAMD 800 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD ... H80 KAMD ... H80

1,96
2,05
2,13
2,21
2,39
2,47
2,55
2,72
3,06

3,24
3,40
3,75

4,08

4,24
4,42
4,76
5,09

4,12

3,89

4,34
4,79
5,25
5,48
5,70

6,15

6,60

KAMB ... H80 KAMB ... H80

KAMD H80 HDG

270

a

6
0

KAMB H80 HDG

690

9x18

a

Ø 8 mm

8,5x20

85

270

8
0

Ø
 8

 m
m

 



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

Cable Tray

BDD

BDD

Cable Tray

Cable Tray

BDD

BDD

Cable Tray

BDD

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

BDD

KAMB



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 850 20 HDG 11,06500
450KADT 845 20 HDG 9,72

KADT 860 20 HDG 13,98600

KADT 822 20 HDG 4,65225

KADT 810 20 HDG 2,52100
KADT 812 20 HDG 2,91125

150KADT 815 20 HDG 3,32
200KADT 820 20 HDG 4,19

KADT 825 20 HDG 5,14250
KADT 830 20 HDG 6,17300
KADT 840 20 HDG 8,46400

KADT 822 15 HDG 3,49225

KADT 810 15 HDG 1,89100
KADT 812 15 HDG 2,18125

150KADT 815 15 HDG 2,49
200KADT 820 15 HDG 3,14

KADT 825 15 HDG 3,85250
KADT 830 15 HDG 4,63300
KADT 840 15 HDG 6,34400
KADT 845 15 HDG 7,29450
KADT 850 15 HDG 8,30500
KADT 860 15 HDG 10,49600
KADT 870 15 HDG 12,92700
KADT 875 15 HDG 14,22750
KADT 880 15 HDG 15,58800
KADT 890 15 HDG 18,47900
KADT 800 15 HDG 21,611000

KADT 870 20 HDG 17,22700
KADT 875 20 HDG 18,95750
KADT 880 20 HDG 20,77800
KADT 890 20 HDG 24,63900
KADT 800 20 HDG 28,811000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 850 20 HDG 6,04500
450KAMT 845 20 HDG 5,65

KAMT 860 20 HDG 6,83600

KAMT 822 20 HDG 2,50225

KAMT 810 20 HDG 1.95100
KAMT 812 20 HDG 2.06125

150KAMT 815 20 HDG 2,17
200KAMT 820 20 HDG 2,39

KAMT 825 20 HDG 2,60250
KAMT 830 20 HDG 2,82300
KAMT 840 20 HDG 5,26400

KAMT 822 15 HDG 1,87225

KAMT 810 15 HDG 1,46100
KAMT 812 15 HDG 1,54125

150KAMT 815 15 HDG 1,63
200KAMT 820 15 HDG 1,79

KAMT 825 15 HDG 1,95250
KAMT 830 15 HDG 2,12300
KAMT 840 15 HDG 3,95400
KAMT 845 15 HDG 4,24450
KAMT 850 15 HDG 4,53500
KAMT 860 15 HDG 5,12600
KAMT 870 15 HDG 7,01700
KAMT 875 15 HDG 7,37750
KAMT 880 15 HDG 7,72800
KAMT 890 15 HDG 8,43900
KAMT 800 15 HDG 9,131000

KAMT 870 20 HDG 9,35700
KAMT 875 20 HDG 750
KAMT 880 20 HDG 800
KAMT 890 20 HDG 900
KAMT 800 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMT ... H80 KAMT ... H80

KADT ... H80 KADT ... H80

9,82
10,29

11,23
12,18

W+325

W
8x23

W

350+H

KAMT H80 HDG

W

2
4
5

9x18 1
0
0

100

9x182
5
5

1
7
5

8
0

42

KADT H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 850 20 HDG 500
450KADG 845 20 HDG

KADG 860 20 HDG 600

KADG 822 20 HDG 225

KADG 810 20 HDG 100
KADG 812 20 HDG 125

150KADG 815 20 HDG
200KADG 820 20 HDG

KADG 825 20 HDG 250
KADG 830 20 HDG 300
KADG 840 20 HDG 400

KADG 822 15 HDG 225

KADG 810 15 HDG 100
KADG 812 15 HDG 125

150KADG 815 15 HDG
200KADG 820 15 HDG

KADG 825 15 HDG 250
KADG 830 15 HDG 300
KADG 840 15 HDG 400
KADG 845 15 HDG 450
KADG 850 15 HDG 500
KADG 860 15 HDG 600
KADG 870 15 HDG 700
KADG 875 15 HDG 750
KADG 880 15 HDG 800
KADG 890 15 HDG 900
KADG 800 15 HDG 1000

KADG 870 20 HDG 700
KADG 875 20 HDG 750
KADG 880 20 HDG 800
KADG 890 20 HDG 900
KADG 800 20 HDG 1000

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 850 20 HDG 9,90500
450KADL 845 20 HDG 8,64

KADL 860 20 HDG 12,67600

KADL 822 20 HDG 3,92225

KADL 810 20 HDG 1,99100
KADL 812 20 HDG 2,34125

150KADL 815 20 HDG 2,70
200KADL 820 20 HDG 3,50

KADL 825 20 HDG 4,37250
KADL 830 20 HDG 5,32300
KADL 840 20 HDG 7,45400

KADL 822 15 HDG 2,94225

KADL 810 15 HDG 1.49100
KADL 812 15 HDG 1.75125

150KADL 815 15 HDG 2.03
200KADL 820 15 HDG 2,62

KADL 825 15 HDG 3,28250
KADL 830 15 HDG 3,99300
KADL 840 15 HDG 5,59400
KADL 845 15 HDG 6,48450
KADL 850 15 HDG 7,43500
KADL 860 15 HDG 9,50600
KADL 870 15 HDG 11,81700
KADL 875 15 HDG 13,05750
KADL 880 15 HDG 14,35800
KADL 890 15 HDG 17,13900
KADL 800 15 HDG 20,141000

KADL 870 20 HDG 15,74700
KADL 875 20 HDG 17,40750
KADL 880 20 HDG 19,13800
KADL 890 20 HDG 22,84900
KADL 800 20 HDG 26,861000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9,90
8,64

12,67

3,92

1,99
2,34
2,70
3,50

4,37
5,32
7,45

2.62

1.49
1.75

2.03

2.94
3.28
3.99
5.59
6.48
7.43
9.50
11.81
13,05
14,35
17,03

15,74
17,40
19,13
22,84
26,86

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADL ... H80 KADL ... H80

KADG ... H80 KADG ... H80

20,14

W+165

W

8x23

2
4

5

W

1
0

0

100

9x18

W+165

W

8x23

KADG H80 HDG

KADL H80 HDG

2
4

5

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 80 575 15 HDG 0,62

RT 80 425 15 HDG 0,49

RT 80 450 15 HDG 0,51

RT 80 475 15 HDG 0,53
RT 80 500 15 HDG 0,56

RT 80 525 15 HDG 0,58

RT 80 550 15 HDG 0,60

RT 80 375 15 HDG 0,43
RT 80 350 15 HDG 0,41

RT 80 400 15 HDG 0,47

RT 80 225 15 HDG 0,30

RT 80 50 15 HDG 0,17

RT 80 75 15 HDG 0,20
RT 80 100 15 HDG 0,22
RT 80 125 15 HDG 0,22
RT 80 150 15 HDG 0,24

RT 80 200 15 HDG 0,28

RT 80 250 15 HDG 0,32
RT 80 275 15 HDG 0,34

RT 80 325 15 HDG 0,39

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 80 25 15 HDG 0,1525

RT 80 175 15 HDG 0,26175

pcs

RT 80 300 15 HDG 0,37300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 850 20 HDG 0.71
SON 845 20 HDG 0.65

SON 860 20 HDG 0.82

SON 822 20 HDG 0.39

SON 805 20 HDG 0.20

SON 807 20 HDG 0.23
SON 810 20 HDG 0.25
SON 812 20 HDG 0.28
SON 815 20 HDG 0.31
SON 820 20 HDG 0.37

SON 825 20 HDG 0.42
SON 830 20 HDG 0.48
SON 840 20 HDG 0.59

CODE

ad/pc
kgCODE

SON 850 15 HDG
SON 845 15 HDG

SON 860 15 HDG

SON 822 15 HDG

SON 805 15 HDG 0.15

SON 807 15 HDG 0.17

SON 810 15 HDG 0.19
SON 812 15 HDG
SON 815 15 HDG
SON 820 15 HDG

SON 825 15 HDG
SON 830 15 HDG
SON 840 15 HDG

CODE

ad/pc
kgCODE

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 80 575 20 HDG 0.82

RT 80 425 20 HDG 0.65

RT 80 450 20 HDG 0.68

RT 80 475 20 HDG 0.71
RT 80 500 20 HDG 0.74

RT 80 525 20 HDG 0.77

RT 80 550 20 HDG 0.80

RT 80 375 20 HDG 0.60
RT 80 350 20 HDG 0.57

RT 80 400 20 HDG 0.63

RT 80 225 20 HDG 0.43

RT 80 50 20 HDG 0.23

RT 80 75 20 HDG 0.26

RT 80 100 20 HDG 0.29
RT 80 125 20 HDG 0.32
RT 80 150 20 HDG 0.34

RT 80 200 20 HDG 0.40

RT 80 250 20 HDG 0.46

RT 80 275 20 HDG 0.49

RT 80 325 20 HDG 0.54

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 80 25 20 HDG 0.2025

RT 80 175 20 HDG 0.37175

pcs

RT 80 300 20 HDG 0.51300

1.5mm 2.0mm

SON 880 15 HDG
SON 875 15 HDG

SON 890 15 HDG

SON 870 15 HDG

800
750

900

700

SON 800 15 HDG 1000

SON 880 20 HDG 1.04
SON 875 20 HDG 0.99

SON 890 20 HDG 1.16

SON 870 20 HDG 0.93

800
750

900

700

SON 800 20 HDG 1.271000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SON ... H80SON ... H80

0.53
0.49

0.62

0.30

0.21

0.28

0.32
0.36
0.45

0.78
0.74

0.87

0.70

0.95

RT ... H80 RT ... H80

0.23

RT H80 HDG

SON H80 HDG
3

5

a

T

9

35

8
0

1
8

9x18

42

75

L

75

T

80

18x9



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

BDD 280 15 HDG 250 0.29

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

BYDU 180 15 HDG 1000 0.76

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 180 20 HDG 1000 1.01

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

BDD 380 15 HDG 250 0.32

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

pcspcs

Hot-D�p Galvan�zed

BDD 280 20 HDG 250 0.39 BDD 380 20 HDG 250 0.43

MYD 180 15 HDG 200 0.23

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 180 20 HDG 200 0.31

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 180 15 HDG 600 0.57

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 180 20 HDG 600 0.76

1

1

1

1

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BDD 2 ... H80 BDD 3 ... H80

MYD ... H80 MYDU ... H80

BYDU ... H80 BYDU ... H80

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

7
5

15

T

8
5

15

T

BDD 280 BDD 380

100

2323

8,5x20

130

Ø 8

BDD 380BDD 280

1
8

L=1000

MYD 180
MYDU 180

MYD 180

7
5

2 9

BYDU 180

 L=200 mm 

 25

75

75

 L=600 mm 

MYDU 180

1
8

9

1
8

9

2.0mm 2.0mm



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.63

pcs

SEP 250 10 HDG 30001 1

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 15 HDG 1.183000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 20 HDG 1.573000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

1.30

pcs

2.0mm

CODE

1m
kgCODE

1.73

pcs

SEP 280 15 HDG 3000

SEP 280 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y80 15 HDG 1.771500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

2.36

pcs

SEP Y80 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 10 HDG 0.793000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.87

pcs

SEP 280 10 HDG 30001 1

Cable Trays - System of Side Height H80

SEP 1 ... H80 SEP 2 ... H80

SEP 1 ... H80 SEP 2 ... H80

SEP 1 ... H80 SEP 2 ... H80

SEP Y H80 SEP Y H80
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 80 20 HDG 0.21

CODE

ad/pc
kgCODE

MBE 80 15 HDG 0.16

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 80 575 15 HDG

RC 80 425 15 HDG

RC 80 450 15 HDG
RC 80 475 15 HDG
RC 80 500 15 HDG
RC 80 525 15 HDG
RC 80 550 15 HDG

RC 80 375 15 HDG
RC 80 350 15 HDG

RC 80 400 15 HDG

RC 80 225 15 HDG 0.46

RC 80 50 15 HDG 0.22

RC 80 75 15 HDG 0.25
RC 80 100 15 HDG 0.29
RC 80 125 15 HDG 0.32
RC 80 150 15 HDG 0.36

RC 80 200 15 HDG 0.43

RC 80 250 15 HDG 0.50

RC 80 275 15 HDG 0.53

RC 80 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 80 25 15 HDG 0.1825

RC 80 175 15 HDG 0.39175

pcs

RC 80 300 15 HDG 300

Hot-D�p Galvan�zed

RC 80 575 20 HDG 1.28

RC 80 425 20 HDG 0.99

RC 80 450 20 HDG 1.04
RC 80 475 20 HDG 1.09
RC 80 500 20 HDG 1.14
RC 80 525 20 HDG 1.18
RC 80 550 20 HDG 1.23

RC 80 375 20 HDG 0.90
RC 80 350 20 HDG 0.85

RC 80 400 20 HDG 0.95

RC 80 225 20 HDG 0.62

RC 80 50 20 HDG 0.29

RC 80 75 20 HDG 0.33
RC 80 100 20 HDG 0.38
RC 80 125 20 HDG 0.43
RC 80 150 20 HDG 0.48

RC 80 200 20 HDG 0.57

RC 80 250 20 HDG 0.66

RC 80 275 20 HDG 0.71

RC 80 325 20 HDG 0.81

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 80 25 20 HDG 0.2425

RC 80 175 20 HDG 0.52175

pcs

RC 80 300 20 HDG 0.76300

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1 1

MBE ... H80 MBE ... H80
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

0.92

0.71

0.75
0.78
0.82
0.85
0.89

0.64
0.61

0.68

0.57

0.96

RC ... H80 RC ... H80

1

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

L75 75

9x25

RC H80 HDG

80

25

RC Mount�ng

MBE H80 HDG

7
7

8,5x808,5x23

L

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 


