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MADE IN TURKEY

Plastic
Electrical Conduits

PVC Spiral Pipe Flame-retardant
PVC Spiral Boru Alev Yaymayan Seri
NocdpupoBaHHas Tpyba us NBX

PE Spiral Pipe Halogen Free
PE Spiral Boru Halojen Free
NocdpupoBaHHas Tpyba us NMHMO, 6e3 ranoreHoB

PP Spiral Pipe Halogen Free
PP Spiral Boru Halojen Free

lochpupoBaHHas Tpyba M3 nonunponuneHa, 6e3 ranoreHoB

PAG6 Polyamid Spiral Pipes
PAG6 Spiral boru

NodpupoBaHHasa Tpyba 3 nonmamupga

PVC Rigit Pipes Flame-retardant
PVC Diiz Boru Alev Yaymayan Seri
XecTtkas rmagkocteHHasa Tpyb6a us NBX

PE Rigit Pipes Halogen Free
PE Diuz Boru Halogen Free
XecTtkasa rmagkocTteHHan Tpy6a u3 NH[ 6e3 ranoreHoB

PP Rigit Pipes Halogen Free
PP Duz Boru Halogen Free
XecTkas rmnagkocTeHHas Tpyb6a U3 nonunponuneHa 6e3 ranoreHoB




PVC Spiral Pipes

PVC Spiral Pipe Flame-retardant Light Gauge (320 Newton)

PVC Spiral Boru Alev Yaymayan Hafif Seri - FogppupoeanHasi mpy6a u3 [1BX (nezkas cepusi)

MADE IN TURKEY

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

SC1016 16 11,2 16 without puller 100 0,0380
SC1.020 20 14,6 20 without puller 100 0,0510
SC1 025 25 18,6 25 without puller 50 0,0410
SC1.032 32 24,8 32 without puller 50 0,0460
SC1 040 40 31,2 40 without puller 50 0,0640
SC1 050 50 39,6 50 without puller 25 0,0840
SC1 063 60 52,5 63 without puller 15 0,0830

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PVC Spiral Pipe Flame-retardant Light Gauge (320 Newton)
PVC Spiral Boru Alev Yaymayan Hafif Seri - FogppuposaHHas mpy6a u3 [1BX (nezkas cepusi)

With Wire Puller

SC11...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

SC1 116 16 1,2 16 with wire puller 100 0,0380
SC1 120 20 4,6 20 with wire puller 100 0,0510
SC1.125 25 8,6 25 with wire puller 50 0,0410
SC1.132 32 24, 32 with wire puller 50 0,0460
SC1 140 40 31, 40 with wire puller 50 0,0640
SC1 150 50 39,6 50 with wire puller 25 0,0840
SC1 163 60 52,5 63 with wire puller 15 0,0830

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

Technical Features

Material PVC Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1

Insulation Strength

2000 V/ 50 Hz / 15 min

Insulation Resistance

>100 MQ / 60 sec / 500 V

Color Code

Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005

Orange:
RAL:2004

Light Gray:
RAL:9003

Dark Gray:
RAL:7035

Black

Blue Grey:
RAL:7031

RAL:9005

Inside
Diameter

Outside
Diameter

Technical Features

Material PVC Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec Class 2
Impact Resistance 1 Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:
RAL:7031 RAL:9005 1 il
Outside Inside
Diameter Diameter




PVC Spiral Pipes

MADE IN TURKEY

PVC Spiral Pipe Flame-retardant Heavy Gauge (750 Newton)
PVC Spiral Boru Alev Yaymayan Agir Seri - FogppuposaHHasi mpy6a u3 [1BX (msenas cepusi)

Technical Features

Material PVC Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg/100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:

RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:

RAL:7031 RAL:9005

SC30 Gameter Diameter

Size Inside | Outside Package Package S == B
Model Number mm D D Puller mt Volume
mm mm m3
SC3 016 16 10,9 16 without puller 100 0,0380
SC3 020 20 14,3 20 without puller 100 0,0510
SC3 025 25 18,2 25 without puller 50 0,0410
SC3 032 32 24,4 32 without puller 50 0,0460
SC3 040 40 30.8 40 without puller 50 0,0640
SC3 050 50 39,1 50 without puller 25 0,0840
SC3 063 60 52 63 without puller 15 0,0830

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

-/

PVC Spiral Pipe Flame-retardant Heavy Gauge (750 Newton)
PVC Spiral Boru Alev Yaymayan Agir Seri - FogppuposaHHasi mpy6a u3 [1BX (msikenas cepus) E——

Material PVC Based Thermoplastic

With Wire Puller Compression Resistance 320 Newton /60 Sec  Class 3
Impact Resistance 1Kg /100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:

RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:

RAL:7031 RAL:9005 _—
Outside Inside
Diameter Diameter

SC3

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

SC3 116 16 10,9 16 with wire puller 100 0,0380
SC3 120 20 14,3 20 with wire puller 100 0,0510
SC3 125 25 18,2 25 with wire puller 50 0,0410
SC3 132 32 244 32 with wire puller 50 0,0460
SC3 140 40 30,8 40 with wire puller 50 0,0640
SC3 150 50 39,1 50 with wire puller 25 0,0840
SC3 163 60 52 63 with wire puller 15 0,0830

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PE Spiral Pipes & (€
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MADE IN TURKEY

PE Spiral Pipe Halogen Free / Light Gauge (125 Newton)

PE Spiral Boru Halojen Free Gok Hafif Seri - FoghpupoeanHas mpy6a u3 [THf, 6e3 2anozeHos (04eHb Nezkast cepus)

ECO TYPE
Material PE Based Thermoplastic
Compression Resistance 125 Newton / 60 Sec  Class 1
Impact Resistance 1 Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray:
RAL:2004 RAL:9003

Blue Grey: Black:
RAL:7031 RAL:9005

—

Dark Gray:
RAL:7035

Size Inside | Outside Package Package Outside Inside
Model Number mm D D Puller mt Volume Diameter Diameter
mm mm m3
HFO0 016 16 11,5 16 without puller 100 0,0380 1 ==
HFO0 020 20 14,8 20 without puller 100 0,0510
HFO0 025 25 18,8 25 without puller 50 0,0410
HF0 032 32 251 32 without puller 50 0,0460
HFO0 040 40 31,5 40 without puller 50 0,0640
HFO0 050 50 40 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PE Spiral Pipe Halogen Free / Light Gauge (125 Newton)

PE Spiral Boru Halojen Free Gok Hafif Seri - FochpupogarHas mpy6a u3 [Hf, 6e3 2anozeHo8 (04eHb Sezkas cepus)

Material PE Based Thermoplastic
ECO TYPE / WITH WIRE PULLER Compression Resistance | 125 Newton / 60 Sec

Impact Resistance 1Kg /100 mm

Temperature Resistance -25 C/ +60C

Insulation Strength 2000 V/ 50 Hz / 15 min

Insulation Resistance >100 MQ / 60 sec / 500 V

Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:

RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:

RAL:7031 RAL:9005
Outside Inside
Diameter Diameter

HFO 1...

Si7e) Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

HFO 116 16 1.2 16 with wire puller 100 0,0380
HFO0 120 20 14,6 20 with wire puller 100 0,0510
HFO 125 25 18,6 25 with wire puller 50 0,0410
HF0 132 32 24,8 32 with wire puller 50 0,0460
HFO 140 40 31,2 40 with wire puller 50 0,0640
HF0 150 50 39,6 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PE Spiral Pipes

MADE IN TURKEY

PE Spiral Pipe Halogen Free / Light Gauge (320 Newton)

PE Spiral Boru Halojen Free Hafif Seri - FogppupoearHas mpyb6a u3 [TH[, 6e3 2anozeHoe (04eHb sieekasi cepusi)

Technical Features

Material PE Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V

Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:

RAL:7031 RAL:9005

. N Diameter Diameter
Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume .
mm mm m3 d1 ==

HF1016 16 11,2 16 without puller 100 0,0380
HF1 020 20 14,6 20 without puller 100 0,0510
HF1 025 25 18,6 25 without puller 50 0,0410
HF1 032 32 248 32 without puller 50 0,0460
HF1 040 40 31,2 40 without puller 50 0,0640
HF1 050 50 39,6 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PE Spiral Pipe Halogen Free Light Gauge (320 Newton)

PE Spiral Boru Halojen Free Hafif Seri - FochpupoearHas mpy6a u3 [Hf, 6e3 2anozeHoe (04eHb Ne2kas cepusi)

Material PE Based Thermoplastic

With Wire Puller Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:

RAL:7031 RAL:9005

Outside Inside
Diameter Diameter

HF11...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

HF1 116 16 11,2 16 with wire puller 100 0,0380
HF1 120 20 14,6 20 with wire puller 100 0,0510
HF1 125 25 18,6 25 with wire puller 50 0,0410
HF1132 32 24,8 32 with wire puller 50 0,0460
HF1 140 40 31,2 40 with wire puller 50 0,0640
HF1 150 50 39,6 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PE Spiral Pipes @ (€

MADE IN TURKEY

PE Spiral Pipe Halogen Free / Heavy Gauge (750 Newton)

PE Spiral Boru Halojen Free Agir Seri - FogppupoeaHHass mpy6a u3 nonunponusneHa, 6e3 2aozeHos (msxenas cepusi)

Technical Features

Material PE Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg/100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec/ 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:

RAL:7031 RAL:9005

HF3 0 Outside Inside
—~ Diameter Diameter
Size Inside | Outside Package Package L
Model Number mm D D Puller mt Volume
mm mm m3

HF3 016 16 0,9 16 without puller 100 0,0380

HF3 020 20 4,3 20 without puller 100 0,0510

HF3 025 25 8,2 25 without puller 50 0,0410

HF3 032 32 24,4 32 without puller 50 0,0460

HF3 040 40 30,8 40 without puller 50 0,0640

HF3 050 50 39.1 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PE Spiral Pipe Halogen Free / Heavy Gauge (750 Newton)

PE Spiral Boru Halojen Free Agir Seri - lochpupogarHas mpyba uz nounponunena, 6e3 2anoeeHos (msxenas cepus)

Technical Features

Material PE Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:
RAL:7031 RAL:9005
Outside Inside
Diameter Diameter

HF31...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

HF3 116 16 10,9 16 with wire puller 100 0,0380
HF3 120 20 14,3 20 with wire puller 100 0,0510
HF3 125 25 18,2 25 with wire puller 50 0,0410
HF3 132 32 24,4 32 with wire puller 50 0,0460
HF3 140 40 30,8 40 with wire puller 50 0,0640
HF3 150 50 39.1 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PP Spiral Pipes & (€
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MADE IN TURKEY

PP Spiral Pipe Halogen Free Light Gauge (320 Newton)

PP Spiral Boru Halojen Free Hafif Seri - FogppupogarHasi mpy6a u3 nonunponuneHa, 6e3 2anozeHos (neskas cepusi)

Technical Features

Material PP Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:

RAL:7031 RAL:9005

FR10 e

i i Diameter Diameter
Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

FR1016 16 11,2 16 without puller 100 0,0380
FR1 020 20 14,6 20 without puller 100 0,0510
FR1 025 25 18,6 25 without puller 50 0,0410
FR1032 32 24,8 32 without puller 50 0,0460
FR1 040 40 31,2 40 without puller 50 0,0640
FR1 050 50 39,6 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PE Spiral Pipe Halogen Free Light Gauge (320 Newton)

PE Spiral Boru Halojen Free Hafif Seri - [ochpupoeatHas mpy6a u3 [MHf, 6e3 2anozeHoe (04eHb Ne2kas cepusi)

Technical Features

Material PVC Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1 Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005

Orange: Light Gray:
RAL:2004 RAL:9003

Dark Gray:
RAL:7035

Black:
RAL:9005

Blue Grey:

RAL:7031

Outside Inside
Diameter Diameter

FR11...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

FR1 116 16 11,2 16 with wire puller 100 0,0380
FR1 120 20 14,6 20 with wire puller 100 0,0510
FR1 125 25 18,6 25 with wire puller 50 0,0410
FR1132 32 24,8 32 with wire puller 50 0,0460
FR1 140 40 31,2 40 with wire puller 50 0,0640
FR1 150 50 39,6 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PP Spiral Pi & (€ EE &
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MADE IN TURKEY

PP Spiral Pipe Halogen Free Heavy Gauge (750 Newton)

PP Spiral Boru Halojen Free Agir Seri - FoghpuposarHasi mpy6a u3 nonunponuneHa, 6e3 2anozeHoe (mskenas cepus)

Technical Features

Material PP Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg/100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray: |
RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:
RAL:7031 RAL:9005

Outside Inside
Diameter| Diameter

Size Inside | Outside Package Package R
Model Number mm D D Puller mt Volume
mm mm m3
FR3 016 16 0,9 16 without puller 100 0,0380
FR3 020 20 4,3 20 without puller 100 0,0510
FR3 025 25 8,2 25 without puller 50 0,0410
FR3 032 32 24,4 32 without puller 50 0,0460
FR3 040 40 30,8 40 without puller 50 0,0640
FR3 050 50 39.1 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PP Spiral Pipe Halogen Free Heavy Gauge (750 Newton)

PP Spiral Boru Halojen Free Agir Seri - lohpupogarHas mpyba u3 nonunponunena, 6e3 2anozeHos (msxenas cepus)

Material PP Based Thermoplastic

Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg /100 mm Class 3

Temperature Resistance -25 C/ +60C Class 4/1

Insulation Strength 2000 V/ 50 Hz / 15 min

Insulation Resistance >100 MQ / 60 sec / 500 V

Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray:
RAL:2004 RAL:9003

Dark Gray:
RAL:7035

Blue Grey: Black:

RAL:7031 RAL:9005
Outside Inside
Diameter Diameter

FR31...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

FR3 116 16 0,9 16 with wire puller 100 0,0380
FR3 120 20 4,3 20 with wire puller 100 0,0510
FR3 125 25 8,2 25 with wire puller 50 0,0410
FR3 132 32 244 32 with wire puller 50 0,0460
FR3 140 40 30,8 40 with wire puller 50 0,0640
FR3 150 50 39,1 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PP Spiral Pi @ (€ <
piral Pipes =T

MADE IN TURKEY

PP Spiral Pipe Halogen Free Flame-retardant Light Gauge (320 Newton)

PP Spiral Boru Halojen Free ve Alev Yaymaz Hafif Seri - ['oghpuposarHas mpy6a u3 nonunponuneHa, 6e3 2an02eH08, He pacnpocmpaxsiem 20peHue (e2kas cepus)

Technical Features

Material PP Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1 Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray:
RAL:2004 RAL:9003 RAL:7035
Blue Grey: Black:
RAL:7031 RAL:9005
i Inside | Outside Package Package Outside Inside
Model Number ﬁ:z,: D D Puller mt Volume Diameter Diameter
mm mm m3 -
LS1016 16 11,2 16 without puller 100 0,0380
LS1 020 20 14,6 20 without puller 100 0,0510
LS1 025 25 18,6 25 without puller 50 0,0410
LS1 032 32 24,8 32 without puller 50 0,0460
LS1 040 40 31,2 40 without puller 50 0,0640
LS1 050 50 39,6 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PP Spiral Pipe Halogen Free Flame-retardant Light Gauge (320 Newton) Technical Features

PP Spiral Boru Halojen Free ve Alev Yaymaz Haff Seri - ocpupoeakias mpyBa u3 nonumponunea G 2anoegHos, He pacrpocmpaaem aopeiue (neakas cepus) Material PP Based Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1 Kg /100 mm Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;

Ral 9003; Ral 9005

Orange: Light Gray: Dark Gray:

RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:

RAL:7031 RAL:9005 ] -
Outside Inside

Diameter Diameter

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

LS1 116 16 11,2 16 with wire puller 100 0,0380
LS1 120 20 14,6 20 with wire puller 100 0,0510
LS1 125 25 18,6 25 with wire puller 50 0,0410
LS1132 32 24,8 32 with wire puller 50 0,0460
LS1 140 40 31,2 40 with wire puller 50 0,0640
LS1 150 50 39,6 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PP Spiral Pipes > (€

MADE IN TURKEY

PP Spiral Pipe Halogen Free Flame-retardant Heavy Gauge (750 Newton)

PP Spiral Boru Halojen Free ve Alev Yaymaz Adir Seri - FogppupoeaHHas mpy6a u3 nonunponurneHa, 6e3 2anozeHoe, He pacnpocmpaHsiem 20peHue (mskenasi cepusi)

Technical Features

Material PP Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec Class 3
Impact Resistance 2Kg/100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray: |
RAL:2004 RAL:9003 RAL:7035

Blue Grey: Black:
RAL:7031 RAL:9005

Outside Inside
Diameter| Diameter

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

LS3 016 16 0,9 16 without puller 100 0,0380
LS3 020 20 4,3 20 without puller 100 0,0510
LS3 025 25 8,2 25 without puller 50 0,0410
LS3 032 32 24,4 32 without puller 50 0,0460
LS3 040 40 30.8 40 without puller 50 0,0640
LS3 050 50 39.1 50 without puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.

PP Spiral Pipe Halogen Free Flame-retardant Heavy Gauge (750 Newton) :
. . . . Technical Features
PP Spiral Boru Halojen Free ve Alev Yaymaz Agir Seri

Toghpuposanas mpy6a us nonunponuieHa, 6e3 2a02eH08, He PacNPOCMpPaHsem 20peHue (Msxenas cepus) Material PP Based Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg/100 mm Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V/ 50 Hz / 15 min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code Ral 7035; Ral 7031; Ral 2004;
Ral 9003; Ral 9005
Orange: Light Gray: Dark Gray: |
RAL:2004 RAL:9003 RAL:7035

Black:
RAL:9005

Blue Grey:
RAL:7031

Outside Inside
Diameter Diameter

LS30...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3

LS3 116 16 0,9 6 with wire puller 100 0,0380
LS3 120 20 4,3 0 with wire puller 100 0,0510
LS3 125 25 8,2 5] with wire puller 50 0,0410
LS3 132 32 24,4 32 with wire puller 50 0,0460
LS3 140 40 30,8 40 with wire puller 50 0,0640
LS3 150 50 39,1 50 with wire puller 25 0,0840

APLICATION FIELDS

Used in flush mounted and surface mounted applications, walls and
suspended ceilings, under plaster and electrical installationswhere low
mechanical stress is expected.




PAG6 Spiral Pipes

PA6 Polyamid Spiral Pipes

PAG6 Polyamid Corruger Boru - l'oghpuposarHas mpy6a u3 nonuamuda

MADE IN TURKEY

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3
PA6 5 5 5,1 71 without puller 100 0,0120
PAG 7 7 6,35 10 without puller 100 0,0106
PAG 8,5 8,5 8,8 11,7 without puller 50 0,0135
PAG 10 10 9,6 13,2 without puller 50 0,0175
PAG 12 12 12,1 15,8 without puller 50 0,0250
PAG 14 14 139 18,4 without puller 25 0,0317
PAG 17 17 16,3 21,4 without puller 100 0,0384
PAG 19 19 19,2 24,1 without puller 100 0,0510
PA6 22 22 21,5 254 without puller 100 0,0567
PA6 23 23 22,8 28,7 without puller 50 0,0588
PAG6 26 26 25,7 31 without puller 50 0,0406
PA6 29 29 28,6 34,5 without puller 50 0,0483
PAG 36 36 35,7 42,5 without puller 25 0,0714
PAG 48 48 47,2 54,4 without puller 100 0,0840

PA6 Polyamid Spiral Pipes - Flame - Retardent

PAG Polyamid Corruger Boru - logppuposarHas mpy6a u3 nonuamuda

With Wire Puller

PAG6 Vo ...

Size Inside | Outside Package Package
Model Number mm D D Puller mt Volume
mm mm m3
PA6 Vo 5 5 51 7,10 with wire puller 100 0,0120
PA6 Vo 7 7 6,35 10 with wire puller 50 0,0106
PA6 Vo 8,5 8,5 8,8 1,7 with wire puller 50 0,0135
PA6 Vo 10 10 9,6 3,2 with wire puller 50 0,0175
PAG Vo 12 12 12,1 58 with wire puller 50 0,0250
PA6 Vo 14 14 13,9 18,4 with wire puller 50 0,0317
PAG Vo 17 17 16,3 214 with wire puller 50 0,0384
PA6 Vo 19 19 19,2 24,1 with wire puller 50 0,0510
PA6 Vo 22 22 21,5 254 with wire puller 50 0,0567
PA6 Vo 23 23 22,8 28,7 with wire puller 50 0,0588
PA6 Vo 26 26 25,7 31 with wire puller 50 0,0406
PAG Vo 29 29 28,6 34,5 with wire puller 25 0,0483
PAB Vo 36 36 35,7 42,5 with wire puller 25 0,0714
PA6 Vo 48 48 47,2 54,4 with wire puller 25 0,0840

Material

Compression Resistance
Impact Resistance
Temperature Resistance
Permanent Vibration

Flame Retardant

Color Code

Outside
Diameter

Technical Features

PA6 Polyamid-HF

750 Newton / 60 Sec  Class 3
2 Kg /100 mm Class 3
-40 C/ +60C

as per DIN 55442, high flexibility

V-DIN 75200-HF Vo according to
UL94 DIN EN ISO 8580

Black - Gray (RAL 7031)

Inside
Diameter

Technical Features

Material

Compression Resistance
Impact Resistance
Temperature Resistance
Permanent Vibration

Flame Retardant

Color Code

Outside
Diameter

PAG6 Polyamid-HF

750 Newton / 60 Sec  Class 3
2Kg/100 mm Class 3
-40 C/ +60C

as per DIN 55442, high flexibility

V-DIN 75200-HF Vo according to
UL94 DIN EN ISO 8580

Black - Gray (RAL 7031)

Inside
Diameter
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Polyamid PA6 Connecting Components of Spiral Pipes PG Type
PAG6 PG Rekor (Somunlu) - My¢pma mpy6a-kopobka (PG)

Mounting to Pipe

RPG
L Suitable Size Inside "C" 2 "D"
Model Number Product Description mm mm mm
RPG 7 PG Connector 7 10,1 11
RPG 8,5 PG Connector 8,5 12 11
RPG 10 PG Connector 10 13,6 13,6
RPG 12 PG Connector 12 16,2 16,2
RPG 14 PG Connector 4 18,8 18,8
RPG 17 PG Connector 7 22 22
RPG 10 PG Connector 22 29 29
RPG 12 PG Connector 29 35 35
RPG 14 PG Connector 36 43 43
RPG 17 PG Connector 48 55 55

Polyamid PAG6 Clip for Spiral Pipes
PAG6 Klips Kapakli- Jepxamenb ¢ KpbIwKol

Mounting to Pipe

Model Number Product Description EuitabeiSze L o
mm mm mm
CL7 Clip 7/8,5 5x13 7
CL10 Clip 10 8x15 9
CL 12 Clip 12 20x17 10
CL 14 Clip 14 23x19 1
CL 17 Clip 17 27x22,5 14
CL 22 Clip 22/23 34x29 22
CL 29 Clip 29 41x35 25
CL 36 Clip 36 53x41 31
CL 48 Clip 48 81x62 51

PP Flexible Pipes Connector- Halogen Free
Spiral Boru Rakoru - My¢gpma mpy6a-kopo6ka (0ns1 20¢hpupoeaHHbix mpyo6)

Mounting to Pipe

Model Number Product Description Nor:r:l D, Color Material
SPK-16-PP Connector 16 RAL 7035 PP-HF
SPK-20-PP Connector 10 RAL 7035 PP-HF
SPK-25-PP Connector 12 RAL 7035 PP-HF

RPG

PA6 PG Rekor (Somunlu) - My¢pma mpy6a-kopo6ka (PG)

CL

PAG6 Klips Kapakli- Jepxamenb ¢ KpblwKou

SPK

Spiral Boru Rakoru - Mygpma mpy6a-kopobka (0ns1 20(hpuposaHHbix mpyo)
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PVC Rigit Pipes Flame-retardant Cold Bendable Light Gauge (320 newton)

PVC Diiz Boru Alev Yaymayan Hafif Seri (320 newton) - XXecmkasi 2nadkocmeHHasi mpy6a u3 [1BX (nezkas cepusi)

Technical Features
Material PVC Base Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg/100 mm/-25C Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V /50 Hz/ 15 Min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code RAL 7035, RAL 9003, RAL 9005
Inside Outside Length Packaging Package RAL:7035 RAL:9003 RAL:9005
Model Number Nominal Diameter D D mt mt Volume
mm mm m3
SR1316 g 16 13,7 16 3 102 0,0261
SR1 320 J 20 17,6 20 3 102 0,0408
SR1 325 3 25 22,2 25 3 75 0,0469
SR1332 @ 32 28,7 32 3 51 0,0522 T—
SR1 340 2 40 36,5 40 3 51 0,0816
SR1 350 3 50 46,4 50 3 30 0,0750 Outside Inside
Diameter Diameter

PVC Rigit Pipes Flame-retardant Cold Bendable Medium Gauge (750 newton) N

PVC Diiz Boru Alev Yaymayan Orta Seri (750 newton) - ecmkas enadkocmenrHas mpy6a u3 [1BX (cpedHsis cepus)

Technical Features
Material PVC Base Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 1Kg/100 mm/-25C Class 2
Inside Outside Length Packaging Package Dark Gray: Light Gray: Black:
Model Number | Nominal Diameter D D mt mt Volume RAL:7035 RAL:9003 RAL:9005
mm mm m3
SR2 316 I 16 13,2 16 3 102 0,0261
SR2 320 2 20 17.1 20 3 102 0,0408
SR2 325 a 25 21,6 25 3 75 0,0469
SR2 332 32 28 32 3 5 0,0522
SR2 340 J 40 35,8 40 3 5 0,0816
SR2 350 @ 50 45,7 50 3 30 0,0750

PVC Rigit Pipes Flame-retardant Cold Bendable Heavy Gauge (1250 newton)

PVC Diiz Boru Alev Yaymayan Agir Seri (1250 newton) - Xecmkas enadkocmenras mpy6a u3 [1BX (msxenas cepus)

Technical Features

Material PVC Base Thermoplastic
Compression Resistance 1250 Newton / 60 Sec Class 4
Impact Resistance 2Kg/100 mm/-25C Class 3
Color Code RAL 7035, RAL 9003, RAL 9005
| Dark Gray: | | Light Gray: Black: |
RAL:7035 RAL:9003 RAL:9005

Inside Outside Length Packaging Package

Model Number | Nominal Diameter D D mt mt Volume

mm mm m3

SR3 316 J 16 12 16 3 102 0,0261
SR3 320 9 20 15,8 20 3 102 0,0408
SR3 325 9 25 20,6 25 3 75 0,0469
SR3 332 9 32 26.9 32 3 51 0,0522
SR3 340 9 40 34,5 40 3 51 0,0816
SR3 350 J 50 44,2 50 3 30 0,0750
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PVC Rigit Pipes With Coupling Flame-retardant Cold Bendable / Light Guage

PVC Muflu Diiz Boru Alev Yaymayan Hafif Seri (320 newton) - Xecmkas enadkocmeHHasi mpy6a u3 [1BX (nezkas cepus)

Technical Features
Material PVC Base Thermoplastic
Compression Resistance 320 Newton / 60 Sec  Class 2
Impact Resistance 1Kg/100 mm/-25C Class 2
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V /50 Hz / 15 Min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code RAL 7035, RAL 9003, RAL 9005
Inside Outside Length Packaging Package RAL:7035 RAL:9003 RAL:9005
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3

SR1316 MF 2 16 13,7 16 3 102 0,0261

SR1 320 MF 2 20 17,6 20 3 102 0,0408 —_—

SR1 325 MF 225 22,2 25 3 75 0,0469 ¥

SR1 332 MF O 32 28,7 32 3 51 0,0522 Outside Inside

SR1 340 MF 2 40 36,5 40 3 51 0,0816 Diameter Diameter

SR1 350 MF 2 50 46,4 50 3 30 0,0750 |

PVC Rigit Pipes With Coupling Flame-retardant Cold Bendable / Medium Guage

PVC Muflu Diiz Boru Alev Yaymayan Orta Seri (750 newton) - ecmwas anadkocmenrast mpy6a u3 lBX (cpedkss cepusi)

Technical Features

Material PVC Base Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 1Kg/100 mm/-25C Class 2
Color Code RAL 7035, RAL 9003, RAL 9005
| Dark Gray: | Light Gray: - Black: |
RAL:7035 RAL:9003 RAL:9005

Inside

SR2 3... MF Cameter Diameter

Inside Outside Length Packaging Package
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3

SR2 316 MF 2 16 13,2 16 3 102 0,0261
SR2 320 MF 2 20 17.1 20 3 102 0,0408
R2 325 MF 2 25 21,6 25 3 75 0,0469
R2 332 MF 9 32 28 32 3 51 0,0522
R2 340 MF 3 40 35,8 40 3 51 0,0816
SR2 350 MF 2 50 45,7 50 3 30 0,0750

PVC Rigit Pipes With Coupling Flame-retardant Cold Bendable / Heavy Guage

PVC Muflu Diiz Boru Alev Yaymayan Agir Seri (750 newton) - Xecmkas enadkocmenHasi mpy6a u3 1BX (cpedHss cepus)

Technical Features

Material PVC Base Thermoplastic
Compression Resistance 1250 Newton / 60 Sec Class 4
Impact Resistance 2Kg/100 mm/-25C Class 3
Color Code RAL 7035, RAL 9003, RAL 9005
Dark Gray: Light Gray: Black:
RAL:7035 RAL:9003 RAL:9005
Inside Outside Length Packaging Package .
Model Number | Nominal Diameter D D mt mt Volume Outside Inside
mm mm m3 Diameter Diameter
SR3 316 MF D 16 12 16 3 102 0,0261 —Z 1
SR3 320 MF 220 15,8 20 3 102 0,0408 -
SR3 325 MF 225 20,6 25 3 75 0,0469
SR3 332 MF 232 26,9 32 3 51 0,0522
SR3 340 MF @ 40 34,5 40 3 51 0,0816
SR3 350 MF @ 50 44,2 50 3 30 0,0750
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PE Rigit Pipes Halogen Free / Light Guage

PE Diiz Boru Alev Yaymayan Hafif Seri (320 newton) - XXecmkas 2anadkocmeHHasi mpyb6a u3 [1BX (nezkas cepusi)

Technical Features

PE Base Thermoplastic
320 Newton / 60 Sec  Class 2

Material

Compression Resistance

Impact Resistance

2Kg/100 mm/-25C Class 3

Temperature Resistance

-25 C/ +60C Class 4/1

Insulation Strength

2000 V/50 Hz/ 15 Min

Insulation Resistance

>100 MQ / 60 sec / 500 V

Color Code RAL 7035, RAL 9003
Dark Gray: Light Gray: Black:
RAL:7035 RAL:9003 RAL:9005
Outside Inside
Inside Outside Length Packaging Package Diameter Diameter
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3 R -
SD1316 2 16 13,7 16 3 102 0,0261
SD1 320 2 20 17,6 20 3 102 0,0408
SD1 325 225 22,2 25 3 75 0,0469
SD1 332 232 28,7 32 3 51 0,0522
PE Rigit Pipes Halogen Free / Heavy Guage
PE Diiz Boru Alev Yaymayan Agir Seri (750 newton) - ecmkas enadkocmenHast mpy6a u3 MBX (mswenas cepus) Technical Features
Material PE Base Thermoplastic
Compression Resistance 750 Newton / 60 Sec  Class 3
Impact Resistance 2Kg/100 mm/-25C Class 3
Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V /50 Hz /15 Min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code RAL 7035, RAL 9003
Dark Gray: Light Gray: Black:
RAL:7035 RAL:9003 RAL:9005
Outside Inside
Diameter Diameter
Inside Outside Length Packaging Package
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3
SD3 316 2 16 12 16 3 102 0,0261
D3 320 2 20 15,8 20 3 102 0,0408
D3 325 225 20,6 25 3 75 0,0469
D3 332 232 26,9 32 3 51 0,0522
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PP Rigit Pipes Halogen Free Flame-retardant Light Gauge (320 newton)

PP Diiz Boru Halogen Free ve Alev Yaymayan Hafif Seri) - {ecmkas enadkocmenHas mpy6a u3 [TH[] 63 2anozeHos, He pacnpocmpaHsiem 20peHue (neakas cepusi)

Technical Features

PP Base Thermoplastic
320 Newton / 60 Sec  Class 2

Material

Compression Resistance

Impact Resistance

2Kg/100 mm/-25C Class 3

Temperature Resistance

-25 C/ +60C Class 4/1

Insulation Strength

2000 V/50 Hz/ 15 Min

Insulation Resistance

>100 MQ / 60 sec / 500 V

Color Code RAL 7035, RAL 9003, RAL 9005
Dark Gray: Light Gray: Black:
RAL:7035 RAL:9003 RAL:9005

SF1 3. ] e

Inside Outside Length Packaging Package Diameter Diameter
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3 m -
SF1316 9 16 13,7 16 3 102 0,0261
SF1.320 2 20 17,6 20 3 102 0,0408
SF1325 225 22,2 25 3 75 0,0469
SF1.332 232 28,7 32 3 51 0,0522
SF1.340 @ 40 36,5 40 3 51 0,0816
SF1 350 250 46,4 50 3 30 0,0750

Technical Features

PP Rigit Pipes Halogen Free Flame-retardant Heavy Gauge (750 newton)

PP Diz Boru Halogen Freg ve Alev Yaymayan Agir Seri - Kecmias enadkocmesas mpy6a u3 ] Ges aanozexog, He pacrpocmpaxsem 20pexue (makenas cepus)

PP Base Thermoplastic
160 Sec Class 2
2Kg/100 mm/-25C Class 2

Material

Compression Resistance 750 Newt

Impact Resistance

Temperature Resistance -25 C/ +60C Class 4/1
Insulation Strength 2000 V /50 Hz /15 Min
Insulation Resistance >100 MQ / 60 sec / 500 V
Color Code RAL 7035, RAL 9003
Dark Gray: | Light Gray: Black: |
RAL:7035 RAL:9003 RAL:9005
Outside Inside
Diameter Diameter

SF33...

Inside Outside Length Packaging Package

Model Number | Nominal Diameter D D mt mt Volume
mm mm m3

SF3 316 2 16 12 16 3 102 0,0261

F3 320 9 20 15,8 20 3 102 0,0408

F3 325 2 25 20,6 25 3 75 0,0469

F3 332 9 32 26,9 32 3 51 0,0522

SF3 340 2 40 34,5 40 3 51 0,0816

SF3 350 2 50 44,2 50 3 30 0,0750




PVC Rigit Pipes
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PP Rigit Pipes with coupling Halogen Free Flame-retardant / Light Gauge

PP Muflu Diiz Boru Alev Yaymayan Hafif Seri (320 newton) - XXecmkas 2nadkocmerHasi mpy6a u3 [TH[] 6e3 2anozeHos, He pacnpocmparsiem 20peHue (nezkas cepusi)

MADE IN TURKEY

Technical Features

Material

PP Base Thermoplastic

Compression Resistance

320 Newton / 60 Sec  Class 2

Impact Resistance

2Kg/100 mm/-25C Class 3

Temperature Resistance

-25 C/ +60C Class 4/1

Insulation Strength

2000 V /50 Hz /15 Min

Insulation Resistance

>100 MQ / 60 sec / 500 V

Color Code RAL 7035, RAL 9003, RAL 9005

Light Gray:
RAL:9003

Dark Gray: Black:
RAL:7035 RAL:9005

SF13... MF ] -

Outside
Inside Outside Length Packaging Package Diameter Diameter
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3 p -
SF1316 MF g 16 13,7 16 3 102 0,0261
SF1.320 MF J 20 17,6 20 3 102 0,0408
SF1 325 MF 3 25 22,2 25 3 75 0,0469
SF1 332 MF J 32 28,7 32 3 51 0,0522
SF1.340 MF 2 40 36,5 40 3 51 0,0816
SF1 350 MF g 50 46,4 50 3 30 0,0750
Technical Features
PP Rigit Pipes with coupling Halogen Free Flame-retardant / Heavy Gauge Material PP Base Thermoplastic

Compression Resistance

PP Muflu Diiz Boru Alev Yaymayan Agir Seri (750 newton) - Xecmras anadkocmenHas mpy6a u3 [BX (maxenas cepus) 750 Newton / 60 Sec  Class 2

2Kg/100 mm/-25C Class 2

Impact Resistance

Temperature Resistance -25 C/ +60C Class 4/1

Insulation Strength 2000V /50 Hz/ 15 Min

Insulation Resistance >100 MQ / 60 sec / 500 V

Color Code RAL, 7035, RAL 9003, RAL 9005
Dark Gray: | Light Gray: - Black: |
RAL:7035 RAL:9003 RAL:9005

Outside Inside

Diameter Diameter

SF33... MF

Inside Outside Length Packaging Package
Model Number | Nominal Diameter D D mt mt Volume
mm mm m3

SF3 316 MF 16 12 16 3 102 0,0261
SF3 320 MF 9 20 15,8 20 3 102 0,0408
SF3 325 MF 925 20,6 25 3 75 0,0469

SF3 332 MF 9 32 26,9 32 3 51 0,0522

SF3 340 MF 9 40 34,5 40 3 51 0,0816

SF3 350 MF 3 50 44,2 50 3 30 0,0750




Pipe Fittings

PVC Coupling Flame-retardant
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Color: RAL 7035; RAL 9005
Elbow Bend

_—

=y

Color: RAL 7035; RAL 9005
90° Elbow

e

Color: RAL 7035; RAL 9005
T Joint

Color: RAL 7035; RAL 9005

GSS
I;li::::::' Inside D,mm OI; ::::e Length, mm | PVC, Flame-retardant PP Halogen Free
g6 16,1 18,6 80 GSS-16-PVC GSS-16-PP
@20 20,1 23,0 80 GSS-20-PVC GSS-20-PP
@25 25,2 28,0 80 GSS-25-PVC GSS-25-PP
@32 32,2 350 100 GSS-32-PVC GSS-32-PP
@ 40 40,3 43,0 100 GSS-40-PVC GSS-40-PP
@ 50 50,3 53,0 100 GSS-50-PVC GSS-50-PP
@63 633 66,0 100 GSS-63-PVC GSS-63-PP
CRA
;:::;: Inside D,mm 0[: :::ile Length, mm | PVC, Flame-retardant PP Halogen Free
@16 161 19.0 70 CRA-16-PVC CRA-16-PP
@20 20,2 23,0 90 CRA-20-PVC CRA-20-PP
@25 252 29,0 120 CRA-25-PVC CRA-25-PP
@32 323 36,0 150 CRA-32-PVC CRA-32-PP
ADS
I;'I‘;:'e';:'r Inside D,mm °I;‘r::° Length, mm | PVC, Flame-retardant PP Halogen Free
d16 16,1 16,1 38,5 ADS-16-PVC ADS-16-PP
@20 20,2 20,2 47 ADS-20-PVC ADS-20-PP
@25 25,2 252 57.5 ADS-25-PVC ADS-25-PP
@32 32,3 32,3 66,5 ADS-32-PVC ADS-32-PP
TBS
I;'I‘;:'e';:'r Inside D,mm oliﬁil:e Length,mm | PVC, Flame-retardant PP Halogen Free
d16 16,1 20,5 64,5 TBS-16-PVC TBS-16-PP
@20 20,1 25,5 70 TBS-20-PVC TBS-20-PP
@25 25,2 30,5 75 TBS-25-PVC TBS-25-PP
@32 322 38,3 82,7 TBS-32-PVC TBS-32-PP




Pipe Fittings

Flexible Couplings

MADE IN TURKEY

ESM
N.ominal Inside D,mm OuiSics Length, mm PVC, Flame-retardant
Diameter D,mm
g6 16,1 17,0 27,5 ESM-16-PP
@20 20,1 21,3 27,5 ESM-20-PP
T } @25 25,1 26,7 39,0 ESM-25-PP
@32 32,1 32,1 39.0 ESM-32-PP
Color: RAL 7035; RAL 9005
Clip Halogen Free -PP
CYS
Nominal . Outside
Diameter Inside D,mm D,mm Length, mm PP Halogen Free
16 15,1 25,3 21,7 CYS-16-PP
@20 19,2 30,0 28,2 CYS-20-PP
25 25 33,8 32,7 CYS-25-PP
= @32 312 40,2 41,0 CYS-32-PP
3 40 39,2 48,2 52,2 CYS-40-PP
49 9,2 4,1 YS-50-PP
Color: RAL 7035; RAL 9005 250 ° 6418 CYS-50
@ 63 62,3 71,0 78,75 CYS-63-PP
Clip with Cover Halogen Free -PP
CFS
Nominal . Outside
Diameter Inside D,mm D,mm Length, mm PP Halogen Free
[ ™
# ad16 16,1 16,1 38,5 CFS-16-PP
= @20 20,2 20,2 47 CFS-20-PP
i F" 25 2572 252 57,5 CFS-25-PP
>
S
4 332 32,3 323 66,5 CFS-32-PP
Color: RAL 7035; RAL 9005
Rigid Pipe Adapter Halogen Free -PP
TBS
N.ominal Inside D,mm Oliside Length, mm PP Halogen Free
Diameter D,mm
d16 16,3 19.0 55,0 DBS-16-PP
il @20 20,3 22,5 55,0 DBS-20-PP
25 253 55,0 55,0 DBS-25-PP
@32 323 65,0 65,0 DBS-32-PP

Color: RAL 7035; RAL 9005




