
Wall Bracket
Duvar Konsolu - Настенная консоль, гнутая

Pre-Galvan�zed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,080

DK                   PG

50DK 05 PG
110 500,130DK 10 PG
160 0,165DK 15 PG 50

100
150

W�dth
of Tray

210 0,200DK 20 PG 50200
310 0,430DK 30 PG 50300
410 0,560DK 40 PG 50400
510 0,710DK 50 PG 50500
610 0,780DK 60 PG 50600

CODE
Length

L
mm

CODE

60 0,084

DK                   HDG

50DK 05 HDG
110 0,137DK 10 HDG
160 0,173DK 15 HDG

100
150

W�dth
of Tray

210 0,210DK 20 HDG 200
310 0,452DK 30 HDG 300
410 0,588DK 40 HDG 400
510 0,746DK 50 HDG 500
610 0,819DK 60 HDG 600

50
50
50
50
50
50
50
50

Wall Bracket (Welded)
Duvar Konsolu (Kaynaklı) - Настенная консоль, сварная

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,210

DKK                   EG

50DKK 05 EG
110 500,250DKK 10 EG
160 0,320DKK 15 EG 50

100
150

W�dth
of Tray

210 0,380DKK 20 EG 50200

310DKK 30 EG 50300
410DKK 40 EG 25400
510DKK 50 EG 25500
610DKK 60 EG 25600

260DKK 25 EG 50250 0,550
0,630
0,750
1,050
1,210

CODE
Length

L
mm

CODE

60 500,211

DKK                   HDG

50DKK 05 HDG
110 500,263DKK 10 HDG
160 0,336DKK 15 HDG 50

100
150

W�dth
of Tray

210 0,399DKK 20 HDG 50200

310DKK 30 HDG 50300
410DKK 40 HDG 25400
510DKK 50 HDG 25500
610DKK 60 HDG 25600

260DKK 25 HDG 50250 0,578
0,662
0,788
1,103
1,271

Brackets for Wall & Floor Mount�ng
Yere ve Duvara Tespit Elemanı - Настенно-напольная консоль

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

100 500,140100YDT 310 PG
150 500,180YDT 315 PG
200 0,210YDT 320 PG 50

150
200

W�dth
of Tray

250 0,250YDT 325 PG 50250

400YDT 340 PG 50400
450YDT 345 PG 25450
500YDT 350 PG 25500
610YDT 360 PG 25600

300YDT 330 PG 50300 0,280
0,350
0,390
0,420
0,490

CODE
Length

L
mm

CODE

100 500,147100YDT 310 HDG
150 500,189YDT 315 HDG
200 0,221YDT 320 HDG 50

150
200

W�dth
of Tray

250 0,263YDT 325 HDG 50250

400YDT 340 HDG 50400
450YDT 345 HDG 25450
500YDT 350 HDG 25500
610YDT 360 HDG 25600

300YDT 330 HDG 50300 0,294
0,368
0,410
0,441
0,515

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

L400 to 600 mm

DKK

YDT

F

F = 0,9 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,2 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,5 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

L 70

8,5x23

L100 to 300 mm

L 90
8,5x23

14x25
T

50

135

L

3030

9x30

Ø13

DK

YDT                   PG

Support Systems

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

L

YDT                   HDG

m
MADE IN TURKEY
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